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The primary goal of operational volcano monitoring is thertiely identi cation of volcanic
unrest. This provides critical information to decision maks tasked with mitigating
the societal impacts of volcanic eruptions. Volcano deformtion is recognized as
a key indicator of unrest at many active volcanoes and can be sed to provide
insight into the depth and geometry of the magma source. Intderometric Synthetic
Aperture Radar (InSAR) is a remote sensing technique that aletected deformation
at many volcanoes globally, but most often with hindsight. @ date, the use of
INSAR for operational volcano monitoring has been limitedota few cases and only
in high income countries. Yet a vast number of active volcares are located in
low- and middle-income countries (LMICs), where resourcefor operational monitoring
are constrained. In these countries, INSAR could provide dermation monitoring at
many active volcanoes, including those that have no existin ground monitoring
infrastructure. Several barriers combine to make uptake ofnSAR into operational
volcano monitoring dif cult in most countries, but particdarly in resource-constrained
environments. To overcome some of these limiting factors, & propose a simpli ed
processing chain to better incorporate INSAR and Global Nagation Satellite Systems
(GNSS) data into the decision-making process at volcano oleyvatories. To combine
the INSAR and GNSS data we use a joint modelling procedure thanfers volume
changes of a spherical source beneath the volcano. The benés of our approach for
operational use include that the algorithm is computationidy lightweight and can be
run quickly on a standard desktop or laptop PC. This enables aolcano observatory
to interpret geodetic data in a timely fashion, and use the formation as part of frequent
reporting procedures. To demonstrate our approach we comhbie ALOS-PALSAR
INSAR data and continuous GNSS data from the Rabaul CalderaPapua New
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Guinea between 2007 and 2011. Joint inversion of the two datsets indicates volume
lossof 1 10’ m® (de ation) occurring between February 2008 and November 209,
followed by volume gain of 2.5 10° m® (in ation) until February 2011 in a magma
body situated 1.5km beneath the caldera.

Keywords: operational monitoring, volcano deformation, InSA R, low- and middle-income countries, Rabaul
Caldera, remote sensing, volcanic unrest, GNSS

INTRODUCTION can help guide future monitoring strategies (efgwert et al.,
2003.
A disproportionately high number of volcanoes that were Seismic monitoring remains the backbone of the early
active in the Holocene are located in low- and middle-incoquaming System at many volcano observatories in LMICs due to
countries (LMICs) Chester, 2005 Compounding this volcanic jts ease of use in an operational and resource-constrairtédge
risk, LMICs typically have the densest populations living injts relatively low cost and its high sampling resolution tican
proximity of active volcanoes whilst also experiencing sneta aord early detection of signs of seismic unresthompson,
population growth Gmall and Naumann, 2001 Historical ~ 2015. However, it is becoming increasingly common for
eruptions of volcanoes in LMICs have resulted in signi cantdeformation monitoring to be used as part of the early warning
impacts for both humans and infrastructure. For examplegystem (c.fDvorak and Dzurisin, 1997; Dzurisin, 2000; McNutt
there were: 36,000 deaths as a result of a tsunami triggered al., 2000; Fernandez et al., 20IMost commonly, volcano
by the 1883 eruption of Krakatau in Indonesi&rown et al., deformation occurs due to the intrusion into or withdrawaf o
2017; 25,000 deaths as a result of lahars triggered by th@agma from the crust. Comparisons between data collected
1985 eruption of Nevado del Ruiz in Colombiddranjo globally from ground-based sensorBh(llipson et al., 2013
et al., 198f and $750 million USD losses following the and satellite remote sensing(rtney et al., 20)8suggest that
1991 eruption of Mount Pinatubo in the Philippinesiinen  ground deformation (i.e., displacements of Earth's surfacé)e
and Wagner, 2003 Furthermore, there is evidence to suggesindicator of pre-eruptive unrest that on average provides the
a link between a region's level of economic developmenbngestlead-time prior to an eruption. However, this is natays
and the number of fatalities from volcanic eventduker the case. For example, in the lead up to the 2014 Bardarbunga
et al., 201p Our increasing connectivity and globalization of eruption in Iceland, increased seismicity was observed in the
transportation, communications and economies (elgiller  years preceding the eruption, but ground deformation was only
etal., 201pmeans that we are more vulnerable to distant volcanigbserved about 1 month prior to the eruption. Furthermore,
eruptions, for example via aviation routes passing close wect Bjggs et al. (2014found that of 198 volcanoes systematically
volcanoes (e.g4lexander, 2013 These issues highlight the monitored around the world, 9 (nearly 5%) of those erupted
increasing importance of e ective volcano monitoring progr&m with no deformation detected. One well-documented example is
at potentially active volcanoes. The ability to detect clesni@  Merapi volcano in Indonesia, which frequently erupts but with n
behaviour at a volcano that may be precursory to an eruption, ijeformation having been detected (e@haussard et al., 20)L3

a timely manner, can signi cantly improve the decision-madi  \when it does occur, ground deformation at volcanoes can
process (for example regarding local evacuations and amiatigye measured with satellite Synthetic Aperture Radar (SAR) data
alerts). processed using the Interferometric SAR (INSAR) technique,

Volcano observatories typically use ground-based networksr via local networks of Global Navigation Satellite System
consisting of seismic, deformation and gas monitoring(GNSS) instruments operated continuously or in measurement
instruments (e.g.Loughlin et al., 2015; Pallister and McNutt, campaigns (e.g.larson et al., 2010; Sigmundsson et al.,
2019, and using all of these methods together improves thep1g. Both the remotely-sensed InSAR technique and ground-
issuance of accurate advicé/i(ison et al., 2014 Under ideal pased GNSS technique have advantages and disadvantages
CirCUmStances, all potentially active volcanoes would bﬂmely for monitoring volcano deformation 'Kab|e ]) However, both
monitored with a diverse suite of instruments and methods IQechniques provide observations that can be used to infer the
develop a baseline understanding of volcanic behaviour ang@cation, volume change, and shape of the magma body causing
contextualize anomalies that may be indicative of unresthe crustal deformation via analytical elastic modellinghmre
patterns. In reality though, only a small number of volcanoegomplex viscoelastic and nite element models (elgspwski,
are monitored with extensive instrument networks, with the2007; Segall, 20).0This modelling approach can be used to
majority ( 65%) having little or no instrumental monitoring anticipate the occurrence of volcanic eruptions when theaaef
in place @rown et al., 2015b; Loughlin et al., 2)1fnproving  deformation is measured with su ciently high spatial and
ground-based instrumentation can be logistically and wally  temporal resolution (e.gkobayashi et al., 20).8
challenging, and where resources are limited, prioritzatof INSAR has been used successfully to measure surface
monitoring targets and infrastructure is necessary. Cqosetly, deformation at a large number of volcanoes worldwide (e.g.,
undertaking a country-wide risk analysis and ranking el@®c \vicks et al., 1998; Amelung et al., 2000; Pritchard and Simons,
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TABLE 1 | Advantages and disadvantages of INSAR and GNSS for monitogn

volcano deformation.

Advantages Disadvantages
INSAR  « Spatially dense map of « 1D observations in the satellite's line-
geodetic of-sight if only one geometry of SAR
observations—generally data is available.
hundreds to thousands of  « Relatively infrequent observations
points per km?. governed by the revisit period of the

* Remote sensing SAR satellite's low polar orbit.
technique, so no implicit « Decorrelation (loss of phase signal)
need to visit ground due to temporal changes in ground
locations (except for backscattering properties (e.g., dense
validation of signals). vegetation or snow cover).

» No maintenance of eld  Can be dif cult to isolate the volcano
sites is required and no deformation signal from other noise
on-going power supply or sources in the InSAR signal (e.g.,
communication costs. atmospheric artefacts, orbital errors,

* SAR amplitude other tectonic or glacial isostatic
measurements also adjustment signals).
provide insight into < Additional disadvantages come in to
surface changes (not play when utilizing INSAR in a
described in this paper). resource-constrained context; refer

to Table 2.
GNSS e« Three components of * Measurements only made at discrete

displacement are directly

measured: East, North,

Up.
» The outcome of
continuously operating
sites is typically a daily
observation (deduced
from 24 h of GNSS data),
although more frequent
8 h solutions or
near-real-time processing
is possible.
Provides absolute
positions in a de ned
reference frame.

sampling points so localised signals
can be missed.

Network of sites is required with
good azimuthal coverage around the
volcano to be able to interpret signals
with con dence.

Instruments require suitable
installation sites with reliable power
supply, good  sky-view, stable
foundation (e.g., to bedrock) and

easy access for ongoing regular
maintenance.
« Ground-based equipment is

vulnerable to theft or vandalism.
Measurements may be strongly
affected by climatic conditions (e.g.,
storms, icing etc.).

institutional criteria for dependability and the need foreclible,
unambiguous signals. In an operational context there is @ nee

be able to use products (data and interpretations) for decision
making in critical situations under immense pressure. T e

the monitoring technique needs to be robust and defendable
under public and political scrutiny.

In this context, INSAR is rarely used operationally at volcano
observatories despite long-recognized promise &tdvens and
Wadge, 2004; Ernst et al., 200Fhe few cases where INSAR
is used for routine volcano monitoring (i.e., systematicabut
not necessarily operationally) are restricted to more ecoically
developed countries. Some examples of these countries are:
France (e.g.Peltier et al., 2017 Iceland (e.g.Sigmundsson
et al., 2014; Parks et al., 20, LFapan (e.gMorishita et al., 2016;
Kobayashi et al., 20),8New Zealand (e.gHamling et al., 2016
and USA (e.g.Meyer et al., 2015; Dzurisin et al., 201More
detail of how INSAR is applied to volcano monitoring in these
countries is given irBupplementary Table 1

The use of remote sensing data is often not constrained by
geographic or political boundaries, so in many cases a volcano
observatory will partner with external organisations (such a
universities or national and international government esaie
agencies) who undertake much of the InSAR processing (e.g.,
Pritchard et al., 2008 Despite this, the vast majority (70%)
of catalogued INSAR observations are from countries claased
“upper middle” income Ebmeier et al., 20)B8even though the
majority of volcanoes active in the Holocene are located inCMI
(Chester, 2005 The social consequences that can arise from
public dissemination of volcanic alert information neceésts
that local authorities (i.e., the volcano observatory)dlghe
analysis and interpretation of pre-eruptive unrest signalghia
context, six potential barriersTéble 2 in combination prevent
operational INSAR monitoring at volcano observatories ie th
majority of countries, but particularly in LMICs. Removing ge&e
barriers to facilitate the uptake of operational INSAR moniitor
at volcano observatories is an important bridge to widespread
and routine usage of this valuable tool in resource-corisée
environments.

We propose a simpli ed data processing chainkigure 1

2002; Chaussard and Amelung, 2012; Lundgren et al., 2018; facilitate more rapid uptake of INSAR data into operational
Biggs et al., 2014; Parks et al., 2015; Parker et al., 20h@jé¢tb use at volcano observatories. Firstly, geodetic data SA
et al.,, 2018; Pritchard et al., 2018n many cases, INSAR and/or GNSS) is acquired and downloaded, together with
facilitates monitoring at volcanoes that currently havaited

the necessary auxiliary products required for their processi

or no ground-based monitoring networks. However, becauséStage 1). Secondly, the geodetic data is processed using
of the latency between image acquisition and delivery, andtandardized data processing procedures to obtain surface
general data availability from past SAR missions, many of thdisplacement observations (Stage 2). Thirdly, the derivefdser
documented applications of INSAR to volcanoes have beatisplacements from INSAR and/or GNSS are combined using
carried out retrospectivelyepmeier et al., 20)8Nevertheless a joint modelling approach to determine the relative volume
there is a growing trend towards using INSAR data to providehange and movement of a magmatic source (Stage 3). The
early warnings in countries with large numbers of volcanoesime series output of this stage can be used in the nal
and limited ground monitoring stationsEbmeier et al., 2018; stage (Stage 4) by the observatory to make decisions on
Pritchard et al., 2018 the eruptive state of the volcano. The procedure is then
For a monitoring technique to be considered “operational,” i iterated by acquiring more geodetic data to add to the time
must be in routine and independent use without the need forseries.
signi cant outside assistance to keep it running. Furthemns, In this paper we present a methodology for operationalizing
the monitoring technique needs to be suitable for applicaiion Stage 3 of the processing chain and demonstrate its use with
a systematic fashion (i.e., being repeatable and reliable)eet a case study of the Rabaul Caldera, Papua New Guinea.
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Our primary aim is to address barriers (1), (2), and (3) indata, and where it is available, GNSS data. Our approach
Table 2 First, we give an overview of the Rabaul Calderamakes use of a computationally lightweight inversion aldponi

its eruptive history and the e orts of the Rabaul Volcanothat could be run operationally at a volcano observatory on
Observatory (RVO) to monitor the volcano. We then describemodest computing facilities. We demonstrate the application
the methods we have used to process INSAR and GNSS datfathis methodology for the Rabaul Caldera with independent
available for the Rabaul Caldera. This processing corregponihversions of the INSAR and GNSS datasets, and their joint
to stages 1 and 2 in the overall processing chain depicted inversion. By comparing the results, we demonstrate that
Figure L In the following section, we describe our two-stepInSAR data could be used in isolation (i.e., without GNSS
joint modeling procedure for incorporating processed InSARdata) using our procedure at those volcanoes that lack

TABLE 2 | Some potential barriers to operational INSAR monitoring atolcano
observatories in an LMIC context.

1.

Volcano observatory staff are often overstretched and trefore there is a
lack of staff-time available to perform routine processing

computer systems and SAR images;

training;

unreliable internet connections;

. Lack of nancial resources to purchase suitable processig software,

. Complexity of INSAR processing methodologies requires ghi cant

. Dif culty in downloading large SAR image datasets over slv and/or

. Latency of SAR data availability following image acqutsn is a barrier to

“real-time” processing and utility during an eruptive cris;

. Alack of baseline information for volcanoes from which testablish
potential hazards and precursory signals.

ground-based geodetic instrumentation. Finally, we désctine
limitations and opportunities to improve upon our methodology.
We also discuss the challenges involved with implementing
the full four-stage processing chain (with reference to the
barriers outlined in Table 2 and highlight some potential
solutions.

THE RABAUL CALDERA AND THE
RABAUL VOLCANO OBSERVATORY

Papua New Guinea (PNG) has 56 Holocene volcanoes with at
least 20 of these historically activer¢wn et al., 2019c Over
80% of PNG's population lives within 1200 km of a volcaBodwn

et al., 2015a The highest risk volcano is the Rabaul Caldera
complex located at the north-eastern point of New Britain islan

STAGE 1:
COLLECT GEODETIC DATA

STAGE 2:
PREPARE GEODETIC DATA

STAGE 3:
MODELING PROCEDURE

STAGE 4:
DECISION MAKING

Raw GNSS
data from local

GNSS
post-processing

network sites

Precise

Daily 3D

GNSS orbits

Precise
GNSS clocks,

=
fofs

Download SAR
data from satellite
data provider

coordinate
positions

Either
or Both

Geocoded
unwrapped
interferograms

{ SAR Orbits ,‘

Digital
Elevation
Model

Standard INSAR
processing

Source
position
known?

Change
in trend?

Compare with
geodetic baseline and
other observations
(e.g. seismicity, gas

) emissions, visual etc
STEP 1: Grid Search

Assess combined
datasets against alert
level protocols

y f

y
STEP 2: Time series
inversion
y

Communicate current

activity status -

Geodetic
time series

Acquire
additional
data

FIGURE 1 | Flow chart summarizing the four stage process to incorporat geodetic (INSAR and/or GNSS) data into the operational voloa monitoring work ow.
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(Figure 2). The former capital of the East New Britain province and a deeper body directly beneath the shallow body with s to
is located within the caldera structur®i¢Kee et al., 20)7Even at 12 km depth. The shallow caldera magma body is thought to
though the capital has since moved from Rabaul (to nearbppe the main reservoir that feeds eruptions from both Tavuvur
Kokopo, outside the caldera), the port is still the primary huband Vulcan Patia et al., 20)7 Periodic magma injection into
for the province and vital for national and international tta the shallow body is thought to come from the deeper magma
operations. In addition, a population of up to 7,000 remaingiiy  reservoir, and possibly the second shallow body in the noést.e
within the caldera and the rapidly developing city of KokopoMixing of these compositionally distinct magmas could trigger
is located on pyroclastic- ows deposited during eruptionsnfro the periodic unrest and may lead to simultaneous eruption of
the caldera. Correspondingly, the Rabaul Caldera preseets tfiavuvur and Vulcan if certain physical thresholds are excéede
highest risk to surrounding populations of all volcanoes ieth (Johnson et al., 2010; Patia et al., 2017
Melanesia regiongrown et al., 2019c Following a devastating simultaneous eruption of Tavuvur
The Rabaul Caldera contains several small Holocene eruptiaad Vulcan in 1937, the RVO was established in 1940 to monitor
vents within the footprint of a large Pleistocene nested ead the caldera and provide warnings of future eruptioridcKee
complex (Nairn et al., 1995; Johnson et al., 21Present day etal., 201y. Today, RVO continues to monitor Rabaul and is also
eruptions occur from two active vents, Tavurvur and Vulcanresponsible for monitoring all PNG volcanoes. Since the Raba
located within the Rabaul Caldera compl&idgure 2). These two volcano presents the highest risk, it is also the best mordtore
small vents have erupted on average every 24-59 years durivgicano in the country. RVO operates a network of 15 seismic
the last 250 yearsl{IcKee et al., 20)7Between eruptions, the monitoring stations in and around the Rabaul caldera. System
Rabaul Caldera is known for its frequent periods of unrestewh geodetic monitoring of the caldera began in 1973, including
seismic, thermal and deformation activity is heightenedy.(e gravity, tiltmeter and levelling measuremensa(inders, 2001
McKee et al., 1994 Furthermore, an electronic distance measuring (EDM) network
Seismic analysis indicates the presence of three magmasbodigas established in 1982.chbold et al., 1988 In addition to
beneath the Rabaul Calderaiflayson et al., 2003; Itikarai, 2008; Rabaul, RVO also monitor eight other PNG volcanoes (Ulawun,
Johnson et al., 20):0a shallow body centred under the calderaManam, Lamington, Garbuna, Pago, Langila, Bagana, Karkar)
with its top at 3 km depth, a second shallow body located to thehrough the use of trained observers permanently located at
north-east outside of the caldera boundary with a similaptthe  the volcano. At ve of these volcanoes (Ulawun, Manam,

-4°09'

PAPUA NEW GUINEA

—4°12

—4°15'

-4°18'

—4°21"

152°06' 152°09' 152°12" 152°15'"  152°18'" 152°21

FIGURE 2 | Map of the Rabaul Caldera labelled with points of interest nrgioned in the text. Yellow line indicates the general topagphic rim of the nested caldera
complex. Cyan polygons outline the two zones of concentrate seismicity between 1971 and 1992 occurring above 2 km depththat Saunders (2001)used to infer
the presence of a ring fault. Locations of GNSS monitoring ations are plotted as red diamonds. The GNSS monitoring st&n “RVO” is situated at the Rabaul
Volcano Observatory (RVO) headquarters. Background image an ALOS-PALSAR radar backscatter image captured on 5th Beember 2009. Topographic contours
at 100 m elevation intervals are shown as white lines. Inset npashows the location of Rabaul within New Britain island, Paga New Guinea.
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Lamington, Garbuna, and Pago) there is a single short-periothonitoring network (levelling benchmarks, tiltmeter dtats
seismometer that the observers are trained to view and if§fent and the EDM network) were also destroyed during this eruption.
earthquake types, whilst earthquake counts are telemeter@d new network of four GNSS monitoring stations (“RVO;
directly to RVO. The other PNG volcanoes are monitored'SDA, “SPT,” and “VIS"Figure 2) was established in 1996, and
via freely available internet services for satellite-agetiglobal further upgraded to enable “real-time” monitoring in Janyar
sulphur dioxide measurements (https://so2.gsfc.nasa.govd 2000 E£ndo, 200k When this system was functioning, GNSS
near-real-time volcanic hotspot detection measurementp(ff  observations were telemetered back to RVO and processed
www.mirovaweb.it/). RVO maintains a cache of seismic an@t 10 second intervals, with the resulting positions visealis
GNSS monitoring instruments that is deployed when any of then real-time on a computer display. The GNSS network has
volcanoes within PNG show signs of unrest. now obtained nearly two decades of baseline observations of
A period of unrest occurred at the Rabaul Caldera betweesurface deformation within the Rabaul Caldera. At the présen
1983 and 1985 when elevated levels of seismicity and surfaome, RVO process the GNSS data on a daily basis using the
uplift were detected. Geodetic data gathered during thatqueri proprietary “Trimble Business Centre” software. The resgltin
was used to infer a shallow in ationary point source (1-2 kmthree-component daily solutions for each station are adaed t
depth) between Matupit and Tavuvul/icKee et al., 1984, 1989; database and changes are visualized using graphsigige 3.
Archbold et al., 1988 A single point source was not adequateThe absolute height changes recorded at Matupiiggre 3
to explain all features of the observed caldera deformatiod, correlate with the recent eruptive history at Rabaul sinceiday
McKee et al. (1984uggested a second point source immediatel2000 {able 3. Since January 2000, all eruptions have occurred
to the east of VulcanSaunders (2001lused nite element from Tavuvur, with Vulcan remaining dormant since the 1994
models to explain the seismicity pattern and deformationdead  eruption.
observed in the levelling data collected during the 1988519 InSAR was already applied to the measurement of surface
unrest period as a complex system incorporating broad in ationdeformation at the Rabaul Calder&onchin et al. (2017)
of the shallow magma body and intrusion of magma into, orconducted Persistent Scatterer INSAR analysis of asogp@iss
along shallow ring fault structures above that magma bodALOS-PALSAR data acquired between 27 February 2007 and
(Figure 2. 10 December 2010. Their results showed non-linear line of
On 19 September 1994, the unrest culminated in anothesight (LOS) displacement signals, localized to the Matupit and
simultaneous eruption of Tavurvur and Vulcaii¢Kee et al., Vulcan peninsula regions, that were interpreted as subsidence
2017). The eruption lasted several months destroying the airporindicative of the de ation of the shallow caldera magma bddg
and causing extensive damage to property and infrastructur@ ation signal during the monitored time period was desceith
through heavy ash falBlong, 200R Parts of the RVO geodetic by Ronchin et al. (2017)The mean displacement (i.e., the
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FIGURE 3 | Record of absolute height change (with respect to the WGS84 Iiipsoid) at Matupit derived from RVO's daily processing dBNSS observations at station
“SDA’ since January 2000. The red-dashed lines mark dates wére signi cant events occurred (described inTable 3).
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TABLE 3 | Record of recent Tavuvur eruptive activity since January 20 and
trends in absolute height change measured by GNSS at statiofSDA” located at

Matupit (seeFigure 3).

Time period  Trend of GNSS-derived
absolute heights at

Tavuvur activity

“gDA”

Jan 2000 to Relatively stable

16 Nov 2000

16 Nov 2000 Instantaneous drop of

to May 2001 5cm, followed by linear
rebound until May 2001

May 2001 to  Relatively stable

Mar 2005

Mar 2005 to  Non-linear uplift totalling

Oct 2006 12 cm to a maximum
height of 97 m (above
the WGS84 Ellipsoid)

6 October Instantaneous drop of

2006 32cm during eruption

Oct 2006 to Relatively stable

Jul 2007

Jul 2007 to Non-linear subsidence

Jan 2010 totalling 28cm

Jan 2010 to Non-linear uplift totalling

present 45cm

29 August Instantaneous drop of

2014 8cm

Dormant.

Height drop caused by 16 November
2000 My, 8 earthquake at nearby New
Ireland island. Increased Vulcanian
events and continuous billowing dust
in weeks after earthquake.

Dormant after July 2001 until late
2002, then intermittent Vulcanian
events until early 2004.

Intermittent Vulcanian events until late
2005, then dormant.

Major explosive eruption with an
18 km high ash plume.

Continuous eruptions occurring.
Crater showing regular
incandescence, with dynamic
movement of high temperature vents
(process of enlarging, collapsing, and
reappearing in different places).

Continuous eruptions occurring.
Crater showing regular
incandescence, with dynamic
movement of high temperature vents
(process of enlarging, collapsing, and
reappearing in different places).

Cessation of continuous eruptions.
The uplift was instead punctuated by
intermittent eruptions occurring on 24
July 2010 and 29 August 2011.
During this period (until the 2014
eruption) slow small-scale dome
growth occurred inside the crater with
minor sub-continuous Vulcanian ash
emission from the dome perimeter
(often not observable from outside the
crater) and occasional larger dome
disruption events.

Major eruption, with lava fountains
and signi cant ash emissions
observed. The ash plume again
reached a height of 18 km.

it is unlikely to be a useful approach for operational volcano
monitoring in PNG due to the complexity and computational
expense of the modelling approach.

GEODETIC DATA

In this section we give an overview of the GNSS and INSAR data
and the processing methodologies we used in our Rabaul Caldera
case study. These steps constitute the procedures depicted as
Stage 1 and Stage 2 in the overall processing work ow in
Figure 1

GNSS

Processing Method

We have used continuous GNSS data collected by RVO on the
four-station Rabaul Caldera network (stations “RVO,” “SDA
“SPT, and “VIS” labelled irFigure 2). Note that here we only
used observations of the Global Positioning System (GPS; the
American GNSS system). Analysis of the GNSS observations
was undertaken using the Bernese scienti ¢ software I5&(1

et al., 201p The processing strategy made use of parameters
and model options that have been tested and approved for
high precision GNSS data processing, as de ned bylEeS
Conventions (2010) International GNSS Service (IGS) nal
precise GNSS satellite orbits and Earth rotation parameters we
used in the processing of the daily GNSS observations. Aiprior
dry tropospheric delays computed from a Standard Atmosphere
were mapped with the Dry Global Mapping FunctioBdhm
etal., 200§ For the wet component, continuous piecewise linear
troposphere parameters were estimated in 1 h intervals without
any a-priori model using the wet Vienna Mapping Function
and the ionosphere-free combination observations. To tie th
solutions to the ITRF2008 reference framelt@émimi et al.,
201), the GNSS data was processed along with the available data
from 19 IGS sites located around the study region. As a result
of this processing, a coordinate (X, Y, and Z) with respect to
ITRF2008 was produced for every epoch (day) whegh of
dual frequency (L1 and L2) GNSS observations were loggbe at t
stations. Unfortunately, L2 observations are missing fershes
“SDA;" “SPT,” and “VIS” after 2015 and so no daily coordinate
could be resolved for the post-2015 time period. Uncertainties
for the coordinate output at each epoch were calculated as the
standard deviation of observations of each component [(see
etal., 2015p.197). The uncertainty at each epoch was calculated
independently (without temporal correlation) and defornii
signals were not excluded from the calculation.

velocity) for each INSAR observation was used to constrain a For this study we only used GNSS observations for the
nite element model consisting of an array of small nite psese time period overlapping with the InSAR observations.
sources within a heterogeneous physical domain. Within thi€pochs where the Bernese-reported standard deviation of
construct, the INSAR data constrained the shape of a largene of the three components was0.1m were removed
broadly cuboidal magmatic source between 3 and 4.5km deptfrom the dataset. This resulted in 2,792 daily solutions
A total magma volume of 1 10° m3 was drained from this across the four GNSS stations and 8,376 total observations
body during Tavuvur eruptions during the observation periodacross the three displacement components. We de-trended
(Ronchin et al., 201)7Despite the ability of this method to de ne the GNSS data to remove the constant-velocity plate
a complex geometry for the shallow caldera magma body withitectonic signal by tting a linear model to the three-

a heterogeneous domain consisting of realistic earth prageert components of data from “RVO” Supplementary Figure 2

Frontiers in Earth Science | www.frontiersin.org 7 January 2019 | Volume 6 | Article 240


https://www.frontiersin.org/journals/earth-science
https://www.frontiersin.org
https://www.frontiersin.org/journals/earth-science#articles

Garthwaite et al. Simpli ed Operational INSAR Volcano Monitoring

and subtracting these trends from data at all fourstation, although we suspectan aging antennaand growtteestr
stations. in the near- eld of the station.

Processing Results INSAR

The processed GNSS observations from the four RabaBRrocessing Method

stations that we used in our modelling procedure areWe conducted an independent INSAR analysis for the Rabaul
shown in Supplementary Figure 3 In Figure 4, the three- Caldera of the same ascending-pass ALOS-PALSAR Fine-beam
component GNSS observations have been converted intoband data used byRonchin et al. (2017¥or the slightly

the INSAR LOS viewing geometry to enable a direckxtended period of 27 February 2007 to 10 March 2011 (21 images
comparison with the InSAR data. Between 2009 and early total). The temporal coverage of the ALOS-PALSAR data
2011, GNSS data is generally available from all four ststionused is highlighted inFigure 3. We generated interferograms
though prior to 2008 only GNSS data from “RVO” and using a standard dierential interferometric SAR processing
“VIS” is available. Stations “SDA; “SPT, and “VIS" showwork ow (e.g.,Rosen et al., 20Qimplemented using the Gamma
variations in all three components of displacement at thesoftware (Vegmuller and Werner, 1997 We processed the
level of 10 cm whereas, station “RVO” is stable during th&implest possible network of interferograms that connect all
observed time period. This implies that surface deformatiorthe epochs $upplementary Table 2 This “daisy-chain” of 20
imparted by the magma source or other shallow featuremterferograms connects the epochs using the shortest pessibl
is concentrated in the central region of the Rabaul Caldergemporal connections. Interferograms were calculated bytimu
close to the three GNSS stations and does not permealgoking the data (i.e., the process of averaging and deangati
as far north as station “RVO.” This observation enableslata)in windows of 8 pixels in the range direction and 16 pixels
constraints to be made on the maximum size of the magma

source.

Table 4summarizes the uncertainties, quanti ed as the mean
standard deviation, for the GNSS observations processed 4BLE 4 | Average uncertainties (computed as the mean standard devi@ns) of
Bernese. The uncertainty of data from “VIS” is greater thibess CGNSS daily solutions used between 26/2/2007 and 10/3/2011 as rejrted by
“SDA’ and “SPT.” As a result, “VIS” will have less in uence onBermese software.
the modelling procedure due to the relative down-weightirig 0 station Number of E [mm] N [mm] U [mm]
these observations. The standard deviation of the daily &NS observations
solutions depends on several factors, including the quafithe

GNSS equipment used, temporal coverage of observations, aRtf 1,098 508 4.88 2026
site environmental factors (such as those leading to muipa SPA 808 4.06 .95 15.66
Given that there are multiple contributing factors it is harol ~ SPT 434 3.64 3.56 13.40
identify what has caused the noisier GNSS solutions fortg™ VIS 452 545 512 22.84

0.1r
'€ 0.05F
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e 0Or
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ko]
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FIGURE 4 | Comparison of cumulative LOS displacements derived from GSIS and INSAR data at the locations of the four GNSS stations viiin the Rabaul Caldera
(Figure 2). Three component GNSS data have been converted into the INSALOS viewing geometry using the unit vector [0.61, 0.13, and 0.78]. The three
components of the GNSS data are shown inFigure 9. The plotted INSAR data correspond to the down-sampled obserations extracted from the sampling grid node
closest to each GNSS station.
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in the azimuth direction, which helps to improve interferomiet  negative LOS displacement trend (i.e., movement away from the
phase coherence throughout the dataset and the performan&AR satellite) changes to a positive trend in late 2009 at beth th
of unwrapping. The topographic phase signal was estimatddcalities of “SDA’ and “VIS.” O sets in the LOS displacement
and removed from interferograms using a 1l-arc-second SRTMme series of INSAR and GNSS between 2009 and 2011 at
digital elevation model. We ltered the interferograms it both these stations appears to be attributable to a particularl
a non-linear lter exponent of 0.5 Goldstein and Werner, noisy INSAR observation in late 2008 (interferogram #7; see
1999 before unwrapping using a minimum cost ow algorithm Supplementary Figure L
(Costantini, 1998 A large part of the Rabaul Caldera is The ALOS-PALSAR interferograms reveal complex surface
submerged beneath watdrigure 2). We subsequently masked deformation signals at the Rabaul Caldera that include the
unwrapped interferogram pixels that are located over water (asumulative e ects of several dierent deformation sources
de ned by the digital elevation model) and any other pixelresulting in signals of dierent magnitude and spatial
with a coherence below a threshold of 0.4, prior to geocodingscale Figure 5. The interferograms are also over-printed
We estimated and removed planar ramps from the geocodedith spatially correlated atmospheric noise that obscure the
interferograms that approximate the phase pattern introducgd bdeformation signal in many cases. For example, in interfexogr
errors in the orbit state vector8(ggs et al., 200)7/Interferograms  #9 (Figure 5 a dominant signal is seen at, and to the east
are a ected by noise caused by spatial and temporal variabilitgf Tavuvur. It is not clear whether this signal is caused by
of the atmosphere which can hide the volcano deformatiorvolcano deformation, atmospheric artefact, or potentiallyreve
signal in some caseBdrker et al., 20)5It is common to apply a volcanic gas plume emanating from Tavuvur at the time of
spatio-temporal lters to interferogram datasets to mitigghese one of the SAR image captures. The broadest deformation
atmospheric artefact®grardino et al., 2002though we have not  signature, assumed to be caused by in ation and de ationhia t
applied these lters in order to simplify the INSAR processingshallow caldera magma body, is observed on the land masses of
work ow. Finally, a reference phase was subtracted from eadMatupit and Vulcan. The subsidence signal at these locati®ns
interferogram. The reference phase was computed as the medieon rmed by the time-series analysis of the same SAR dataset
value within a 500 m square sample window centred on th@erformed by Ronchin et al. (2017)It is these broad-scale
position of the “RVO” GNSS station. This position was chosen fosignals that pervade through time that we primarily seek to
the reference because GNSS data shows that the “RVO” sigtiorconstrain through our model inversion. Localized deforinat
relatively stableRigure 4). signatures are also present in individual interferogranmuad
Each processed geocoded interferogram is an imagdhe active vent of Tavuvur (to the east of Matupit) and at the
containing 522,720 independent pixel observatioRgyfre 5. site of the former Rabaul airport (to the north of Matupit).
Due to the spatial correlation of deformation signals inFor example, interferogram #1&iure 5 captures 92 days of
the interferogram, it is common practice to down-samplepre-eruptive deformation immediately prior to the 24 July 2010
interferograms to remove redundant information and reduceTavuvur eruption Table 3, and shows broad uplift at Vulcan
the number of observations that will constrain the inversio and Matupit and a highly localized subsidence signal on the
procedure (e.gJonsson et al., 2002; Simons et al., 20B@r this  northern ank of Tavuvur. These broad uplift signatures are
study we applied a simple down-sampling strategy to reduckkely caused by the in ux of magma into the shallow magma
the number of observations by three orders of magnitudebody and the localized subsidence is possibly related teassd
We de ned a grid with nodes spaced every 500m in X andracturing during initiation of a conduit beneath Tavuvurhese
Y dimensions within a circular zone of 7km radius centredsignals may also be associated with reactivation of thefanty
on the Rabaul Caldera at 1521.14&, 4 15.276S. Outside structure hypothesized byaunders (2001)
the zone we de ned a coarser grid with nodes spaced every The daisy-chain approach we used to generate interferograms
2,500m in X and Y dimensions. We computed the down-resulted in one interferogram having a very large temporal an
sampled observations as the mean phase within sample windowsgatial baseline (see interferogram Stipplementary Table 2
centred on the grid node with dimensions equal to the gridThe knock-on e ect is that this interferogram has relatively
spacing. If>50% of the phase values had been previouslgoor coherence, which has resulted in a potential unwrapping
masked (either due to being in the sea or below the coherenagror in the location of the former Rabaul airport (see
threshold), then no value was assigned for that node. Usin§upplementary Figure L An unwrapping error, where the
this down-sampling strategy, we reduced the total numbesummation of » radian phase cycles is incorrectly resolved
of INSAR observations to 6,831 (between 250 and 352 pepatially, will have implications for the absolute magnitude o

interferogram). modelled source volume change over that time. Long spatial
and temporal baselines are generally required to connect&LO
Processing Results PALSAR epochs across 2008 because a satellite manoeuvre

In Figure 4 we directly compare time series of down-sampledvas conducted in June 2008 to correct the inclination of
INSAR observations with co-located GNSS observations froite satellite's orbit $himada et al., 20).0 Most modern

the four stations in the Rabaul Caldera. Despite the nois8AR systems (e.g., Sentinel-1, COSMO-SkyMed, ALOS-2) have
in the INSAR time series (attributable to spatially corretht much stricter orbital control which should remove the need
atmospheric artefacts), there is generally a good agreementto rely on interferograms with very long baselines in the
the trends of both independent geodetic datasets. In padical future.
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Interferogram Down-sampled Observations
#9 20090117-20090304
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FIGURE 5 | Examples of unwrapped geocoded ALOS-PALSAR interferogramand the corresponding down-sampled INSAR observations usg for modelling.
Interferogram #9 corresponds to the time of caldera subsidece (negative signal), whilst interferogram #16 corresporstto the time of caldera uplift (positive signal).
Both interferograms contain large spatially-correlatedignals not directly related to the deformation of the shalle magma body. Red labelled diamonds indicate the
location of the four GNSS stations. All 20 interferograms ahdown-sampled INSAR observations are shown irSupplementary Figure 1 . Black dashed line indicates
the general topographic rim of the nested caldera complex ath the black polygons outline the two zones of concentrated sesmicity (Figure 2). The red-outlined
square encloses the areas where deformation signals attritied to the shallow caldera magma body are seen.

JOINT MODELLING PROCEDURE Step 1—Grid Search tting the observed geodetic data to a
. ' ' ' _ o ' suite of forward model predictions, where the location of each
In this section we describe the lightweight joint modelling  forward model is varied within a de ned three dimensional

approach that we propose as a simple methodology for a grid. The aim is to determine the source location that best t
volcano observatory to process and interpret INSAR and/or the geodetic data.

GNSS displacement data in terms of the in ation or de ation of Step 2—Time Series |nversi0nSo|Vmg for a time series of

a magmatic source. This constitutes the procedure refewetst  yolume change for a source at the best- t location derived

“Stage 3" in the overall processing work ow depictedrigure 1 from the previous step. The aim is to track changes in volume
of the magmatic source.

Method The grid search is an important rst step used to x the source
We have applied the lightweight method devisediygs et al. location based on a static geodetic dataset. The time series
(2010) to jointly invert the INSAR and GNSS data from the inversion step can then be applied in a continuous fashion over
Rabaul Caldera. This method has previously been applied tome as additional geodetic observations are collateda§iooal
Okmok volcano in AlaskaKiggs et al., 20)0and Santorini  re-run of the (relatively time consuming) grid search can lsed
caldera in GreeceP@arks et al., 20)5The proposed method as a check that the source location remains stable basedeon th
involves two steps: most up-to-date and complete geodetic datasets.
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To compute forward model predictions of surfaceThe solution error matrix x is obtained by computing the
displacement we have used the simple “Mogi” modepseudo-inverse of the quantityG] 1G] via Singular Value
(Mogi, 1958, which describes the three dimensional surfacddecomposition, with singular values below a threshold being
displacements arising from a volume charig€ at a singularity truncated. Following experimentation, we applied a threshdld o
at depth within a homogeneous elastic half-space (&ggall, 1e ! for all inversions. The weight matrix ! is the inverse of

201Q p. 207): the variance-covariance matrix (VCM). For a three-component
_ GNSS observation at one epoch the VCM takes the form:
31V d
uD == —D 1V 1) 220 0°
d X
D40 2 05 7

_ o 2

whereu' D [u},uy,uy] are displacement components at an 00 ;

observation pointi on the free surface that is a distance ofThe diagonal is populated with the variances of individual

i i A ; ; P ;
d D [dy,dy,d;] from the location of the singularity in three INSAR and/or GNSS observations and the o -diagonals are.zero

dimensional Cartesian space of dimensieng andz. The Mogi N[eglecting data covariance can lead to poorer resolution of

_model Is used t_o approximate a“sphencal magana source, b%lne determined model parameterSi{dhaus and Jonsson, 2009
is perhaps best interpreted as a “centre-of-mass” of the magmj

- . . owever, by neglecting covariance the computational cosief t
body. The inversion procedure aims to solve the system q L . -
. ) Inversion is reduced since a Cholesky decomposition of thsVC
equations that take the form:

is not required.
) As mentioned previously, INSAR data contain spatially
correlated noise arising from the dierent atmospheric

where b is a vector containing the GNSS and/or InSARconditions present at the two image acquisition times. It is
observationsG is the design matrix containing the geometric _deswa_ble to do(\;vn-we_ll%ht noister In?/;\rl]? ott)]servatmins n 'if;]e
components of the forward model equations (1) with rows equahnver('jsmn procel_ure. . ; variance Od etﬂ ase 'Vituis Wi 'E
to the number of observations and columns equal to the numbe‘he own-sampiing WIndows 1S used as the weight for eac
of observation epochs, and contains the volume change to be .down-.sampled. INSAR 'observanon. Low phase variance rgsults
solved at each observation epoch. In the case of INSAR, thy-daim a higher weight. Daily three-component GNSS observations
chain network gives incremental LOS displacement obsemstio

are assigned a weight based on the uncertainties reported by
between the two image capture epochs. This is a special case

6?% Bernese software (summarized Table 4. The relative
“Small Baseline Subset’ networke{rardino et al., 2002where weighting of the INSAR and GNSS datasets has a signi cant
for four image epochs (2) would be:

impact on the overall outcome of a joint inversion. The datase
that has more weight (less uncertainty) has greater in wenc

GmD b

2| 0 0 3 21\/ 3 2Vi 3 on the nal solution. Uncertainties produced by the Bernese
40 | 05 41\/1’;5 4 1'25 GNSS processing are known to be optimistico(ba, 201p
23 D4Vy g 3) , o
£ To counteract this, we up-scaled the standard deviationsfor
0 01 1V34 \/'3’4

GNSS observations by a factor of 5 (i.e., variance by a factor
of 25). This resulted in more equal weights for the INSAR and
GNSS observationS(pplementary Figure 3.

During the grid search (Step 1), the inversion procedure is
rated over a nite grid of points in X, Y, and Z dimensions to

whereV' is a displacement at poiritalong the 1-dimensional
LOS viewing geometry described by the unit ve¢tdr [Iy, ly, I].
In the case of GNSS, we use the cumulative displacement Wi%

respect to the rst observed epoch; for four daily epochs (2 etermine the forward model that minimizes the L2-norm oéth

would be: 392 3 2 3 residuals. We used the weighted Root Mean Square (WRMS) as
00 1Vi, ul, the L2-norm, calculated as:
4 0541Vy D4U P ey y |
1v !
34 e WRMSD g ®)

The problem is overdetermined, since there are (in most
situations) more observations than unknowns. A unique sohu

to this problem does not exist, but an approximate solution ca
be obtained via a weighted least squares solution of themsyst qD l(Gm b (9)
(Menke, 198%

r\]Nhereq is a vector of weighted residuals

Step 1 of the modelling procedure is concluded by visualizing

mD[GT ¢ ‘&7 b (5)  the grid of WRMS values at each depth and the depth pro le of
the minimum of each grid Figure 6). The source location in X,
and the solution error is given by: Y, and Z is chosen where the WRMS is minimised. This is the
location where the single Mogi model best ts the input geodetic
«D[GT G ! (6) datasets. In Step 2, we x the Mogi source to this best tting

Frontiers in Earth Science | www.frontiersin.org 11 January 2019 | Volume 6 | Article 240


https://www.frontiersin.org/journals/earth-science
https://www.frontiersin.org
https://www.frontiersin.org/journals/earth-science#articles

Garthwaite et al.

Simpli ed Operational INSAR Volcano Monitoring

location and run a single inversion of the geodetic data tweso for the joint inversion on a fairly modest desktop PC (equipped
for the time series of volume change of the source.

Modelling Results
Step 1—Grid Search

We undertook a grid search across a rectangular region wit
dimensions of 10 x 9 km within the Rabaul CaldeFigure 6).

with Intel Core i5-3470 CPU @ 3.2 GHz and 8 Gb of RAM). The
grid sampling intervals can be varied to either prioritise samgpli
density or decrease run time. Here we performed the grid $earc
over quite an expansive region, but this would not always be the
ase if there is con dence in the location of the magmaticreeu
orrespondingly, the grid search run time is customizable and
could be much less for other volcanoes or during operational

Iterations were performed at 500 m intervals in X and Y, and. ;<

500m intervals in depth from 500 to 8,000m. This resulted The results of the grid search are showrFigure 6 The most

in a total of 5,985 iterations. The time taken to perform eachikely source positions (indicated by the minimum wRMS) are
iteration is dominated by the assembly of the design matrixguite di erent for independent INSAR and GNSS inversions. The
Run time therefore scales with the number of observationseto bGNSS inversionHKigure 6A) favours a source situated between
inverted. Correspondingly, a joint inversion iteration t&sthe Matupit and Tavuvur, southeast of station “SDA’ and west of
longest (roughly 4.1s), followed by the GNSS-only and InSARstation “SPT,” at a depth of about 2 km. This broadly agreek wit

only inversions (roughly 2.1s and 0.7 s, respectively). Ttines,
total time for the grid search procedure was 24,538 6.8 h)

the source position inferred from geodetic data collectedrdy
the 1983-1985 unrest periotfitKee et al., 1984, 1989; Archbold
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FIGURE 6 | Plots of WRMS resulting from grid searches (Step 1) for the ts¢ source location for:(A) GNSS-only, (B) INSAR-only,(C) Joint inversion. White outlined
square highlights the overall best tting source for each inersion. (D) Plot of the depth variation of the minimum wRMS for each inveion. Circles highlight the overall
best t source for each inversion. Animations cycling throu depth slices for each grid search are given in th&upplementary Material . Black dashed line indicates
the general topographic rim of the nested caldera complex ash the black polygons outline the two zones of concentrated sesmicity (described inFigure 2). Red
outlined diamonds indicate the location of the four GNSS st#ons.
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et al., 1988 The wRMS depth variation for the INSAR inversion the best location indicated by the joint inversion grid sgar
(Figure 6D) reveals two source depths where the data are almogtll three components of model displacement t within the
equally well t. The actual minimum wRMS occurs for a source atuncertainty of the GNSS data at “RVO” and “VIS.” At “SDA;
a depth of 6.5 kmKigure 6B) situated southwest of station “SDA’ the two horizontal components are similarly well t, but the
and northeast of station “VIS.” The second source locatwith ~ model under-predicts the gradients of subsidence and uplift.
only a marginally larger wRMS, is at a depth of 1.5km with &Conversely, at “SPT” the vertical displacement is t withireth
position further south of “SPT” (seBupplementary Figure »  data uncertainty, but the horizontal components are less well
This bimodal distribution of WRMS with depth suggests that theThe fact that the prediction for the best tting source loaati
INSAR data cannot uniquely constrain a Mogi source in onecannot satisfy all the GNSS observations indicates thatgesi
single location, and a model with additional complexity, pbssi Mogi model is too simplistic to fully explain the deformation
two or more sources, is required to better t the signals ireth occurring at the Rabaul Caldera.

INSAR data. The joint inversionHgure 6C) favours a source Figure 10 shows two examples of the down-sampled
closest to the shallow INSAR solution at 1.5 km depth. We seletnSAR observations, the corresponding surface displacement
this source location with the minimum wRMS from the joint predictions for the Mogi source, and di erences between the
inversion for use in the time series inversion (Step 2). Altgh  two (i.e., the residuals) for the joint inversion (equivaelata
this source location does not provide the best t to GNSS andor all interferograms are shown iSupplementary Figure L
INSAR data taken in isolation, it is the best compromise wherGenerally across all 20 interferograms, the residuals einéwi—
both datasets are used to constrain the inversion. This@®ur 2 cm on the Vulcan peninsula and at Matupit (e.g., interferogra
is located at 15211.95&, 4 15.8165, and a depth of 1.5km. #16;Figure 10, though there are exceptions to this. For instance,
Animations of the wRMS for the full 3D grid searches arein interferogram #9 Figure 10, subsidence at Matupit is

available in thé&Supplementary Material over-predicted but subsidence at Vulcan is under-predicfes.
discussed in the INSAR Processing Results section, the INSAR
Step 2—Time Series Inversion data reveal the complex superposition of various localized

Figure 7 shows the time series of volume change derived fronand more broad-scale deformation features within the Rabau
INSAR and GNSS independently and the joint inversion of thes€aldera. The superimposed localized signals act as a source of
datasets for the source location identi ed in Step 1. Geliyra noise to the inversion modelled with a single Mogi source e t
the three time series show the same trends of de ation foltbwe case of complex volcanic systems, such as the Rabaul Caldera,
by in ation. The joint inversion indicates a total volumeds decomposition of the INSAR deformation patterns (for instanc
(de ation)of 1 10" m®occurring between February 2008 and using independent component analysigmeier, 201)6prior to
November 2009, and a subsequent total volume gain (in gtionmodelling could improve the constraint of INSAR signals on the
of 2.5 10° m® until February 2011 when our observations single Mogi source that we implement to model the behaviour
cease. There is discrepancy in the total volume change ezbolvof the shallow caldera magma body. Ultimately though, a singl
by INSAR and GNSS data for this source location, which is to bilogi source does not explain all the complexities revealedén th
expected given that this source location is a compromise letwe INSAR observations of the Rabaul Caldera.
the two datasets. Nevertheless, all three time seriesveetod
timing of changes in trend in February 2008 and November 2009

The question is, what could be resolved if only the INSAR dat®|SCUSSION
was available to monitor the Rabaul Caldera? With only INSAR . .
data to constrain the grid search we would determine that thd€formation Analysis of the Rabaul
best source location is at 1520.878, 4 15.00%, and a depth Caldera
of 6.5km Figure 6B). In Figure 8 we show the volume change Ronchin et al. (2017present evidence that the ALOS-PALSAR
time series derived from an InSAR-only inversion with the Mog data is imaging the “broad and long-term subsidence of Rhbau
source at the best position from the joint grid search, andiiest ~ Caldera’ that manifests as signals visible at Vulcan anduplat
position from the INSAR-only grid search. There is a di eremce A key point of di erence is that we resolve a period of subsidence
the absolute volume of de ation until November 2009, witleth followed by a change to uplift in November 2009, whereas
joint inversion resolving 40% of the absolute de ation resolved Ronchin et al. (2017interpret the INSAR data only in terms
by the INSAR-only inversion (3.5 10’ m3). However, the exact of subsidence. Our INSAR observations are corroboratechby t
timing of changes in trends can be seen in the time series @NSS observationsFigure 4), but in comparison are much
both inversions (i.e., the start of de ation after Febru&908, noisier than the analysis dtonchin et al. (2017)The primary
and the change from de ation to in ation at November 2009). reason for this is thatRonchin et al. (2017used the more
Therefore, the INSAR-only time series inversion is ableepbive  sophisticated Persistent Scatterer analysis method to gsoce
the changes in trend that are required to make decisions at ththe same ALOS-PALSAR data set. This approach implements
volcano observatory despite not being able to unambiguousiters that are used to mitigate spatially correlated atmospheri

resolve absolute volume changes. artefacts but leave temporally correlated deformation dgyridne
end result of the Persistent Scatterer analysis is a conmpelsat
Residuals smoother time series with suppressed noise. However, Pettsisten

Figure 9 shows the GNSS data at the four Rabaul stations an8catterer analysis requires signi cant user knowledge and
predicted surface displacement time series for a Mogi source akperience, and is time consuming to perform. It is therefore no
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FIGURE 7 | Time series inversion of the best source location determirefrom the joint inversion grid search. Cumulative volume @nge is plotted based on three
inversions constrained by GNSS data only, INSAR data only arttie joint inversion of GNSS and INSAR data. Uncertainties @igma) are plotted as shaded error
envelopes for the GNSS and joint inversions, and as error bafor the INSAR inversion.

a practical solution to INSAR uptake at a volcano observatory Our grid searches constrained independently by the INSAR
during an eruptive crisis. In contrast, our proposed modellingand GNSS observations have resulted in dierent best t
procedure requires less domain expertise and experience, \sgurce locationsKigure 6). This discrepancy could be related
can yield timely information on volcano deformation thatrca to a number of factors: the location and density of geodetic
be interpreted directly at the volcano observatory. The feitu observations; the wavelength of the deformation signaé th
addition of spatio-temporal Itering to our modelling procedar geometry of the source; the directional sensitivity of the
could improve the overall results for inversions involvimIAR  INSAR and GNSS measurements; and the presence of several
data. deformation sources. For example, if GNSS stations are sparsel
Ronchin et al. (2017were able to resolve a complicateddistributed with poor azimuthal coverage with respect to the
magma body geometry using a nite element model constrainedieformation source then they will not be able to successfull
by average subsidence rates (i.e., velocities) derived their  determine the location of the source. Furthermore, if GNSS
Persistent Scatterer analysis. They estimated a totalmedlu observations from di erent stations in a sparse network have
withdrawal of 1.2 10 m3 over the February 2007 to Decemberdi erent data quality then the ability to accurately deterrain
2010time period from depths between 2.5 and 4.5 km beneath tlibe source location could be compromised. In our case, data
Rabaul Caldera. Although the accuracy of their volume estgm from the “VIS” station has a larger uncertainty than the athe
is unknown, itis an order of magnitude greaterthanth& 10’  three stations Table 4, and therefore has less in uence on the
m?3 we estimate from our jointinversiorFgure 7). Furthermore, modelling procedure.
the accuracy of our absolute volume change cannot be validat INSAR observations have improved spatial resolution and
because it is highly dependent on the shape of the sourceoverage compared to most GNSS networks and are therefore
Nevertheless, the appeal of our simpli ed modelling techniquaisually more successful in determining the source location
in the context of operational volcano monitoring is its atyilto  However, an additional complicating factor at Rabaul is et
record changes in trends (either changes in rate, the tiotie  vast majority of the caldera oor is submerged beneath water
or cessation of displacement, or the change from in ation tomaking it impossible to resolve the full surface deformatiehd
de ation). with INSAR. This has possibly led to a more poorly constrained
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FIGURE 8 | Time series inversion constrained by INSAR data for two souedocations: the best location determined via joint inversi (red) and the best location
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INSAR inversion in this case compared to when the same methazD 15 is considerably more complex than the spherical geometry
has been applied to other volcanoes (e.g., Oknibgps et al., of the Mogi model. However, for the purpose of tracking changes
2010 where a complete spatial view of the surface deformatiom volcanic behaviour during a crisis, the use of a simple saurc
eld is possible. INSAR is sensitive to vertical and eastgeometry and crustal structure is advantageous considering
west oriented displacements but not north-south displacementthe limited time available for interpretation. During the 29—
because of the 1-dimensional looking geometry. GNSS on tl2015 Bardarbunga eruption in Iceland our technique was used
other hand typically provides equally accurate North-Soutd a to rapidly produce a time-series of volume change that was

East-West displacements. For these reasons it is benecciedet

interpreted in terms of the pressure change acting on the walls

a combination of both INSAR and GNSS for volcano deformatiorof the magma body as a result of magma out ol(mont et al.,

monitoring wherever feasible.

Limitations of the Modelling Procedure

2019. Assuming a spherical source will only provide an estimate
of the “true” volume change, however this is inconsequéntia
since we are primarily concerned with the overall trend and

We have applied our modelling procedure using the simple Mogghanges in trend for tracking magma movements.

analytical model, which is still widely used 60 years after i
was rst used in volcano modelling (e.gdamlyn et al., 2018;
Kobayashi et al., 2018; Temtime et al., 20The Mogi model's
success can be attributed to its relative simplicity (withydour
parameters: X, Y, Z position and volume change) and its aldity
reproduce the rst-order surface displacement features edny

a variety of subsurface deformation phenomena. The linotei

It is straightforward to implement other analytical source
models within the presented modelling framework that can
explain di erent source types [e.g., horizontal sills or veati
dykes modelled as elastic dislocatioridkéda, 198f prolate
ellipsoids {fang et al., 1998 or horizontally-aligned circular
cracks Fialko et al., 200]. Furthermore, compound dislocation
models (\ikkhoo et al., 201)could be implemented to represent

of the Mogi model include the simpli ed spherical geometry any of these di erent source types. Generally these alter@ativ
and the fact that the real crustal structure is not homogerseo analytical models have a greater number of parameters than
especially at a complex caldera structure. A caldera forms aghe Mogi model, which could impact on the computational
result of the collapse of the magma body roof, and the resgiltincost of our modelling procedure. Adding complexity to models
complex plumbing system (typically combining dykes, inclinednvariably involves adding more parameters, but can result i
sheets and sills in addition to the shallow magma botdigaldi,  better overall ts to input datasets and more realistic s@irc

Frontiers in Earth Science | www.frontiersin.org 15 January 2019 | Volume 6 | Article 240


https://www.frontiersin.org/journals/earth-science
https://www.frontiersin.org
https://www.frontiersin.org/journals/earth-science#articles

Garthwaite et al. Simpli ed Operational INSAR Volcano Monitoring

RVO SDA
0.05r 0.05r
E E 1
g O ﬁ e %iﬁi 5 of Wi i
© kel
w w
-0.05 g -0.05 . . .
2007 2008 2009 2010 2011 2012 2007 2008 2009 2010 2011 2012
0.051 L
E % B ul
5 ol s s aj
° T -0.04
z z L
-0.05 : ’ : ;
2007 2008 2009 010 2011 2012 2007 2008 2009 010 01 1 2012
0.1
£ E Oof
5 ol ﬁ T
kel kel
2 = ;
-0.1 | -0.2 L )
2007 2008 2009 2010 2011 2012 2007 2008 2009 2010 2011 2012
SPT VIS
ot 02r
£ % ¥ 5.01 L 4 AT,
&-005F f=3 é ’ 3% E
©
W ‘% o op = =
01 . ) . . I . )
2007 2008 2009 2010 2011 2012 2007 2008 2009 2010 2011 2012
0.05
E . E o1p e— 5
7 or ?? J B 005f & o
o o L
z > or= 4
0.05 . . I . ) 005 . . . . )
2007 2008 2009 2010 2011 2012 2007 2008 2009 2010 2011 2012
E of ﬁ i E 0 % % i
= = -0.05
Q Q
. W
= -01 L L 1 1 1 = -015 L 1 1 1 1 ]
2007 2008 2009 2010 2011 2012 2007 2008 2009 2010 2011 2012
Date [yr] Date [yr]
FIGURE 9 | GNSS data and model predictions determined by the joint inwsion time series (Step 2). Blue points with error bars shovhe GNSS observations and red
line shows the model prediction of a single Mogi source at théocation with minimum wRMS identi ed by the joint grid search(Step 1).

geometries (e.gRonchin et al., 200)7However, this complexity cases as magma moves through the volcano plumbing system at
is not necessarily desirable in an operational context be&edu di erent depth levels and between di erent plumbing elements.
complicates the process for the volcano observatory sta aag m Therefore, there is scope to improve the presented method by
result in slower computational run times. Using simple ana&lgti inverting for both source location and volume change at each
models (such as the Mogi model) has the advantage that they capoch. This would enable the volcano observatory to inferrwhe
be run quickly (e.g., in a matter of seconds for the Mogi modemagma is migrating to shallower levels.
once the source location has been constrained) in neartneal
on a modest desktop or laptop computer. This is bene cial folNSAR vs. GNSS for Operational Monitoring
volcano observatory sta who have little time to re ne the el Wherever feasible, a combination of GNSS and InSAR data
to better t the data during volcanic crises. When new gedcdlet will give the best temporal and spatial constraints on volcano
data is received at the observatory, our modelling procedurdeformation. INSAR observations are useful for supplementing
can be quickly used by the sta to determine whether thethe GNSS data stream, especially if SAR data from ascending-
magma withdrawal rate is increasing (potential for addiabn pass and descending-pass viewing geometries is available. In
eruptive hazards), is fairly steady, or even declining. Tiged  this situation, it is possible to derive vertical and East-Wes
information can then be used directly in the decision-makin oriented volcano deformation signals from INSAR data alone
process (Stage 4). and further improve constraints on the geometry and location
Our modelling procedure inherently assumes that theof the magma source (e.dviorishita et al., 2016; Peltier et al.,
deformation source does not move throughout the observed017; Pepe et al., 2018 or our Rabaul Caldera case study,
time period, which simpli es the implementation of the two-gte  we have used INSAR data with a single ascending-pass LOS
process. However, this assumption is unlikely to be valid istno geometry. With only one InSAR viewing geometry it is not
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FIGURE 10 | Examples of INSAR down-sampled observations, model prediains, and residuals from the joint time series inversion (&b 2). Interferogram #9
corresponds to the time of caldera subsidence (negative sital), whilst interferogram #16 corresponds to the time of daera uplift (positive signal). Both interferogramsg
contain large spatially-correlated signals not directlyetated to the deformation of the shallow magma body. Red stashows the location of the best tting Mogi source
determined from the joint inversion grid search. Red labell diamonds indicate the location of the four GNSS stationsCorresponding data for all 20 interferograms
are shown inSupplementary Figure 1 . Black dashed line indicates the general topographic rim ahe nested caldera complex and the black polygons outline ta
two zones of concentrated seismicity (described irfFigure 2).

possible to unambiguously decompose vertical and horizontdbr images to be acquired after 1, 4, and 8 days have elapsed aft
displacements (e.d-phrmann and Garthwaite, submitted; Parksthe rst satellite overpass. In the case of the European Sdfitine
et al., 2013 However, for those volcanoes where no geodeticonstellation, the two identical satellites have a 12 daigitevith
monitoring is being done, even INSAR analysis with a singlan orbital phasing di erence of 180 degrees, meaning thatlesgu
viewing geometry is advantageous because it can provideage capture opportunities exist every 6 days.
deformation observations with high spatial resolution, uethg In isolation, the existing baseline of GNSS measurements
the need for observatory sta to visit the volcano to deploycould be used to reference physical thresholds of the Rabaul
ground instrumentation. These INSAR constraints can even bvolcanic system to absolute heights of GNSS monitoringostat
used to select suitable sites for new GNSS station insteitat For instance, if the “SDA’ station at Matupit reaches a height
Perhaps the most signi cant limitation of INSAR for near- of 97m above the WGS84 Ellipsoid, then an eruption of
real-time operational monitoring is the relatively poor sanmgli  Tavuvur might be considered more likely based on what occlrre
frequency of images. All current SAR systems use polar orbifwior to the 2006 eruption of Tavuvur (sdégure 3). Baseline
with a single satellite orbital revisit of at least 11 daye.(i observations over many eruptive cycles will assist in negsin
TerraSAR-X). However, the imaging frequency can be ine@as these expectations and assigning greater condence in the
when multiple identical satellites with phased orbits formdecision-making process. Therefore, using continuous GNSS
a constellation (e.g., COSMO-SkyMed and Sentinel-1). Eaakata acquired and processed in near-real-time is possiblyemor
COSMO-SkyMed satellite has a 16 day orbital revisit, but witladvantageous than INSAR for operational geodetic monitprin
four satellites making up the constellation there are oppoities  at a volcano observatory where decisions may need to be made
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on a daily basis. This highlights the importance of properlyprocedures. We do not directly address this issue in this paper,
maintaining existing GNSS infrastructure at volcanoesrtsuge  but it is conceivable that satellite data providers could move
all stations are recording suitable data concurrently and thtowards generating and distributing standardized intesfaetric
processing system can be run operationally. products. The Committee on Earth Observation Satellites
Online services that process user-uploaded GNSS data [¢€EOS) has a current initiative “CARDA4L” (http://ceos.orglgr
could be a useful operational tool for volcano observatoriego de ne a series of “Analysis Ready Data” products for optical
providing that reliable internet connections are in placeisEiRg and SAR sensors and a standard INSAR product is currently
online services include CSRS-PPP and AUSPOS. The CSRS-PRIPg considered for adoption under the initiative. The upéoq
service https://webapp.geod.nrcan.gc.ca/geod/tooldsfupp.  NASA-ISRO SAR mission (“NISAR”) plans to disseminate a
php, provided by Natural Resources Canada, uses the Precfgeocoded unwrapped interferogram” as a standard product
Point Positioning (PPP) methodologyH€éroux and Kouba, (NASA,201% Otherorganizations (universities orgovernmental
200), which makes use of the most precise and globallpgencies) are already making available standard INSAR ptedu
consistent satellite orbits and clocks, and considersouari derived from Sentinel-1 data. Some examples of this are the
model components and corrections to achieve centimetr&ARVIEWS Hazard portal (http://sarviews-hazards.alaskd).ed
accuracy. Processed results from the CSRS-PPP service carfeyer et al., 2005 and the LICSAR portal https://comet.nerc.
received within a few minutes of submission. The AUSPO®&c.uk/COMET-LICS-portal/Gonzalez et al., 20).6
service http://www.ga.gov.au/scienti c-topics/positingt Distribution of standard analysis-ready InSAR products
navigation/geodesy/auspos, provided by Geoscience Aiastralwould remove a large component of the full INSAR processing
processes submitted GNSS data in a network solution with dat&ork ow (i.e., stages one and two Figure 1) from the volcano
from IGS sites in the vicinity of the supplied data, and IGS brbi observatories list of regular work tasks. It could also remove
products. This methodology is equivalent to the method wehe need for specialist interferometry software and higlten

described in the GNSS Processing Method section. computational resources at the observatory (thus savinganal
resources; barrier 2), and to some extent, INSAR expertisegba
Removing Barriers to INSAR Uptake 3). All of these factors could greatly improve the uptake ofARS

In the fullness of time, the barriers to operational INSARcaslo ~ data into operational usage. Therefore, developments in this
monitoring in LMICs can be overcome. In the following we space should be encouraged and championed by those working
address each of the barriers outlinedTable 2 including how inaLMIC context.

our described methodology can contribute to overcomingsthe

issues. Lack of Financial Resources
Proprietary software will remain an ongoing issue that is
Overstretched Observatory Staff not currently addressed by the procedure we have presented

The immediate problem (lack of sta time) is not something (which was applied using the proprietary Matlab software and
that the expert user community can directly solve. Volcangrogramming language). To enable further uptake in the future
observatory sta will always be overstretched, but by sifgply  the inversion work ow presented here could be translated to
(or automating) the routine INSAR processing that is reqdire the Python programming language, which is open source (free
to be done at the observatory we empower the observatory stdo use) and o ers broadly equivalent functionality to Matlab.
to incrementally incorporate INSAR analysis into operationalFurthermore, the software package should be made available
processes. The majority of data downloading and processinga an open software repository that volcano observatories ca
could be automated, and even if there is failure of the prangss access.
for some interferometric pairs, a signi cant portion should The modelling procedure we have demonstrated reduces
process successfully with minimal to no intervention regdir the need for large computer systems. Given that only a single

In this paper we have suggested a simpli ed work ow thatinversion is required to undertake Step 2 of the procedure
integrates INSAR and/or GNSS observations as they becoraad obtain the time series of volume change, an answer can
available and uses a simple two-step inversion procedure tme obtained in a matter of seconds on a modest desktop PC.
generate time series outputs in a common framework (i.eTherefore, it is entirely feasible that Step 2 of the modglli
magma source volume change). The rst stage of the inversioprocedure could be run on a daily basis (including new InSAR
(the grid search) takes longer to compute but only needs to bdata and/or daily GNSS observations as they become awilabl
done on an intermittent (e.g., monthly) basis, providing tha on a local computer at a volcano observatory to support
the source is not migrating rapidly. The second stage (thetimoperational monitoring. The more time consuming Step 1
series inversion), can be run in a short time on a daily basis tprocess should be run periodically (i.e., fortnightly or mioky) to
integrate new INSAR and/or GNSS observations as they becortest whether the source position has migrated based on thé mos
available. The data download and reformatting could be donep to date geodetic datasets.
automatically using scripts so the inversion itself woulldeta The Sentinel-1 constellation of SAR satellites, rst lawsdin
matter of seconds to complete. 2014, now acquires data over all of the world's subaerial ttoie

To best address how we move towards incorporating/olcanoes with at least a 12 day revisit. The data is actefsib
INSAR monitoring into the volcano observatory decisionkimy  of charge to anyone, and can be downloaded from the Copernicus
process, we must also explore complementary methods @pen Access Hub (https://scihub.copernicus.eu/) within a few
incorporating easily accessible INSAR products into obserya hours of image acquisition. This ensures there is a sourGA&
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data available to all volcano observatories for use in opsrat Two SLCs acquired at di erent times by the same SAR sensor
INSAR processing, even without dedicated nancial resasirceand in the same imaging geometry are required to form an
for data purchase. Sentinel-1 uses C-band radar (wavelengititerferogram. The SAR image product proposed bybker
of 5.5cm), which does not maintain adequate interferoneetri (2017) removes the complexities of radar geometry from the
coherence in densely vegetated tropical environments. ishds processing procedure (data are already transformed to the
common situation for many LMICs that are situated in equaébri geographic coordinate system) and the phase information has
regions. The forthcoming NISAR mission will incorporate l@mg already been corrected for geometry and topographic signal
wavelength L- and S-band radars (wavelengths of 24 amtbmponents. It is then a relatively straight forward proceslur
9cm, respectivelyNASA, 2013 that should improve INSAR to generate interferograms by cross-multiplication of iraag
performance in these tropical environments. NASA and ISR(air combinations. Consequently, using these products would
have agreed to a free and open data policy for the acquiregduce the number of large image les that would need to
NISAR data NASA, 2013. Furthermore, the Japanese Aerospacée downloaded, compared to if the interferograms themselves
Exploration Agency (JAXA) is working towards making itswere distributed. This approach could be most bene cial for a
remote sensing data of 10 m or coarser resolution open in th8AR system where orbits are poorly controlled (such as ALOS-
future, including from its L-band SAR missions and startimgh ~ PALSAR) and interferometric baselines are generally ldrge.
the ALOS-PALSAR data archive (pers. comm. Shin-ichi Sobu#hese situations, large numbers of interferograms are egd¢d
JAXA, 30 August 2018). Open access to these longer wavelengtisure a properly connected network for time series inversion
SAR datasets is crucial for widespread application of INSAR tand the “daisy-chain” approach is less applicable.
operational volcano monitoring in the tropics.
Latency of SAR Data

Complexity of INSAR Processing The delivery of SAR images to the volcano observatory wiknev
INSAR processing methodologies remain highly complex. Abe instant, and so real-time INSAR processing is not a réalist
a result, the training requirements for observatory sta toprospectforvolcano monitoring. However, itis possible toabt
process and make use of INSAR data are expansive. Basedsome SAR data quickly enough to enable “near-real-time” or
experiences in Latin Americ&ritchard et al. (2018peported “same day” INSAR processing, subject to the availability of a
that observatories found bene t in the INSAR training proedl reliable internet connection with decent bandwidth. Fostance,
However, often the participants of the training are temporaryCOSMO-SkyMed data can be delivered with a latency of about
sta members (which can mean that knowledge is lost wher6 h following image acquisition. Furthermore, Sentinel-1adzan
they leave), or permanent sta that are tasked with severabe downloaded from the Copernicus Open Access Hub within
other operational duties. Also, due to the complexity of INSARa similar timeframe after acquisition. Progress is beinglenen
signals, observatories often want access to second opioions the development of near-real-time INSAR processing algorith
data interpretations Fritchard et al., 2018 This shows that (e.g.,Spaans and Hooper, 200 tbut these are still relatively
experience obtained over many years or via close mentorship complex and require expert knowledge.
needed for con dent interpretation of INSAR signals. GNSS monitoring is essential for those volcano observegori

By standardizing the INSAR processing chain and deliveringhat require real time updates on volcano surface movement.
standard products to observatories (i.e., removing stagesod Continuous GNSS data can be telemetered back to the
two from the volcano observatories list of tasks), the nemd f observatory, processed in real time, and displayed on a screen
training on the INSAR processing is reduced. Training e ortswith continuous updates (e.ggndo, 200k However, INSAR
can then be focused on modelling and interpretation of signal is very useful for supplementing this and gaining an improved
This increased focus on interpretation should enable olzgery  understanding of what is happening due to the higher spatial
sta to build the con dence needed to independently incorptega resolution of the data, which enables more detailed moaiglli

INSAR into their operational procedures. Ultimately, a combination of both INSAR and GNSS represents
the best possible volcano monitoring scenario for real-time
Internet Access applications.

Internet access is a fundamental challenge in the use of teemo
sensing data, and improved, reliable access to the interoeldv Lack of Baseline Data
signi cantly increase the capacity of many observatoriestitess As discussed in the Introduction, not all volcanoes that
and use remote sensing datao(ighlin et al., 2015 As aremote erupt exhibit precursory deformation signal8ifgs et al.,
sensing technique, INSAR inherently involves the use offaege  2019. It is therefore critical to build a baseline of INSAR
image les and this is not likely to change. To some extent theand/or ground-based geodetic observations at potentialiivec
problem can be mitigated by subsampling the images delivered ilcanoes to determine which ones could be routinely mowitbr
the observatory but this only really becomes possible wherspartor precursory ground deformation. These baseline surveys
of the processing chain are standardized and run operatipihgll conducted systematically over whole volcanic regi¢igchard
other organisations (as discussed above). and Simons, 2002; Chaussard and Amelung, 2012; Pritchard
Zebker (2017%uggests distributing “geocoded attened Singlest al., 2018 should ideally be done before geodetic signals
Look Complex” images instead of interferograms. The Singlean be reliably used to make judgements on the state of a
Look Complex (SLC) is a raw SAR image product containing/olcanic system and decisions that will a ect at-risk popuas.
both amplitude and phase information for each imaged pixelThe longer the baseline of observations, the easier it vl b
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to understand the physical thresholds in the volcanic systennds a best tting Mogi source situated 1.5km beneath
that can lead to an eruption, resulting in greater con denceRabaul Caldera at 15211.95&, 4 15.816S. FromFigure 7,
during the decision-making process. It has been recognizeitl is clear that both the independent inversions of INSAR and
that large eruptions could alter plumbing systems, meaningsNSS were able to determine that the minimum volume of the
that background or pre-eruptive reference levels can changeagma source occurred at November 2009. That is when the
through time (e.g., Hekla volcano, Icelandfeigsson et al., observed subsidence trend at Rabaul (caused by sourceat® at
201). We should leverage old archives of SAR data, ashanged toan uplifttrend (caused by source in ation). THere,
well as SAR data currently being acquired, to conduct theseur case study at Rabaul Caldera shows that it is feasible
systematic baseline surveys. For instance, the ALOS-FRLSA0 use InNSAR data in isolation at any deforming volcano to
mission acquired typically 20 5 images in Fine Beam Mode track surface movement trends using our modelling procedure.
between the 2006-2011 time period over the whole global larféurthermore, as a remote sensing technique, INSAR can be

mass. applied to generate a baseline of observations at remotenadsa
where ground-based monitoring is impractical. Application
CONCLUSIONS of standardized and simpli ed routine INSAR monitoring for

currently un-monitored volcanoes could potentially provide

The broad and meaningful impact of using remote sensing datgolcano observatories with critical early warning sigmalsr to
for volcano monitoring in LMICs has long been recognised.(e.gan eruption.
Ernst et al., 2008 and the applicability of the INSAR technique
to volcano deformation monitoring has been demonstratedrov AUTHOR CONTRIBUTIONS
decades. Despite this, there are very few examples globally
(some are given inSupplementary Table ) where InNSAR- MG and VM jointly developed the concept of this paper.
derived data is being operationally used in the decisionMG processed the INSAR data, conducted the modelling of all
making process at volcano observatories. This is compoundethtasets, and led the writing of the paper. SS collected theSGNS
further in a resource-constrained context and in LMICsdata, which was processed by GH. MP assisted with the use of the
by several barriers that limit the uptake of INSAR datamodelling software. All authors contributed to the writind the
(se€eTable 2. paper. All authors contributed to the writing of the paper.

In this paper we have presented a simplied processing
chain Figure 1) that could be used by volcano observatory sta FUNDING
to incorporate INSAR data into their operational procedures.
In Stage 3 of this processing chain we have presented Tahe work in this paper was completed as part of the Technical
lightweight two-step modelling procedure that uses geadddita Disaster Risk Reduction Program in Papua New Guinea funded
to constrain a physical model of magma body in ation/de atio by the Australian Federal Government Department of Foreign
This physical model acts as a common framework that cal airs and Trade (Activity 41, Record of Understanding
be used to validate INSAR and GNSS observations where bash172).
are available. The modelling procedure can be run quickly
on a modest laptop or desktop PC on a daily basis (or aa CKNOWLEDGMENTS
frequently as new geodetic data is received) to track trends
in volcano surface movement induced by volume changes iALOS-PALSAR data was provided by JAXA through the
a subsurface magma body. The analysis of these trends arR#\4 program (Pl 1134). The authors wish to acknowledge
comparison against the observatory's baseline of obsensti the contributions of many other Geoscience Australia
then informs the decision-making process about whetheratrsdc  colleagues in setting up and operating the GNSS and InNSAR
alert levels should change and/or whether noti cations ehee analysis capabilities. Hannah Dietterich, Jean-Luc Froger,
to be issued. The two steps of the joint modelling procedur¢éan Hamling, Ingrid Johanson, Tomokazu Kobayashi, Craig
are: Miller, Emily Montgomery-Brown, Aline Peltier, and Mike
oland are thanked for providing information to populate
upplementary Table 1 The Matlab software used here is
ased on code developed and shared by Juliet Biggs. This
paper is published with the permission of the CEO, Geoscience
Australia.

Step 1—a grid search to determine the best source positio@
that could be undertaken periodically (e.g., on a monthly
basis); and b
Step 2—daily operational processing involving the time serie
inversion for a speci ¢ source location. This can be run in

a matter of seconds after the appropriate formatting of new
INSAR and/or GNSS observations. SUPPLEMENTARY MATERIAL

We have demonstrated the proposed lightweight modelling’he Supplementary Material for this article can be found
procedure at the Rabaul Caldera in PNG, where both GNSgnline at: https://www.frontiersin.org/articles/10.388art.
and InSAR data are available. Joint inversion of the two @d$as 2018.00240/full#supplementary-material
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