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Actual evapotranspiration (E7a) explains the exchange of water and energy between soll,
land surface, and atmosphere. Despite its importance, it remains difficult to measure
directly. Grasslands represent a widespread ecosystem for which further assessment
of the measurement and estimation of ETa is needed. Thus, the objective of this
study was to compare measurements and estimations of £7a in a mountain grassland
ecosystem made using different approaches. The study was conducted in the Zhurucay
Ecohydrological Observatory, located in the high Andes of Ecuador between 3,500
and 3,900m a.s.l. The study area is a representative site of the paramo ecosystem,
in which the vegetation mainly consists of tussock grasslands. E7a was measured or
estimated using the following methods: eddy-covariance (EC), volumetric lysimeters
(Lys), water balance (WB), energy balance (EB), the calibrated Penman-Monteith
equation (PMCal), and two hydrological models [the Probability Distribution Model (PDM)
and the Hydrologiska Byrans Vattenbalansavdelning model (HBV-light)]. During 1 year,
precipitation (P) accumulated to 1,094 mm while E7a (measured with EC) accumulated
to 622 mm (with ETa/P = 0.57). On a daily basis, the EC method measured average
ETa rates of 1.7 mm/day. The best daily estimates according to percentage bias (pbias),
normalized root mean square error (NRMSE), Pearson’s correlation coefficient (r) and the
volumetric coefficient (ve) came from the HBV-light model, followed by the PMCal and the
PDM (pbias: —2 to —20%, nRMSE: 12-15%, r: 0.7-0.9, and ve: 0.7-0.8). On the other
hand, the WB, EB, and Lys estimates showed a poor performance (pbias: —10 to —19%,
nRMSE: 25-93%, r: —0.4t0 0.5, and ve: —0.510 0.7). As the methods used in this study
are of different types (hydrological, micrometeorological, and analytical), their suitability
and applications are discussed in terms of their costs, temporal resolution, and accuracy.
This study identifies low-cost and easy-to-implement alternatives to EC measurements,
such as hydrological models and the calibrated Penman-Monteith equation. This study
also allows us to provide an increment of progress on the accurate closure of the water
balance in grasslands.
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FIGURE 2 | (a) Lysimeters installed at the study site before they were covered by soil and vegetation. Sensors shown are T8 tensiometers. (b) lllustration of the
lysimeter instrumentation (WCR, water content reflectometers; DWP, dielectric water potential sensors; T8, tensiometers). Dimensions are shown in centimeters.

hillslope topographic positions classified in Table 2. The daily
storage of catchment M1 at the toe slope position, for example,
corresponds to 1.87% (calculated as: area percentage of the toe
slope position x [(400 x VWC) (i.e., the organic soil depth
x the soil volumetric water content (VWC), which is here the
average of the WCRs located at the toe slope position and at the
organic soil depth) + (300 x VWC) (i.e., the mineral soil depth
x soil VWC, which is here the average of the WCRs located
at the toe slope position and at the mineral soil depth)]. All
hillslope topographic positions were calculated in this manner
and summarized, giving the daily storage of the M1 area.
Microcatchments M1-M3 differ mainly by their size.
Their vegetation cover, soil type properties and hydrological
characteristics are described in Supplementary Table 1.

Energy Balance Method

Actual evapotranspiration is equivalent to the latent heat flux
variable (LE, in mm/hour), which is used in the Earth’s surface
energy budget (Monson and Baldocchi, 2014). It is defined as
the amount of energy necessary to transform liquid water into
vapor, and was therefore converted to the amount of water that is
evaporated or transpired from the Earth’s surface. Thus, actual
evapotranspiration (ETagg) can be calculated with the energy
balance presented in Equation 3:

ET(ZEB:LE:RI’I—G—H (3)

where Rn is the net radiation (in mm/hour), G is the ground heat
flux (in mm/hour) and H is the sensible heat flux (in mm/hour).

Rn was measured immediately above the vegetation height at
around 0.6 m, by averaging two net radiometers (CNR4 Kipp &
Zonen) located on the hillslope of the Zhurucay supersite. In
order to calculate G, two pairs of soil heat flux plates (HFP01SC
Campbell Scientific) were located at 8 cm depth from the soil
surface (one pair below each net radiometer). G was calculated
as the average of the soil heat flux plates plus the heat storage
estimation of Mayocchi and Bristow (1995). Therefore, each plate
was installed together with a water content reflectometer (CS616
Campbell Scientific) and soil temperature probes (TCAV). H
was estimated with the flux variance method detailed in Wesson

etal. (2001), in order to calculate it from available meteorological
variables without including any complex or uncommon methods
such as the eddy-covariance method. The flux variance method
calculates H with the following input variables that were
measured by the meteorological station: mean air temperature
T (CS-2150 Campbell Scientific), mean wind speed u; (Met-
One 034B Windset anemometer), and net radiation Rn (CNR4
Kipp & Zonen). Since the flux variance method uses different
equations for calculating H during day-time and night-time
hours, we chose an hourly timestep for the energy balance
method. Photographs of the net radiometer, heat flux plates,
water content reflectometer, TCAV and meteorological station
are shown in Supplementary Figure 1.

Potential Evapotranspiration Equation Calibrated
With Eddy-Covariance Measurements

The American Society of Civil Engineers (ASCE) through
its Water Resources Institute Technical Committee (ASCE-
ET) selected the alfalfa-basis model ASCE Penman-Monteith
equation (ASCE-PM) for standardization of the potential
evapotranspiration estimation (Walter et al., 2000). Equation 4
presents the ASCE-PM equation in its reduced form, including
Cn and Cd, which represent the numerator and denominator
parameters that change with vegetation reference type and
calculation time-step. These parameters were calibrated in this
study for the paramo vegetation at a daily timescale. The
calibration procedure compared 2-year daily data (01/05/2016—
30/04/2018) from the eddy-covariance measurements with the
corresponding values of actual evapotranspiration estimated with
the ASCE-PM calibrated equation (ETapyjc,). The parameters
Cn and Cd vary over the ranges 0-1,000 and 0.25-1, respectively.
The best values of the parameters were found by randomly
creating 5,000 values for each parameter inside the given ranges.
The values with the lowest bias, the lowest normalized root
mean square error (nRMSE) and the highest Pearson’s correlation
coefficient (r) were then selected. The 10-fold cross-validation
method was then used to prove whether the equation could
be used with a different dataset. The method was implemented
by partitioning the total number of ETa values (368) into ten
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TABLE 2 | Zhurucay microcatchments soil characteristics.

Mineral soil depth (mm)

M1 area (%) M2 area (%) M3 area (%) M4 area (%)

Hillslope topographic position Slope (%) Organic soil depth (mm)
Toe slope 5-15 400
Lower slope 16-32 300
Middle slope 32-40 350
Upper slope 40-56 380
>56 380
Summit 1-5 335

300 1.87 3.40 40.40 0.26
300 1.75 1.55 0.21 1.66
300 25.83 25.34 31.30 2.51
200 43.91 43.56 27.64 0.59
200 4.86 7.33 0.17 0.42
310 3.19 4.45 0.05 0.28

groups. As 368 divided by 10 does not give an integer result,
nine groups had 36 values and the last group had 44 values.
The function (Equation 4) was then applied ten times and one
group was left out for fitting at each iteration. The fitted values
were compared with the observed values using the coefficient of
determination (R2).

When Equation 4 is used with Cn = 900 and Cd = 0.34, the
result gives the Penman-Monteith potential evapotranspiration
(ETo), which was also calculated for the period of this study in
order to provide the estimates of evapotranspiration when there
is no water distress:

0.408A (Ry — G) + ¥ 72> 113 (e5 — €q)
A+ y 1+ Cquz)

ETapyrca =

where R is the net radiation (in MJ/m?/ day), G is the soil heat
flux density (in M]/mz/day) (which tends to be zero after 24 h),
T is the mean air temperature at 2m elevation (in °C), y is the
psychrometric constant (in kPa/°C), u;, is the mean wind speed
at 2m elevation (in m/s), es is the saturation vapor pressure at
2m elevation (in kPa), e, is the mean actual vapor pressure at
2m elevation (in kPa), and A is the slope of the saturation vapor
pressure-temperature curve (in kPa/°C).

Hydrological Models

The hydrological models PDM and HBV-light were run for the
M1 microcatchment (Figure 1). The M1 microcatchment is the
most similar to the EC footprint compared to the M2 or M3
microcatchments, in terms of the altitude, soil type distribution
and vegetation coverage (see Supplementary Table 1). The
following input variables were measured at the Zhurucay
meteorological station (see Supplementary Figure 1D): daily
precipitation P (calculated with Thiessen polygons from five
rain gauges: 4 ONSET and one Texas TE525MM, Figure 1),
daily potential evapotranspiration ETo (see section Potential
evapotranspiration equation calibrated with eddy-covariance
measurements), and daily mean air temperature T (CS-2150
Campbell Scientific).

The probability distribution model (PDM) (Moore and
Clarke, 1981; Moore, 1985) was calibrated at a nearby catchment
(~2km from the Zhurucay supersite) and proved to work-well
for estimating slow flows and evapotranspiration (Iniguez et al.,
2016). Thus, the parameters calibrated and validated by Iniguez
et al. (2016) were used to estimate actual evapotranspiration
during the period of this study. The PDM model was
implemented within a MATLAB toolbox using the options of

calculating the actual evapotranspiration ETappyy as a function of
the potential evaporation and the soil moisture deficit [Sy;x-S(t)]
by Wagener et al. (2001), as in Equation 5:

ETappy = {1 - [M]} x ETo (5)

Smax

The Hydrologiska Byrans Vattenbalansavdelning model, in its
HBV-light version, is a semi-distributed model (Bergstrom,
1976), which was calibrated and validated at Zhurucay
(Sucozhanay and Célleri, 2018). The HBV-light was run at
the M1 microcatchment with the same parameterization. Actual
evapotranspiration from the soil box equals the potential
evaporation if the current soil water storage [S(t)] over the
maximum soil water storage (Spq) is above the parameter
threshold for reduction of evaporation (Prp) multiplied by the
Smax> while a linear reduction is used when S(t) over Sy is
below this value (Equation 6):

_ SO 1) ©)

ETagpy = ETo X min ( ,
max X PLp

Comparison of Actual Evapotranspiration

Measurements and Estimates

Eddy-covariance and lysimeters both measure actual
evapotranspiration. They were therefore considered as the
references to which the estimation methods should be
compared. However, the volumetric lysimeters used in this
study have a lower temporal resolution than the eddy-covariance
method (7-days compared to 30 min), and the eddy-covariance
measurements were therefore preferred for the comparison in
order to analyze all the methods on a daily basis. To analyze the
lysimeter performance, the EC measurements were aggregated
to 7 days.

First, daily averages of ETagc for each month were examined
together with precipitation data in order to characterize ETa
seasonally. The daily comparison between methodologies was
assessed by accumulating the measurements and estimates
during 1 year, then plotting daily ETa boxplots of the
measurements and estimates, and calculating daily statistics
such as the bias percentage (pbias), the normalized root mean
square error (nRMSE), Pearson’s correlation coefficient (r), the
volumetric efficiency (ve), and the coefficient of determination
(R?). Finally, daily differences between the different methods and
the EC measurements were plotted.
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The bias percentage (Equation 7) measures the average
tendency of the daily ETa estimations (sim) to be larger or
smaller than the daily EC measurements (obs). It should be taken
with caution as it compensates over-estimations with under-
estimations at the end of the year. RMSE is commonly used
for model performance applications to calculate positive errors.
However, the RMSE is sensitive to outliers and extreme values as
deviations are squared. The nRMSE (Equation 8) was therefore
used instead. The Pearson’s correlation coefficient (Equation
9) was calculated to measure the linear correlation between
estimates and measurements, however it is sensitive to outliers.
To overcome the problem with the compensation of over- and
under- estimations and the sensitivity to outliers and extreme
values, the ve was also selected (Equation 10). The ve has been
proposed as an alternative to the Nash-Sutcliffe Efficiency and
has been suggested to be complementary to other metrics, with
the advantage that it eliminates the squaring of the deviations
(Criss and Winston, 2008). The values of ve range from 0 to 1
and represent the fraction of water delivered at the proper time.
In addition, the coefficient of determination R?> (Equation 11)
was chosen to estimate the proportion of the variance in the
ETa measurements that can be predicted from the ETa estimates.
All metrics were computed with the hydroGOF package of R,
version 3.5.1:

Yor . simi — obs;
i, obs

\/% Sor (simi — obs,')2

pbias = 100

nRMSE = 100 (8)
0bsmax — 0bsmin
im, ob
e cov(sim, obs) )
OsimOobs
" |sim; — obs;
ve—=1— M (10)
2iz1 0bsi
_\2
" (simi - obs)
(11)

R = >
>r, (obsi - %)2

where n is the total number of daily ETa values, sim is the
corresponding daily ETa estimate from each method, obs is the
ETagc measurement, 0bs,,,x is the maximum ETagc value, 0bs,,iy,
is the minimum ETagc value, cov is the covariance between daily
ETa measurements and estimates, and o is the variance.

Furthermore, in order to discuss the performance of each
method, the following approaches were taken:

e Lysimeters: the cumulative ETa for each lysimeter was plotted
together with the change in storage;

e Water balance: ETayyp for each catchment (M1-M3), with and
without the AS term, were compared with EC measurements;

e Energy balance: each term of the balance equation
was compared with the terms measured by the
eddy-covariance method;

e Hydrological models: the soil water storage calculated by
each model was compared with WCRs observations at the

Zhurucay supersite, in terms of the variations throughout
the year.

RESULTS

Measuring Daily Actual Evapotranspiration
With the Eddy-Covariance Method

Eddy-covariance measurements of daily actual
evapotranspiration are shown for every month from May
2017 to April 2018 in Figure 3. The daily ETa varied little
throughout the year, with a minimum median of 1.3 mm/day
in July and a maximum median of 2.0 mm/day in February.
The minimum ETa value was 0.3 mm/day and the maximum
value was 4.0 mm/day. The mean ETa for the entire year was
1.7 mm/day. ETa boxplots in Figure 3 show a higher variance
for July, September, October, November, January, and February.
Variables that are important for the evapotranspiration process,
such as net radiation, precipitation, volumetric soil water
content, potential evapotranspiration, and relative humidity, are
also shown in Figure 3. The ETa distribution, median ETo, and
median Rn were plotted together, showing a similar variability
throughout the year. The ETa was on average 13% lower than the
daily ETo.

Comparison of Methods for Estimating and

Measuring Actual Evapotranspiration
Cumulative values of daily actual evapotranspiration (for
every method), daily potential evapotranspiration, and daily
precipitation are shown in Figure4. The EC measurements
recorded 622 mm of actual evapotranspiration at the end of 1
year, while cumulative precipitation was 1,094 mm. In general,
all methods except the calibrated evapotranspiration equation
underestimated ETa throughout the year. At the end of the
year, the calibrated evapotranspiration equation, water balance,
and lysimeters were the most accurate in estimating annual
ETa (with a 3-10% underestimation), while the other methods
underestimated annual ETa by around 20%. The EC and the
PMCal methods found an ETa/P-value equal to 0.57, while
the other methods found an ETa/P-value equal to 0.5. This
indicates that a little more than a half of the precipitation
returns to the atmosphere by either evaporation or transpiration.
Similarly, the EC and PMCal methods found that the ETa/Rn
evaporative fraction was equal to 0.48, while the other methods
underestimated this value (the lysimeters and water balance
method found ETa/Rn = 0.44, while the hydrological models and
the energy balance method found ETa/Rn = 0.40). This indicates
that almost half of the energy available at the surface was used for
evaporation and transpiration.

Daily measurements of actual evapotranspiration by the EC
method are shown in Figure 5 as a boxplot for the entire year.
Boxplots of daily ETa estimates from the hydrological models
(HBV-light and PDM), water and energy balance methods, and
the PMCal equation are also shown. The hydrological models
and the PMCal were the most similar to the EC measurements
distribution. The energy balance estimates had a very similar
median to the EC measurements but the variance was much
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FIGURE 3 | Daily actual evapotranspiration measured with the eddy-covariance method (ETagg in mm/day) shown for every month together with the median potential
evapotranspiration (ETo in mm/day) estimated with the Penman-Monteith equation and median net radiation (Rn in mm/day). Additionally, monthly precipitation (P in
mm/month), soil volumetric water content (VWC), and relative humidity (RH in percentage) are shown.
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FIGURE 4 | Cumulative daily actual evapotranspiration measured by the
eddy-covariance (EC) and lysimeters (Lys) and estimated by the PDM and
HBV-light hydrological models, the water balance (WB) and energy balance
(EB) methods, the calibrated evapotranspiration equation (PMCal), and the
potential evapotranspiration (ETo). Cumulative precipitation (P) is also shown.

higher. The water balance estimates were the least similar
to the EC measurements out of all methods, with a lower
median and a very different distribution. These results were
corroborated with the bias percentage (pbias), the normalized
root mean square error (nRMSE), the Pearson’s correlation

coefficient (r), the volumetric efficiency (ve), and the coefficient
of determination (R?), which are shown for all methods in
Table 3. The bias percentage of all the methods in comparison
with the EC measurements were, from lowest to highest: —3%
for the calibrated evapotranspiration equation (PMCal), —10%
for the lysimeters, —10% for the water balance method, —18%
for the PDM model, —19% for the energy balance, and —20%
for the HBV-light model. Regarding error and correlation, the
hydrological models and the PMCal presented, on a daily basis,
the best performance with the lowest error (12-15%), the highest
correlation (r = 0.7-0.9 and R?> = 0.5-0.8), and the highest
efficiency in estimating the water volume (ve = 0.8).

Finally, Figure 6 shows the daily differences between the
methods and the EC measurements. The hydrological models
and the calibrated evapotranspiration equation were biased from
the EC measurements over a range —2 to 2 mm/day, the energy
balance method was biased over a range —12 to 4 mm/day, the
lysimeters were biased over a range —12 to 6 mm/day, and the
water balance method was biased over a range —6 to 14 mm/day.
Remarkably, the HBV-light outperformed the rest of the models
while the water balance method was the one that presented
major differences in comparison with the EC measurements.
Although the water balance and lysimeters had the second lowest
bias percentage throughout the year (Table 3), the differences

Frontiers in Earth Science | www.frontiersin.org

March 2019 | Volume 7 | Article 55


https://www.frontiersin.org/journals/earth-science
https://www.frontiersin.org
https://www.frontiersin.org/journals/earth-science#articles

Ochoa-Sanchez et al.

Comparison of ETa Measurement and Estimation Methods

ETa (mm/day)
!
L
>
&

PMCal —
PDM —

FIGURE 5 | Daily actual evapotranspiration measured by the eddy-covariance
method (EC) and estimated by the HBV-light and PDM models, the calibrated
evapotranspiration equation (PMCal), the energy balance (EB) and the water
balance methods (WB).

TABLE 3 | Bias percentage (pbias), normalized root mean square error (NRMSE),
Pearson’s correlation coefficient (r), volumetric efficiency (ve), and coefficient of
determination (Rz) for the actual evapotranspiration estimated with the HBV-light
and PDM models, the calibrated evapotranspiration equation (PMCal), the
lysimeters (Lys), the energy balance (EB), and water balance (WB) methods
against the eddy-covariance measurements.

Method pbias (%) nRMSE (%) re) ve (9 R2 (1)
HBV-light ~19.70 12.00 0.88 0.78 0.77
PMCal —2.40 14.90 0.66 0.78 0.45
PDM ~17.90 14.80 0.72 0.75 0.52
Lys* ~10.00 24.60 0.45 0.72 0.20
EB ~18.90 53.80 0.25 0.18 0.06
wB ~9.90 92.50 —0.41 —0.54 017

"Lysimeters statistics were calculated for every 7 days.

shown in Figures 3, 6 suggest that this value is the result of the
compensation of the considerable over- and under-estimation of
daily differences. Thus, these methods estimate ETa better than
other methods at the end of the year, but fail at estimating ETa on
a daily or weekly basis.

Overall, these results indicate that the hydrological models
and the calibrated evapotranspiration equation are the most
efficient methods for estimating daily ETa when compared with
the EC measurements.

DISCUSSION

Actual Evapotranspiration and Its

Environmental Controls
Actual evapotranspiration in the paramo was 1.7 mm/day on
average (ranging from 0.3 to 4.0 mm/day) according to the EC

measurements. ETa has rarely been measured or estimated in the
paramo or at high altitudes, such as at 3,765 m a.s.l. where the
EC tower and the lysimeters are located. At a nearby location,
Iniguez et al. (2016) modeled ETa with the PDM and found
slightly lower daily averages of 1.47 mm/day (ranging from 0.19
to 3.33 mm/day). At 3,250 m in the Tibetan meadows, Gu et al.
(2008) measured ETa with the EC method and found daily
values of 4 mm (ranging from 1.9 to 6 mm) for 30 cm herbaceous
vegetation with almost no bare soil (90% vegetation coverage).
Coners etal. (2016) measured at the same site a daily ETa range of
1.9-2.2 mm/day with EC and lysimeters. Nevertheless, the ETa/P
ratio found in this study (0.57) is similar to the studies mentioned
previously (0.6-0.7) and is slightly lower than the mean terrestrial
ratio (0.66) (Oki and Kanae, 2006). Also, at New Zealand sites
Campbell and Murray (1990) and Holdsworth and Mark (1990)
registered an ETa/P ratio between 0.2 and 0.5, where the tussock
grasslands are very similar to our site despite a lower altitude of
around 1,000m (a.s.l.). In Peru, similar daily ETa values were
found for puna grasslands (ranging from 1.5 to 2.3 mm/day).
However, given the high precipitation at that site, the annual
ETa/P ratio was 0.2 (Clark et al., 2014). Finally, Fisher et al.
(2009) found ETa values of 1,096 mm/year from eddy-covariance
towers located in the Amazonian rainforest in the tropics. The
ETa values presented here for the paramo should be added to that
synthesis study.

The ETa amount depends mainly on water and energy
availability. As precipitation (P) and the soil VWC (VWC) are
high at the study site (Figure 3), high rates of drizzle have
been measured (Padron et al., 2015) and high interception rates
during low intensity events have been quantified (Ochoa-Sanchez
et al.,, 2018), sufficient water is available for evaporation and
transpiration almost all year long. Regarding the available energy,
Figure 3 shows that the variability of ETa is the same as that of
ETo and Rn. ETa was found, on average, to be 13% lower than ETo
and this indicates an evaporative fraction of 0.48. Moreover, an
important characteristic of our site is the high relative humidity
present in the paramo that keeps the air saturated or almost
saturated, thus no additional vapor is allowed in the atmosphere
(Figure 3). This is corroborated by the high differences in
ETa/P between wet and dry months (0.46 and 0.95 on average,
respectively). During dry months (<100 mm/month), although
less water is available for evapotranspiration, lower cloudy
conditions allow higher radiation (Figure 3), and consequently
more evaporation. The opposite occurs during wet months.

In summary, the constant rainfall balances ETa loss and
drainage. A similar water balance was also found for native
tussock grassland catchments in New Zealand (Bowden et al,,
2001). There is practically no time in the year where the soil VWC
drops below 0.7 (field capacity), except during drier months when
values of 0.6 were recorded. However, these values are not below
the wilting point (0.45).

Sources of Uncertainty in the ETa

Estimation Methods
In general, the ETa was underestimated by all methods except the
PMCal equation (Table 3, Figure 5). Volumetric lysimeters were
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the most accurate in closing the water balance at the vegetation
scale, as they used disdrometer observations to measure P and
also took into account the change in soil water storage (AS).
However, disdrometer measurements were only available at
the supersite, therefore the water balance and the hydrological
models used rain gauge measurements for quantifying P. In
addition, the water balance did not include the AS term. Here,
we showed that the water balance and lysimeters are good at
estimating ETa by the end of the year while hydrological models
were the most correlated with EC measurements, although they
underestimated ETa by the end of the year. During the time
period of the comparison, the daily disdrometer measurements
recorded 4% more rainfall than rain gauge measurements and
they showed a difference of 10% in absolute daily values. If we
assume homogeneity between the supersite and microcatchments
inside Zhurucay, disdrometer measurements of P could improve
the water balance estimation of annual ETa.

Due to the similarities between the ETa and ETo during
the first months of this comparison period (May-August), as

ETa seems to be limited by the energy availability and not
by water availability, the energy balance was very close to the
cumulative values of EC measurements (Figure 4). In addition,
the outstanding performance of the PMCal (Table 3) is due to
the calibration with the EC measurements that served as a bias
correction for ETo.

Scatterplots of each ETa measurement and estimation method
against one another are given in Supplementary Figure 2. These
plots confirm the high performance of HBV-light, PMCal, and
PDM estimates, which are positively and highly correlated with
the EC measurements (r = 0.88, 0.66, and 0.72, respectively).
These methods are also correlated amongst themselves. In
addition, the net radiation (Rn) was the meteorological variable
that showed the highest correlation with the EC measurements,
compared to other variables such as the relative humidity, wind
speed, soil moisture, air temperature, and precipitation. This
agrees with the studies of Cérdova et al. (2015) and Fisher et al.
(2009). Fisher et al. (2009) found that Rn was the strongest
determinant of evapotranspiration in the tropics. Rn daily values

May Jun Jul Aug Sep Oct NovDec Jan FebMar Apr May

FIGURE 6 | Daily differences in evapotranspiration between the methods and the eddy-covariance (in mm). Methods include: PDM and HBV-light hydrological
models, lysimeters (Lys), energy balance (EB), water balance (WB), and the calibrated evapotranspiration equation (PMCal).
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FIGURE 7 | Cumulative evapotranspiration measured with the four lysimeters every 7 days, cumulative precipitation, and the change in soil water storage (AS).
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are plotted against the ETa measurements and estimations in
Supplementary Figure 2, showing a high correlation with the EC
measurements (r = 0.88) and the HBV-light, PMCal and PDM
estimates (r = 0.88, 0.74, and 0.71, respectively).

In the following sections, the sources of uncertainties from
each method are discussed.

The Eddy-Covariance Technique

The eddy-covariance method applied to non-ideal surfaces,
such as steep terrain, and harsh environments can present
uncertainties (Baldocchi, 2003). The main sources of biases are
related to night-time advection (mostly related to carbon dioxide
and methane fluxes, rather than ETa) (Novick et al., 2014) and
to the energy exchange that is affected by the underlying sloped
surface (Serrano-Ortiz et al., 2016). Such uncertainties cannot be
accounted for in the present study, due to the need for additional
sensors. However, the uncertainties induced by the data gap-
filling process have been calculated via a bootstrapping technique,
and amounted to 0.002 % 0.008 mm/h (1.3%) of the hourly ETa
mean for the gap-filled data values exclusively (~20% of the
total dataset).

Lysimeters

Four volumetric lysimeters measured ETa over a period of 1
year by closing the water balance every seven days. The variables
involved in the water balance are precipitation, drainage, and
storage. Precipitation measured with the disdrometer (with
a resolution of 0.01 mm) includes observations of light-rain
and drizzle, commonly present in the paramo. However, the
cumulative drainage differed greatly between lysimeters (up to
165 mm) by the end of the year. Consequently, the ETa measured
with each lysimeter differed in a similar manner. This difference
represented 38% of the total cumulative ETa. The uncertainty
between lysimeters is large in comparison with other studies, for
example Gebler et al. (2015) found a difference of 40 mm that
represents 7.7% of the total ETa. In addition, the change in soil
water storage values calculated with the WCRs were small but
appear important for closing the water balance. In summary, the
uncertainty in measuring ETa with volumetric lysimeters might
be due to differences in vegetation, root density, soil pore space,
and soil heterogeneity at each lysimeter. These differences at such
a small scale could have caused variability in interception loss,
transpiration, and consequently drainage. Furthermore, errors
made by measurement instruments such as WCRs should also
be considered. Figure7 shows the cumulative ETa for every
lysimeter. The uncertainty between these instruments is the result
of two lysimeters in particular. While lysimeters Lys2 and Lys4
measured very similar ETa values, Lys3 and Lysl strongly over-
and under-estimated ETa, respectively. Drainage from lysimeter
Lys3 was minimal in comparison with the others, while drainage
from lysimeter Lysl was very high. Nevertheless, the average
ETa measured with lysimeters Lysl and Lys3 was similar to the
ETa measured with lysimeters Lys2 and Lys4. This indicates
that these values underestimated ETa when compared to the EC
measurements. However, these over- and under-estimations were
compensated for when they were aggregated over a monthly

timescale. A higher correlation was found at a monthly timescale
(r=0.5,R* = 0.4,and ve = 0.8).

Water Balance

Although the water balance method has been extensively used
to validate ETa estimates from diverse sources (e.g., remote
sensing, models) and three well-monitored microcatchments
with different sizes were used in this study to close the water
balance, they did not prove to be accurate or to correlate
with the EC measurements on a daily timescale. Figure 6 show
the mean performance of the three microcatchments depicted
in Figure 1. Microcatchments M1-M3 are different in size
and relatively similar in terms of vegetation coverage, soil
and hydrological properties (see Supplementary Table 1). The
M1 microcatchment is the most similar to the EC footprint.
Table 4 shows the differences between each microcatchment
when comparing their estimates with the EC measurements. The
estimates were very similar among microcatchments and only
the bias percentage was different. The average was therefore
sufficient to give a representation of the performance of the
water balance method. However, these estimates did not take
into account the change in the soil water storage (AS). Figure 8
shows ETa estimates when the AS term was included (ETaWB)
minus the EC measurements, in comparison with ETa estimates
from the water balance when only the precipitation and discharge
were used minus the EC measurements. When the AS term was
included in the water balance through the WCRs measurements,
this increased the uncertainties in the estimation of daily ETa.
In addition, Table4 shows the mean estimates of ETa when
the term AS was considered, confirming its lower performance.
This occurred because the WCRs were only located on the
supersite hillslope and no other soil VWC measurements were
available at Zhurucay. It is noteworthy that the daily over- and
under-estimations did not balance one another when they were
aggregated weekly or monthly and large differences with EC
measurements were still found. However, by the end of the year,
the water balance was as accurate as lysimeters in estimating
ETa, and was better than the other methods (except PMCal).
The concept of closure of the water balance to estimate ETa
is the same as the lysimeters’ water balance, and when their
terms were compared differences arose in the AS term. The daily
water balance estimates were aggregated to weekly and monthly
data, and were found to be far from as good as the lysimeter
measurements. At a daily timescale, it is difficult to close the
water balance as the precipitation that drains a day after or even

TABLE 4 | Bias percentage (pbias), normalized root mean square error (N\RMSE),
Pearson’s correlation coefficient (r), volumetric efficiency (ve), and coefficient of
determination (R2) for the ETa estimates from the water balance closure in three
catchments against the eddy-covariance measurements.

Microcatchment pbias (%) nRMSE (%) r{-) ve (-) R? )
WB1 —12.80 99.70 -0.40 -0.63 0.16
wB2 —-12.10 93.50 -0.40 -0.55 0.16
WB3 —4.70 89.40 -0.40 -047 0.16
Mean WB with AS —-16.20 167.10 0.07 -1.20 0.00
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FIGURE 8 | Differences between the mean water balance estimates (without the change in storage term) with EC measurements (orange line) and the differences
between the mean water balance estimates (including the change in storage term) and the EC measurements (black line).

later cannot be included. In addition, the poor performance of
the water balance could be attributed to the poor estimation of
AS. This term is important at daily and monthly timescales in
order to estimate ETa properly. After 1 year though, the soil
water storage is negligible. Studies with long-term data (e.g.,
Moehrlen et al., 1999; Wilcox et al., 2006; Marc and Robinson,
2007) or with accurate measurements of AS (e.g., Wan et al.,
2015), have therefore found high accuracy in water balance
estimates. However, such studies are uncommon at remote
sites (e.g., high altitude sites). Finally, a better measurement of
precipitation, which includes hidden precipitation such as drizzle
and fog, could close the water balance, and thus ETa could be
better estimated.

Energy Balance

The variables involved in the energy balance were aggregated
monthly together with the eddy-covariance measurements in
Figure 9, showing their seasonal variance. The net radiation from
the eddy-covariance was expected to be smaller than the net
radiation from the energy balance, as the measurement elevations
differ (3.6 m and 0.6 m, respectively). The ground heat flux was
very small and similar between methods. The difference between
the ETa estimations with the energy balance and with the EC
measurements is therefore attributed to the sensible heat flux
estimates. The flux variance method overestimated the sensible
heat flux when compared with the EC measurements (Figure 9),
therefore the EB method underestimated ETa (Figure 6). The
flux variance method is preferred for estimating the sensible
heat flux rather than the latent heat flux (Katul et al., 1995;
Hsieh et al., 2008), however other studies corroborate that H
was overestimated (e.g., Katul et al.,, 1995). Although the flux
variance estimates of H depend on air temperature, wind speed
and net radiation (Wesson et al., 2001), we found that for the
study site that the estimates’ variation is mainly influenced by the
air temperature variance (o T), as shown in Figure 9 where the
variability between H and o T is the same throughout the year.
In the paramo, hourly variations in temperature might be higher
than at other sites (o = 4.5°C/hour), therefore high fluctuations
of the H values occur. The energy balance method presented
in this study is relatively simple to implement, especially taking
into account that G is negligible, and turned out to be more
accurate than the water balance method. A more widely used and
easy-to-implement method that estimates H or LE is the Bowen

ratio-energy balance (BREB) (Fritschen and Simpson, 1989). This
method involves differential measurements of temperature and
relative humidity, and although it is an indirect measurement of
the energy fluxes, it is recommended for future implementation
to increase the accuracy of the estimations of ETa with the energy
balance methodology.

The Calibrated Evapotranspiration Equation

After calibration with EC measurements, the coefficients for the
ASCE-PM equation were Cn = 550 and Cd = 0.4. They differed
from the Penman-Monteith coefficients that estimate ETo (Cn =
900 and Cd = 0.34). Indeed, the ETo and ETa provide different
insights, as ETo explains the evapotranspiration when there is no
water stress while ETa explains the actual evapotranspiration of
the system. The calibration purpose was therefore to find ETa
estimates as a function of widely available measurements. The
cross-validation of the calibrated evapotranspiration equation
proved that results are independent from the dataset (R?
0.9). The PMCal method is the least biased method (—2%)
as EC measurements were used as input for the calibration
procedure. Calibration causes a bias correction of the potential
evapotranspiration to fit the EC measurements. At our site, this
was useful as ETa varies similarly to ETo, as noted in section
Actual evapotranspiration and its environmental controls. The
differences between PMCal and EC measurements were therefore
minimal (Figure 6). Results of the calibrated evapotranspiration
equation are accurate and useful at several sites as meteorological
stations are widely available. We encourage the use of the
calibrated coefficients at paramo sites where only meteorological
stations are available to transform the ETo to the ETa estimates,
as we have shown here that the common use of ETo to represent
evapotranspiration overestimates this important variable by 22%.

The Hydrological Models

The PDM estimates ETa as a function of soil water storage and
ETo. In general, model performance was good when compared
with the EC measurements (Table3). The few important
differences occurred during November and March (Figure 6).
During these months, there was less water available and the
PDM underestimated ETa, while the EC measurements showed
a relatively high ETa as there was low relative humidity and
high ETo that allowed more transpiration (Figure 3). Figure 10
shows the differences between observed field values of VWC
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dependent on the variance of the temperature (oT).
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FIGURE 9 | Energy fluxes measured with the eddy-covariance method vs. energy fluxes estimated with the energy balance method. Energy balance method is highly

storage modeled with the HBV-light model (HBV S).
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FIGURE 10 | Soil volumetric water content observed with a water content reflectometer (VWWC), soil water storage modeled with the PDM (PDM S), and soil water

and the storage modeled with the PDM (PDM §), which
cannot be compared in magnitude but should have the same
variability throughout the year. However, it appears that there
is no correlation, especially during November and March. Most
importantly, the variability was not the same between VWC and
PDM S.

The HBV-light model outperformed all methods, evidenced
by its high correlation with the EC measurements (0.8-0.9),
despite underestimating ETa at the end of the year with a bias
of —20%. The bias percentage of the model is higher than
other methods, as the over- and under-estimations of the other
methods are compensated by the end of the year. HBV-light
residuals are small (ranging from —1 to 1) and mostly negative,
therefore these underestimations are not compensated, which
explains the large negative bias. The volumetric efficiency, on
the other hand, analyzes absolute errors, and shows a high
performance of the model (ve = 0.8). HBV-light ETa estimates are
a function of the same variables as the other models (e.g., PDM).
Nevertheless, it appears that the factors multiplying ETo and
the soil moisture variables, plus the corrections for temperature
anomalies and an estimation of rainfall interception separately
from soil evaporation and transpiration (Seibert and Vis, 2012),
gave better estimates of ETa. Figure 10 shows the high correlation
between VWC and the soil water storage of the HBV-light
(HBV S).

It is challenging to represent the change in soil water storage in
a model. Even though hydrological models are not very accurate
at estimating storage, they take into account this term and
this is one important reason why they are well-correlated with
daily ETa. Additionally, ETa remains as the only variable that

the model needs in order to estimate ETa, as deep percolation
and groundwater recharge are negligible at the site. At similar
sites where EC or other methods are not available, hydrological
models present a solid alternative.

SUMMARY AND CONCLUSIONS

For the first time, we compared actual evapotranspiration
measurements with estimations from several methods in the
paramo ecosystem. This study contributes to the advances on
the assessment of ETa, which is part of the main challenges
established for Earth system science (Fisher et al., 2017). The
mean daily actual evapotranspiration was found to be equal to
1.7 mm/day, and in a range from 0.3 to 4 mm/day. Over 1
year, ETa amounted to 622mm and the ratio of ETa to the
total precipitation was 0.57. Furthermore, we have discussed in
detail the drivers that led the methods to over- or under-estimate
ETa when compared with the EC method. Here we present a
brief summary of the suitability of the methods with the main
conclusions found in this study.

The main advantages and disadvantages documented for
the measurement and estimation of actual evapotranspiration
have been summarized in Table5. In conclusion, the most
accurate method with the best temporal resolution is the EC
method. However, building the tower includes costly sensors
and data corrections that require specific knowledge. A more
affordable technique that still gives a complete understanding
of the functioning of the environment in terms of the water
exchange between the vegetation and the atmosphere, consists
in installing the volumetric lysimeters presented here. However,
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TABLE 5 | General advantages and disadvantages of the actual evapotranspiration measurement and estimation methods.

Method Relative advantages

Relative disadvantages

Eddy-covariance
High time resolution data

Useful to understand the energy and water exchange

Volumetric lysimeter Measuring technique

Easy data acquisition

Medium to low cost

Useful to understand the water exchange
Water balance Easy to implement and to calculate

Low cost

World-wide used for ETa estimation
Energy balance Medium to low cost
High time resolution data
Easy to calculate
Hydrological models Low cost
Easy to implement
Calibrated evapotranspiration equation  Only meteorological variables are needed
Easy to calculate

Low cost

Precise measuring technique via high-frequency optical detection

Expensive sensors

Medium to difficult installation
Medium difficulty for data acquisition
Medium difficulty for installation

Low time resolution data

Estimation technique

Difficult to estimate accurately where groundwater or
other variables are important

Only viable for extensive areas and over large periods
Estimation technique
Difficult to estimate sensible heat flux

Estimation technique
Demand a proper calibration and validation
Estimation technique
Demand a proper calibration and validation

these proved to be effective only when monthly timescales
are necessary and when precipitation is accurately measured,
taking into account that horizontal precipitation, drizzle and
fog are commonly present in the pdramo and a disdrometer
is preferred over rain gauge measurements (Padron et al,
2015). The energy balance method also gives a complete
understanding of the energy exchange but the sensible heat
flux could not be properly estimated in this study and requires
further attention.

Although the water balance has been widely used as a
validation method for numerous approaches, we have shown
here that for relatively small ETa values, the measurement
of the change in soil water content plays a crucial role in
estimating daily ETa. Even with several WCRs available at our
site and information on the soil hydrophysical properties, it
was difficult to estimate this term accurately, and at other sites
where other variables might be important the accuracy might
be even more difficult to improve. Therefore, the water balance
is only useful when ETa values are relatively large and other
variables are correctly measured or negligible. Furthermore,
lysimeters and the water balance method were the least biased
in estimating annual ETa, as at the pdramo site no other
variable appears to be crucial for closing the water balance on
that timescale.

When daily estimates and few details on the energy fluxes
are needed, the hydrological models (PDM and HBV-light) have
proved to be robust for estimating ETa during wet and dry
periods. Furthermore, these methods can properly assess the
hydrology of the site, are freely available, require only few data
as inputs and are easy to implement. They correlate very well
with EC measurements and the use of better observations of
P (e.g., thorough disdrometers) might improve their accuracy
even more.

Finally, it is possible that a meteorological station is available
at a paramo site but complete or high-quality data for catchment
characterization is not available, and therefore, a model cannot be
run. However, the calibration of the Penman-Monteith equation
presented here could serve for the estimation of ETa with great
accuracy. Moreover, at sites where ETa is not limited by water,
the ETo would give very similar results as the ETa. The use of the
PM equation is therefore highly advised.

This study has found alternatives to the EC measurements
in the paramo grasslands. Further work on this environment is
needed to attain higher spatial and temporal resolution. In the
future, long-term monitoring studies are required to capture ETa
variability under extreme conditions. In addition, partitioning
of this variable in the paramo will improve ETa assessment and
water resources modeling. These requirements are also important
worldwide (Fisher et al., 2017).
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