
ORIGINAL RESEARCH
published: 21 October 2020

doi: 10.3389/fmech.2020.567386

Frontiers in Mechanical Engineering | www.frontiersin.org 1 October 2020 | Volume 6 | Article 567386

Edited by:

Irina Goryacheva,

Institute for Problems in Mechanics

(RAS), Russia

Reviewed by:

Cagatay Basdogan,

Koç University, Turkey

Emile Van Der Heide,

University of Twente, Netherlands

*Correspondence:

Markus Heß

markus.hess@tu-berlin.de

Specialty section:

This article was submitted to

Tribology,

a section of the journal

Frontiers in Mechanical Engineering

Received: 29 May 2020

Accepted: 20 August 2020

Published: 21 October 2020

Citation:

Heß M and Forsbach F (2020)

Macroscopic Modeling of Fingerpad

Friction Under Electroadhesion:

Possibilities and Limitations.

Front. Mech. Eng. 6:567386.

doi: 10.3389/fmech.2020.567386

Macroscopic Modeling of Fingerpad
Friction Under Electroadhesion:
Possibilities and Limitations
Markus Heß* and Fabian Forsbach
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Electrovibration is one of the key technologies in surface haptics. By inducing controlled

electrostatic forces, the friction within a sliding contact between the human finger

and a capacitive screen is modulated, which in turn gives effective tactile feedback

to the user. Such powerful haptic displays can be built into mobile phones, tablets,

navigation devices, games consoles and many other devices of consumer electronics.

However, due to the layered structure and complexmaterial of human skin, the underlying

contact mechanical processes have not yet been fully understood. This work provides

new continuum-based approaches to macroscopic modeling of the electro-adhesive

frictional contact. A solution of pure normal contact between a human finger and a

rigid, smooth plane under electroadhesion is derived by applying Shull’s compliance

method in the extended regime of large deformations. Based on these results and

assuming pressure-controlled friction, a model for the sliding electro-adhesive contact

is developed, which adequately predicts the friction force and coefficient of friction over

the whole range of relevant voltages and applied normal forces. The experimentally

observed area reduction caused by the tangential force is incorporated in a more

empirical than profound contact mechanical way. This effect is studied with the help of a

two-dimensional finite element model of the fingertip, assuming non-linear elastic material

for the skin tissue. Although the simulations are restricted to non-adhesive tangential

contacts, they show a significant reduction of the contact area, which is caused by

large deformations of the non-linear elastic material around the distal phalanx. This result

indicates that adhesion is only of secondary importance for the area reduction.

Keywords: friction, adhesion, electrovibration, surface haptics, finite element method—FEM, compliance method,

hyperelastic material

INTRODUCTION

Understanding contact mechanics and friction of human skin is a great challenge for the
tribological community. Human skin is characterized by a complex layered structure of non-linear
viscoelastic material and a specific surface topography. In addition, its hydration level as well as
moisture at its surface can strongly influence grip and touch properties. Especially with regard
to tactile perception skin tribology is not yet fully understood (Derler and Gerhardt, 2012; van
Kuilenburg et al., 2015). In this respect, improved knowledge is urgently needed as it plays a major
role in the rapidly growing field of robotic and haptic applications. One key technology in surface
haptics is electrovibration, which is based on the polarization of a fingerpad pressed in contact
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A B C

FIGURE 6 | Layered finite element model of the cross-section of the fingerpad. (A) Undeformed mesh. (B) Deformed mesh prior to tangential displacement with

FN = 0.8 N/mm. (C) Deformed mesh in the state of full slip with the coefficient of friction µ = 0.35 and FN = 0.8 N/mm.

A B

FIGURE 7 | Evolution of the contact length parallel to the tangential displacement of the two-dimensional finite element model with the coefficient of friction µ = 0.35.

(A) contact length against tangential force per unit width. The dashed gray lines are fits in the form of Equation (34). (B) Contact length against normal force per unit

width prior to tangential loading and at the onset of sliding.

Both, geometrical and material parameters, were taken from
Wu et al. (2006). Skin and subcutaneous tissue are modeled as
hyperelastic materials using the Ogden model (Ogden, 1973).
In contrast to commonly used hyperelastic models such as
the Mooney-Rivlin or the Neo-Hookean model, the Ogden
model may accurately describe the skin stiffening behavior
(Shergold et al., 2006).

In a first step, the modeled cross-section is pressed against the
rigid plate by applying a normal force per unit width to the inner
bone layer (see Figure 6B). Then, the cross-section is moved
tangentially while keeping the applied normal force constant
until the whole contact length is slipping (see Figure 6C). At
the onset of the tangential displacement, the skin layer behaves
similar to a fluid filled membrane. It is generally much stiffer
than the subcutaneous tissue and begins to “roll” around the
bone (notice the marked node in Figure 6 that moves into
contact). As the finger is further displaced, the soft tissues
begin to stiffen and slip propagates from the trailing edge. At

the onset of full slip (Figure 6C), the geometry has drastically

changed due to the large deformations and the contact length is
decreased significantly.

The evolution of the contact length from the onset of

tangential loading to the onset of full slip is shown in Figure 7.
The total reduction of contact length is small for low normal
forces and increases for higher normal forces. Owing to the
finite geometry, the contact length and the observed reduction

are not increasing at the same rate for higher normal forces.
The contact length during tangential loading can be described
by a simple quadratic function of the tangential force per
unit width,

L
(

fT
)

= L0 − ξ fT2, (34)

where L0 is the initial contact length prior to tangential loading.
Fits of this form are included as dashed gray lines in Figure 7A,
where ξ is a function of the normal force per unit width with
ξ ∼ (fN)

−1.1.
The conducted finite element analysis supports the

assumption that the observed contact area reduction under
tangential loading is not caused by adhesion, but a result
of large deformation and strain stiffening behavior of skin
and subcutaneous tissue. However, due to the plane strain
assumption and the negligence of fingerpad ridges, it is difficult
to compare the results to experimental data quantitatively.
Collecting the tissue layers of the epidermis and dermis in a
homogeneous “skin” layer with smeared properties is a further
limitation. Thus, in the present form, the model can only be used
as a rough estimate. Nevertheless, similar to Equation (34) for
the contact length and in accordance with Sahli et al. (2018) an
empirical formula for the reduction of the ridge contact area is
employed in section Sliding Friction.
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Sliding Friction
Now the question arises which friction law is suitable for
mapping the sliding contact between the finger and the screen
under electroadhesion on the defined macroscopic scale. For
this purpose the well-known approach of Bowden and Tabor is
chosen as a starting point:

FT = τ · Areal, (35)

where τ denotes the interfacial shear strength and Areal is the
“real” contact area. Usually, for many polymeric materials as well
as human skin, the interfacial shear strength itself is composed
of a constant intrinsic term τ0 and a second term that is linearly
dependent on the mean contact pressure p (Briscoe and Tabor,
1975; Adams et al., 2007).

τ = τ0 + α̃p, (36)

where α̃ is constant. Substituting Equation (36) in Equation
(35) yields:

FT = τ0Areal + α̃FN. (37)

Depending on whether the friction force according to Equation
(37) is dominated by the first or second term, the friction is called
adhesion-controlled or pressure-controlled, respectively. Note,
that in this context adhesion refers to the rupture of interfacial
junctions and has nothing to do with our electroadhesion. In
order to include electroadhesion in the approach above, it is
assumed that electroadhesion only contributes to the normal
contact pressure associated with an increased contact area. Then,
the following extension replaces Equation (36):

τ = τ0 + α̃
(

p+ σel
)

, (38)

and from Equation (35) the friction force results in:

FT = τ0Areal + α̃ (FN + σel · Areal) = τ0Areal + α̃ (FN + Fel) .

(39)

From a microscopic or atomic point of view, the real contact
area is made up of the sum of the micro-asperity contact areas
and thus only a very small fraction of the apparent contact
area. Associated with this small-scale multi-asperity contact
model, values of the shear strength are typically in the order
of a few Megapascal (Persson, 2018). From experimental results
by Adams et al. (2007), the intrinsic interfacial shear strength
between wet human skin and glass lies in the range of some
Kilopascal which indicates that the assumed real contact area
is of the same order as the ridge contact area. By using this
information, the real contact area can be replaced by the ridge
contact area:

FT = τ0AR + α̃ (FN + σel · AR) = τ0AR + α̃ (FN + Fel). (40)

From our macroscopic point of view, Equation (40)
shall represent the central law of sliding friction under

electroadhesion. In the following, focus is only on pressure-
controlled friction which might be a strong assumption.
An investigation considering the complete approach in
Equation (40) should be part of a future work. Under the
pressure-controlled assumption, Equation (40) reduces to

FT = µ0 (FN + σel · AR) = µ0 (FN + Fel) , (41)

where α̃ has been replaced by the “real” friction coefficient µ0,
as it was termed by Derjaguin (1934). Equation (41) represents
the generalized Amontons-Coulomb law of friction, which is
often used to model friction within problems of electrovibration
(see e.g., Kaczmarek et al., 2006; Shultz et al., 2018; Heß
and Popov, 2019). From Equation (41) the “apparent” friction
coefficient reads:

µ : =
FT

FN
= µ0

(

1+
Fel

FN

)

. (42)

Note, that the electroadhesive force per unit area σel in the sliding
friction law according to Equation (41) is given by Equation (21).
For pure normal contact under electroadhesion, the ridge contact
area (in the following renamed to AR,0 ) is calculated from the
model introduced in section Approach Based on Ridge Contact
Area described by Equation (9) with exponents mR = 0.52 and
nR = 1.41. For the sliding contact, however, we further must
account for the area reduction described in section Transition
From Stick to Slip—the Evolution of Contact Area in the Non-
adhesive Case that depends on the tangential force. Similar to the
empirical formula (34) that we found for the contact length of
the finite element model, the empirical quadratic law proposed
by Sahli et al. (2018) for the ridge contact area:

AR (FT) = AR,0 − ηFT2 (43)

is employed, where AR, 0 is the ridge contact area prior to
tangential loading and the parameter η is a function of the normal
force of the form:

η = c2
(

AR,0

)−1
, (44)

where the constant c2 is yet to be determined. Here, the exponent
-1 is adopted, which is experimentally determined by Sahli et al.
(2018) for the real contact area. It should be noted that in the
current work of Basdogan et al. (2020) an analogous empirical
approach was adopted for the apparent contact area, but η was
assumed to be constant. Inserting Equation (43) into Equation
(41) and solving for the tangential force yields:

FT = − (2µ0ησel)
−1

+
√

(2µ0ησel)
−2 + (ησel)−1 FN + η−1AR,0. (45)

In the following, the proposed model for sliding friction is
verified by comparison to the experimental data presented by
Sirin et al. (2019a). In this experimental study, the tangential
force of a sliding fingerpad on a 3M touchscreen was measured
for different voltages applied to the conducting layer of
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FIGURE 8 | Contact area in terms of the normal force. The symbols represent

measured apparent contact areas given by Delhaye et al. (2014) and Sirin et al.

(2019b) and the solid lines are power-law fits for the apparent contact area.

The dashed lines are power-law relations for the ridge contact area.

the touchscreen. The experimenter was trained to keep the
normal force at a constant value during the measurements.
Unfortunately, neither apparent nor ridge contact area were
measured during this series of experiments.

In order to obtain adequate relations for the non-adhesive
ridge area in the form of the power-law functions (5, 6), we again
make use of the functions proposed by Dzidek et al. (2017) that
are fitted to measurements of the finger of a female experimenter.
In Figure 8, Dzidek’s functions are compared to the measured
apparent contact areas of four different subjects by Delhaye
et al. (2014) and the averaged measurements by Sirin et al.
(2019b). Obviously, Dzidek’s original relations underestimate the
apparent contact area of the other studies significantly. Under
the assumption that the exponents remain the same, a scaling
of the power-law functions for the apparent contact area as well
as the ridge area was performed to obtain a better agreement
with the experimental results. The exponents of the best fits for
each subject vary considerably, but the exponent provided by
Dzidek et al. represents a good compromise. The parameters of
the adjusted relations for the non-adhesive ridge contact area are
listed in Table 1.

It should be noted that many authors simply employ the
Hertzian relation with the exponent m = 2

3 to model the
non-adhesive normal contact. A corresponding fit is included in
Figure 8. As expected, the Hertzian relation is inadequate owing
to the finite size and the complex layered structure of the finger.

With the non-adhesive ridge contact area, the ridge contact
area for the electroadhesive contact prior to tangential loading
AR, 0 can be determined by inversion of Equation (9). The work
of adhesion w is given in Equation (22). The electromechanical
parameters needed for the electroadhesive force per unit area σel
and the work of adhesion are listed in Table 1. Most parameters

TABLE 1 | Parameters used for the model of sliding friction.

Symbol Parameter name Value and unit

µ0 Friction coefficient 0.26

εr,sc Relative permittivity of stratum corneum 3,000

εr,i Relative permittivity of insulating layer 3.9

εr,a Relative permittivity of air 1

ε0 Permittivity of free space 8.854 ·
10−12 As/Vm

dsc Thickness of stratum corneum 250 µm

di Thickness of insulating layer 1 µm

U Applied voltage 0–200 V

FN Applied normal force 0–2.3 N

mR, nR Exponents of power-law relationships

(Equations 5, 6)

mR = 0.52,

nR = 1.41

αR,βR Factors of power-law relationships

(Equations 5, 6)

αR = 74mm2/NmR ,

βR = 43.5mm2−nR

da,0, c1 Empirical parameters for the air gap

(Equation 46)

da,0 = 3.1µm,

c1 = 0.5µm/N

c2 Empirical parameter for the area reduction

(Equation 44)

c2 = 5000mm4/N2

are taken from Sirin et al. (2019a) and the thickness of the
stratum corneum for the fingerpad in contact is taken from
Lee et al. (2020).

The concept of the equivalent air gap is discussed in section
Theoretical Background. For the model of sliding friction, it is
assumed that the thickness of the equivalent air gap da is a linearly
decreasing function of the normal force,

da = da,0 − c1FN, (46)

where the parameters da,0 and c1 are yet to be determined.
The three unknown parameters for the area reduction and the

air gap and in Equations (44) and (46), respectively, are found by
fitting the model to the experimental results. However, the curve
fitting is closely confined by the requirement that both, the area
reduction and the air gap, remain within realistic ranges known
from experiments.

The fitted parameters are included in Table 1 and the ridge
contact area reduction as well as the air gap thickness are
shown in Figures 9A,B, respectively. Prior to tangential loading,
the ridge contact area at constant normal loading increases up
to 20% due to the electroadhesion. At the onset of sliding,
the ridge contact area is reduced significantly for high initial
contact areas and only marginally for smaller initial contact
areas. Furthermore, the reduction is increased significantly for
high voltages. Sirin et al. (2019b) investigated the reduction
of apparent contact area without electroadhesion and with
electroadhesion at 100V applied voltage. They report an average
reduction of 8% without and 13% with electrovibration at
an applied normal force of 1N as well as 15 and 20%,
respectively, at 2N. Our model predicts a similar ridge area
reduction of approximately 5% without electrovibration and
10% with 100V at 1N as well as 12 and 19% at 2N. It is
valid to compare these results, because the apparent contact
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A B

FIGURE 9 | (A) Modeled reduction of the ridge area according to Equation (43) due to tangential loading. Circles mark the ridge area prior to tangential loading and

squares mark the onset of sliding. (B) Air gap against normal force according to Equation (46).

FIGURE 10 | Model predictions (lines) and experimental results (symbols) of

Sirin et al. (2019a) of tangential force against normal force for voltages of

25–200 V.

area and the real contact area follow analogous reduction
mechanisms and the relative reduction is very similar for
both (Sahli et al., 2018). It should further be noted that
Sirin et al. (2019b) measured a higher coefficient of friction
presumably due to the oil they needed for image analysis.
Thus, we expect a slightly increased relative area reduction for
this study.

The thickness of the equivalent airgap shown in Figure 9B

reduces from 2.85µm at 0.5N to 2.1µm at 2N. The thickness
is thus in the range reported by other studies (see also
Section Concept of an equivalent air gap) and agrees with
<0.5µm difference especially well with the predictions by
Guo et al. (2019).

FIGURE 11 | Model predictions and experimental results by Sirin et al. (2019a)

of the apparent coefficient of friction against normal force for voltages of

25–200 V.

Figure 10 shows the tangential force of the sliding fingerpad
in terms of the applied normal force. The symbols represent
the measurements by Sirin et al. (2019a) and the solid lines
the results of the model described above. Especially for applied
voltages above 50V, the tangential force is increased significantly
in the whole range of applied normal forces. Apart from small
differences for low voltages, the model is in very good agreement
with the experimental results. The apparent coefficient of friction
(COF)µ = FT/FN depicted in Figure 11 reaches a constant value
for normal forces larger than 1N. In this range, the apparent
COF increases almost linearly with the applied voltage and
is more than doubled for 200V. Again, the model is in very
good agreement.
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The apparent COF increases significantly with decreasing
normal forces in the range of normal forces lower than 0.5N.
This behavior is characteristic for adhesive contacts. Here,
the model predictions are lower than the experimental results
for voltages smaller than 150V. We believe these deviations
can be at least partly explained by classical van der Waals
adhesion: Sirin et al. (2019a) also measured the tangential
force for a sliding fingerpad without electroadhesion and show
that the curves for 25 and 0V are not distinguishable. Thus,
mainly classical adhesion or capillary bridges are responsible
for the small increase in apparent COF for 25V. However,
we believe the effect of electroadhesion is predominant in
most cases justifying the negligence of classical van der
Waals adhesion. Other inaccuracies may be found in the
power-law relations for the ridge contact area at low normal
forces. In this range very little experimental data is available
and contact area has a very steep slope making it prone
for errors.

Sirin et al. (2019a) also describe a model of sliding
friction based on multiscale contact mechanics which agrees
reasonably well with the experimental results. In this model,
the real contact area is described by microasperities of
skin in contact and is several orders of magnitude smaller
than the apparent contact area. However, our much simpler
macroscopic modeling approach based on the ridge contact
area and the concept of an equivalent air gap is equally
suited and yields, in fact, even better agreement with the
experimental results.

CONCLUSION AND DISCUSSION

A new macroscopic model for sliding friction of a fingerpad
over a smooth surface under electroadhesion has been developed.
One of the cornerstones of the modeling is the application of
Shull’s compliance method to large deformations. In this way,
a solution was first obtained for pure normal contact under
electroadhesion, which in particular includes the dependence
of the ridge contact area on the normal force as well as the
applied voltage. To account for the experimentally observed
reduction of the ridge contact area during transition from stick
to slip, an empirical formula is employed according to which
the area reduction is proportional to the square of the applied
tangential force. This is consistent with experiments by Sahli et al.
(2018) as well as results of our finite element simulations. After
incorporating the developed solution for the pure normal contact
and the empirical formula of area reduction into a pressure-
based approach for the frictional force, the new macroscopic
model for voltage-induced friction has been found. A comparison
with recent experimental data has shown that the model
adequately predicts both the frictional force and the coefficient
of friction over the entire range of relevant voltages and applied
normal forces.

A further important outcome with regard to the reduction
of the contact area results from our finite element study

with a two-dimensional model of the fingerpad, where skin
and subcutaneous tissue were considered as hyperelastic
materials using the Ogden model to accurately describe
skin stiffening. Although the simulations are restricted to
non-adhesive tangential contacts, they show a significant
reduction of the contact area, which is mainly caused by
large deformations of the non-linear elastic material around
the distal phalanx. This result challenges numerous recent
studies on tangential contacts of soft materials that attempt to
describe the experimentally observed area reduction caused by
the frictional force using adhesion theories based on fracture
mechanics concepts. Obviously, adhesion plays only a minor
role for the area reduction. Hence, completely new theoretical
approaches are required to model this effect in a physically
meaningful way.

One uncertainty in the proposed modeling concerns the
calculated ridge contact area under normal loading with
electroadhesion. Since the influence of electroadhesion on the
ridge area has not yet been investigated, the corresponding
results obtained are currently still purely theoretical. Appropriate
measurements should be part of a future task. The experimental
results could as well be used to quantify the equivalent air
gap more precisely. In addition, contributions to adhesion
due to van der Waals forces have so far been completely
ignored in the model. The same applies to capillary forces,
although it is known that they cause a further increase of the
coefficient of friction at low normal loads under wet conditions
(Morales-Hurtado et al., 2017).

Furthermore, it should be noted that the proposed model
requires the solution of the non-adhesive normal contact a
priori. Although it is irrelevant for the application of Shull’s
method, whether this solution originates from experiments (like
here), a simulation with the finite element method or something
similar, the claim should be to find a suitable theoretical
model also for the ridge contact area as a function of the
normal force.
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