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Prefabricated construction is one of the solutions to the problem of balancing

environmental improvements with the new buildings in the construction

industry. Some work originally done on site is transferred to the front end,

and the occupational health risks to industrial workers during the production

of prefabricate concrete components are thus aggravated. This study aims to

propose a framework to simulate the occupational health risks of workers

in prefabricate concrete component plants from the perspective of risk

identification, risk assessment, and risk control. Through the following 4 steps,

including environmental release monitoring, di�usion and human inhalation

mechanism analysis, occupational health risk evaluation, and full-path health

risk simulation, this study maps physical entities to virtual reality. The proposed

method tends to address the root causes behind occupational health risks,

such as the lack of measurement, assessment and prevention criteria, and

providing new ideas for theoretical research and innovative practice of HSE

management and risk management in the construction industry.

KEYWORDS

prefabricate concrete, occupational health risks, environmental release, LCA, risk
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Introduction

The construction industry faces the problem of balancing economic growth and

environmental impact. The concept of prefabricated building is an innovative solution

to this problem. Compared to traditional forms of construction, prefabricated building

has the advantages of increasing efficiency, shortening periods, lowering costs, saving

energy, reducing consumption, reducing environmental pollution and sustainability

in the production, construction and use processes (1, 2). Therefore, the prefabricated

buildings are being promoted and used worldwide, which contribute to the construction

industry’s vision of a “carbon-free future.” Taking China as an example, the development

of prefabricated buildings has been adopted as an important national strategy. The

Chinese government began to focus on the promotion of prefabricated buildings with
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FIGURE 2

Occupational health risk framework.

Risk assessment

Based on the source emission characteristics, the diffusion

and dispersion mechanisms of environmental release are

analyzed using spread and dispersion laws as follows: (1)

Using monitoring equipment such as laser dust meter, acoustic

meter and photo-ionization detector to monitor the emission

sources and the surrounding environment at fixed points

to obtain real-time data on the change in concentration of

dust or gas emissions during the production of prefabricate

concrete components and the change in intensity of noise,

respectively. (2) Collecting and measuring data on potential

influencing factors such as spatial boundaries, wind speed, wind

direction, temperature and humidity within the plant during

the same production time period using temperature/humidity

meters, anemometers and so on. (3) Establish an environmental

release propagation/diffusion model, and simulate the transport

trajectory, diffusion path and concentration distribution of

dust and gas, as well as the propagation distance and

decreasing degree of noise, respectively, with Fluent software.

(4) Determine the propagation or dispersion pattern of various

types of environmental release during the production of

prefabricate concrete components.

The human intake mechanism of environmental release

includes the following four steps: (1) Real-time monitoring

of noise intensity and emission concentration data at the

ear, mouth and nose of workers of different job types during

production operations by requiring workers to wear portable

devices. (2) Deploy RFID sensor devices at designated locations

to collect and record data on workers’ job characteristics,
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FIGURE 3

Types of potentially harmful environmental release from the production of precast concrete facade panels.

FIGURE 4

Main instruments and equipment proposed for use.

behavioral habits, movement range and other potential

influencing factors. (3) Modeling the inhalation/exposure

dose of workers to simulate their inhalation, exposure dose,

or exposure level to short-lived environmental release under

specific constraints. (4) Determine the way of environmental

release from human intake during the production of prefabricate

concrete components. A number of instruments and equipment

are used in these processes, which are highly specialized and

sophisticated. The main instruments and equipment mentioned

above are shown in Figure 4.

Risk control

On the basis of the risk identification and assessment

methods, the simulation model was established to establish

the “Emission-Transmission-Inhalation” whole process of

worker occupational health risk simulation and evaluation

model. The simulation module of each part is established,

specifically including: (1) Establish a basic simulation module

of prefabricate concrete component production process and

emission source location based on building information

model. (2) Establish a numerical simulation module based

on computational fluid dynamics to simulate the propagation

and dispersion of environmental release in component plants.

(3) Establish a multi-intelligence-based worker production

behavior and health injury simulation module. (4) Create a

multiple sources database module containing information on

environmental release monitoring, worker health data, emission
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FIGURE 5

Simulation and evaluation model for occupational health risk assessment.

factors and so on. (5) The application development platform is

selected to integrate the above simulation modules and database

to build a quarriable, editable and calculable occupational health

risk simulation and evaluation model, as shown in Figure 5.

Based on the life cycle risk management evaluation method,

combined with the above simulation model, the long-term

control of occupational health risks caused by environmental

release is formed. For the identification of risk control strategies,

the target case analysis takes into account the results of

risk evaluation and identifies control strategies based on the

classification of carcinogenic risk and chronic disease risk

respectively. Then, based on the Critical success factors (CSF)

analysis method, the key success variables of environmental

release risk control are searched from three aspects: emission

sources, transmission paths and recipient individuals.

Drawing a fishbone diagram to identify, define and develop

specific measures included in the above three CSFs, such

as reducing dust/gas release due to handling, disturbance

or vibration of parts, installing sound insulation and noise

reduction equipment, installing sprinkler systems, optimizing

ventilation systems, temperature and humidity regulation

systems, regular cleaning and decontamination, requiring

workers of specific jobs to wear protective equipment, strictly

setting daily/yearly working hours for workers of certain special

jobs, adopting a job rotation system on a regular basis, etc.

Fishbone diagram through critical success factor analysis, the

gray correlation algorithm is used to determine the gray

correlation between the above measures and to develop the

optimal combination strategy. The process is shown in Figure 6.

Discussion

Thoughts on the building of occupational
health risk assessment model

The simulationmodel contains five key elements as shown in

Equation (5), where: SM is the simulation model, PE is physical

entity,VE is virtual entity, SS is service,DB is data, and CN is the

connection between the parts.

SM=(PE,VE, SS,DB,CN) (5)

Physical layer element identification and data acquisition.

The accurate analysis of PE is the basis for building the

simulation model. In the project, a single PC component

production machinery and equipment can be regarded as a unit-

level PE, which is the smallest unit for function realization;
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FIGURE 6

Long-term control model for occupational health risks caused by environmental release.

a full set of PC component production line can be regarded

as a system-level PE, which can complete the component

production task; the whole plant composed of production line,

environmental Emission and workers can be regarded as a

system-level PE, which is a comprehensive system including

material flow, emission flow and information flow, including

four parts of human-machine-material-environment, as shown

in Equation (6).

PE = (Hp,Mp, Pp,Ep) (6)

Hp describes the scope of action and behavior of industrial

workers in the production process of components, and the data

are obtained through RFID and image recognition technologies;

Mp describes the operation of production machinery and

production lines, and is portrayed and simulated through

preliminary research and continuous probability events; Pp

describes the production process of PC components, and is

built through the material flow model; Ep describes the intensity

and propagation law of environmental release, and is measured

through sensors and portable devices.

Model layer model building and rules making. The

establishment of the model layer is the core of the simulation

technology. The digital model of this project includes geometric

model, behavioral model and rule model, which describes and

portrays each physical entity in the production process of PC
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components frommultiple time scales andmultiple space scales,

as shown in Equation (7).

VE = (Gv,Bv,Rv) (7)

Gv is a 3D model describing the geometric parameters

and relationships of PE, with good spatial and temporal

consistency with PE, which can be realized by Fluent

3D modeling software with Revit and Auto CAD; Bv

describes the real-time response and behavior of PE under

the joint action of external environmental impact and

internal operation mechanism in different time scales, using

a multi-intelligence-based simulation model. Rv describes

how physical entities operate, including rules based on

historical data, experience based on tacit knowledge summaries,

and process flow standards, enabling VE to map the PC

component production process and environmental release in

real time.

Functional and business module design of the service layer.

The service layer is designed to encapsulate various types

of data, models, algorithms, and results in the simulation

model in a service-oriented manner, to support the operation

of the internal functions of the model and to provide

functional services (Bs). At the same time, the service (Fs)

needs of PC component manufacturing enterprise managers

for environmental release and worker health risk information

acquisition are met through application software and clients, as

shown in equation (8).

SS = (Bs, Fs) (8)

Fs includes: model management services provided

for VE such as modeling simulation, model assembly

and fusion; data management and processing services

provided for DB such as data storage, encapsulation, cleaning,

correlation and fusion; comprehensive connection services

provided for CN such as data collection, sense access,

data transmission, protocols and interfaces, etc. Bs mainly

include: environmental release monitoring and occupational

health risk assessment services for management personnel

and other services; abnormal concentration monitoring

and alarm services for industrial workers; data statistics

and industry standard cap monitoring for government

regulatory departments.

Database establishment and data are interconnected in the

data layer. The establishment of the database in the data layer

is the key to realize the information linkage and transmission

among other layers, mainly including PE data, VE data and SS

data, as shown in Equation (9).

DB = (Dp,Dv,Ds) (9)

Dpmainly includes physical element attribute data reflecting

PE specifications, functions, performance, relationships, etc.,

as well as dynamic process data reflecting PE operating

conditions, real-time performance, environmental parameters,

sudden disturbances, etc., which can be collected through

testing equipment, sensors and other equipment; Dv mainly

includes data related to geometric models, physical models,

behavioral models and rule models in VE, as well as simulation

data based on the above models Ds mainly includes data

related to Fs (such as algorithms, models, data processing

methods, etc.) and Bs (query, analysis and management

related data).

Inter-layer connection method design. After the above four

layers are established, how to connect the layers together is

another key technique to realize the proper operation of the

simulation model. The connection (CN) between the above four

layers is shown in Equation (10).

CN = (PD, PV , PS,VD,VS, SD) (10)

PD realizes the interaction between PE and DB, using

emission monitoring instruments, FRID, image recognition,

etc. to collect PE data in real time and transmit them to

DB through OPC-UA protocol specification; PV realizes the

interaction between PE and VE, transmitting the collected PE

real time data to VE for updating and correcting the model;

PS realizes the interaction between PE and SS, transmitting the

collected PE real time data to SS for updating and correcting the

model. Realize the update and optimization of SS. At the same

time, the operation guidance, analysis and decision optimization

results generated by SS are provided to the manager in the

form of client, and the optimization of PE is realized through

manual operation; VD realizes the interaction between VE

and DB, and stores the simulation and related data generated

by VE into DB in real time through the database interface,

and reads the associated data from DB in real time; VS

realizes the interaction between VE and SS, and completes the

instruction VS implements the interaction between VE and

SS, completing commands such as instruction transmission,

data sending and receiving, message synchronization, etc.; SD

implements the interaction between SS and DB, storing SS data

to DB in real time, and reading historical data and rule data

in DB in real time. The three processes, PV in implementing

the interaction between PE and VE, PS in implementing the

interaction between PE and SS, and VS in implementing the

interaction between VE and SS, are repeated over and over

again, both iteratively, and the result of each iteration is used

as the initial value for the next iteration. The model driven

architecture of occupational health risk assessment is shown

in Figure 7.
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FIGURE 7

Model driven architecture of occupational health risk

assessment.

Risk management strategy optimization
and policy advice

On the one hand, finding the balance of economic benefits,

environmental release and health risks based on the empirical

research. Firstly, adding external constraints such as capital

cost, time cost, and human cost that enterprises need to

invest for environmental release control and risk prevention,

corresponding to each measure in the target case study.

Secondly, constructing a multi-objective decision model based

on greedy algorithm to find the local optimal solution under

the above constraints of different cost inputs and risk levels, and

establish a set of risk control and input strategies. For example, if

an enterprise wants to reduce the probability of workers’ cancer

to < 3 per 100,000, the total amount of risk prevention funds to

be invested and the investment strategy can be obtained by the

decision model under the condition that the number of workers

and the duration of work are determined.

On the other hand, the study helps to facilitate the

establishment of a long-term occupational health risk

management system and the introduction of more accurate

environmental release and worker occupational health risk

assessment criteria for the production of PC components, as

well as more accurate occupational health risk monitoring and

early warning by the government. Occupational health risk

long-term management system construction, risk monitoring

and early warning aims to establish a set of long-term

monitoring and early warning management system based

on the above research results, specifically including: (1)

Integrate the multi-objective model with the simulation model,

combine simulation experiments with parallel experiments,

and establish environmental release and worker occupational

health risk evaluation criteria for PC component production

for different products (wall/floor slabs, stairs, shield pieces,

etc.) and different types of work (reinforcement tying, cement

pouring, component maintenance workers, etc.), respectively.

(2) Determine the number, location and scope of environmental

release monitoring points according to the standards, set the

concentration/intensity monitoring thresholds for different

categories of emissions, and establish a multi-level risk warning

system for workers’ carcinogenesis and chronic diseases. (3)

Compare the monitoring data of several PC component plants,

summarize the characteristics of environmental release and

workers’ health risks, further optimize the monitoring program

of monitoring points, thresholds and types of work, and form

evaluation standards with high timeliness and universality, and

promote and apply them in the whole industry.

Conclusion

The occupational health risks of construction industry

workers have been much higher than the social average. With

the growing scale of prefabricated buildings, the work originally

required to be done on site is shifting to the front end, and

the health risks of on-site construction workers are shifting to

industrial workers in prefabricate concrete component plants.

Based on the intersection of engineering, environmental,

and health management, this study tries to solve the root

problems behind occupational health risks from risk

identification, risk assessment, and risk control, the three

processes such as the lack of measurement, assessment,

and prevention standards. Through mapping physical

entities to virtual simulation, feeding back the quantification

and optimization results to practical applications, and

then expanding individual projects to the whole industry,

this study provides new ideas for theoretical research

and innovative practice of HSE management and risk

management in the construction industry. Firstly, the

logical framework of occupational health risk is formed

using the concept of life cycle risk management, which

provides a new paradigm for the research in the field

of occupational health risk management. Secondly,

identifying the characteristics of the source of emissions

and analyzing the diffusion propagation law and diffusion

mechanism to understand the whole path process of

environmental release. Afterwards, clarifying the human

intake mechanism combined with the personal exposure

assessment method that considers uncertainty factors. Finally,

the simulation model of occupational health risk assessment

for the whole process workers is formed, and finally it is

applied to real cases to form a complete set of long-term

management model of occupational health risks caused by

environmental release.

A reasonable risk assessment simulation model and

a long-term management model are proposed in this

study. In the future, more empirical researches need to

be verified in the model to improve the measurement

accuracy, refine the human exposure assessment method,
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and adjust the simulation parameters, and so as to help

decision makers to formulate occupational health risk policy.

Furthermore, the production of PC components is only

one phase of the assembled building industry. Transport,

construction and other phases also include a large number

of workers whose health risks need to be considered in

future studies.
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