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In nature, tip-localized growth allows navigation in tightly confined environments and

creation of structures. Recently, this form of movement has been artificially realized

through pressure-driven eversion of flexible, thin-walled tubes. Here we review recent

work on robots that “grow” via pressure-driven eversion, referred to as “everting vine

robots,” due to a movement pattern that is similar to that of natural vines. We break

this work into four categories. First, we examine the design of everting vine robots,

highlighting tradeoffs in material selection, actuation methods, and placement of sensors

and tools. These tradeoffs have led to application-specific implementations. Second,

we describe the state of and need for modeling everting vine robots. Quasi-static

models of growth and retraction and kinematic and force-balance models of steering

and environment interaction have been developed that use simplifying assumptions and

limit the involved degrees of freedom. Third, we report on everting vine robot control and

planning techniques that have been developed to move the robot tip to a target, using

a variety of modalities to provide reference inputs to the robot. Fourth, we highlight the

benefits and challenges of using this paradigm of movement for various applications.

Everting vine robot applications to date include deploying and reconfiguring structures,

navigating confined spaces, and applying forces on the environment. We conclude by

identifying gaps in the state of the art and discussing opportunities for future research to

advance everting vine robots and their usefulness in the field.

Keywords: tip-extending robot, soft robot, soft actuator, mechanism design, continuum robot, everting robot, vine

robot

1. INTRODUCTION

Growth via tip extension is a form of movement seen in nature across scales and kingdoms, from
single-cell pollen tubes (Steer and Steer, 1989) and micro-scale hyphae (Lew, 2011) to creeping
vines (Weigel and Jürgens, 2002) and the proboscises of certain worms (Zuckerkandl, 1950; Gibson,
1977). Tip growth has recently been replicated in a variety of robotic systems, referred to as
“growing robots” or “vine robots,” using a range of techniques. In addition to tip extension, vine
robots are characterized by length change of many thousands of percent and control of their growth
direction. We have worked extensively with one method for creating tip extension: pressure-driven
“eversion” (i.e., turning inside out) of flexible, thin-walled material. We refer to robots that move
in this way as “everting vine robots.”
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FIGURE 4 | Methods for modifying steering and shape of everting vine robots apart from actuation. (A) Steering can be modified by obstacle interaction, where the

robot passively conforms to its environment as it grows. (B) Steering can also be modified by changing the body stiffness. (B,i) Increasing the stiffness of sections

through layer jamming allows control of the wrinkling point under tendon actuation. (B,ii) Side tubes can be used to shape-lock previous actuation, allowing steering

of the tip only and formation of compound curves. Modified from Greer et al. (2020), Do et al. (2020) © IEEE 2020, and Wang et al. (2020) © IEEE 2020.
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FIGURE 5 | Five locations for mounting sensors and tools around the body of an everting vine robot: (A) at the tip, (B) fixed to the wall, (C) inside the pressurized

area, (D) fixed to the tail, and (E) inside the tail. Modified from Hawkes et al. (2017). Reprinted with permission from AAAS. Modified from Greer et al. (2019). The

publisher for this copyrighted material is Mary Ann Liebert, Inc. publishers. Modified from Coad et al. (2020a) © IEEE 2020, Luong et al. (2019) © IEEE 2019, Stroppa

et al. (2020) © IEEE 2020, Jeong et al. (2020), Coad et al. (2020b) © IEEE 2020, Agharese et al. (2018) © IEEE 2018, Blumenschein et al. (2018a) © IEEE 2018, Gan

et al. (2020) © IEEE 2020, Do et al. (2020) © IEEE 2020, and Naclerio et al. (2018) © IEEE 2018.

when choosing a mounting location include: how and where
sensors and tools need to interact with the environment and
how placement will encumber the movement of the everting
vine robot.

3.4.1. At the Tip
Because the tip of an everting vine robot is often the first point to
enter a new space, this is an important area to mount sensors and
tools that interact with the environment (Figure 5A). Sensors
mounted at the robot tip, such as a camera (Hawkes et al., 2017;
Greer et al., 2019; Luong et al., 2019; Coad et al., 2020a), can
be used to sense properties of the environment and to provide
feedback of the robot state during navigation and exploration.
Meanwhile, tip-mounted tools, such as a gripper (Jeong et al.,

2020; Stroppa et al., 2020), enable environment interactions, such
as picking up objects and pulling on the environment.

Mounting to the robot tip is challenging, since the specific
section of robot body material at the tip continually changes
during eversion and inversion. Thus, a tip mount must move
relative to the robot body material, not merely be adhered to
the material. Jeong et al. (2020) analyzed the various tip mount
designs that have been developed and defined design principles
for successful tip mounts. The methods by which sensors and
tools have been attached to the tip include: cables inside the tail
(Mishima et al., 2006; Hawkes et al., 2017; Greer et al., 2019),
friction with the wall (Coad et al., 2020a), magnets (Luong et al.,
2019; Stroppa et al., 2020), and rolling interlocks (Jeong et al.,
2020). Many of these tip mount designs use parts both outside
the robot body and inside the pressurized area at the robot tip
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to stay attached. Wire management is also a challenge because
wires must move relative to the robot’s body. Luong et al. (2019)
showed a wireless tip mount, but previous solutions to manage
wired connections have consisted of wires inside the robot tail
(Hawkes et al., 2017; Greer et al., 2019) and external wires with a
self-sealing zipper pocket to avoid snagging on the environment
(Coad et al., 2020a). Mounting at the tip involves a tradeoff
between reliable attachment and encumbrance of the everting
vine robot’s natural ability move through confined spaces. The
sensors, tools, andmounting methods can also add large or heavy
elements at the robot tip, limiting the everting vine robot’s ability
to support its own weight, pass through small apertures, and
move relative to the environment without friction.

3.4.2. Fixed to the Wall
Another method to directly place sensors and tools in contact
with the environment is fixing them to the robot body wall
(Figure 5B). This location is well-suited for mounting items that
are deployed during growth or that need to interact with the
environment along the entire length of the robot body, although
anything mounted must be flexible enough or small enough to be
everted and inverted along with the robot body material. While
this location can be useful for some sensing applications, many
of the demonstrated designs have mounted non-traditional robot
payloads to the robot body wall. Adhesive patches attached to
the outside of the body can be used to grip the environment, in
one case to provide additional support when climbing vertically
(Hawkes et al., 2017) and in another to takes samples of the
environment (Coad et al., 2020b). Items attached to the body can
also be deployed and shaped by the robot. Agharese et al. (2018)
shows deployment of soft haptic actuators, and Blumenschein
et al. (2018a) and Gan et al. (2020) show deploying and shaping
segmented antenna pieces in order to form functional devices.

3.4.3. Inside the Pressurized Area
Items that do not need to interact physically with the
environment can be mounted inside the pressurized area of the
robot body (Figure 5C). The structure of the robot body acts as
a pathway which can be traveled independent of the growth of
the robot and without contacting the environment. The physical
separation from the environment means mounting inside the
pressurized area is best suited for sensors and tools used to
interact with the robot body itself, or those that can interact
with the environment in a non-contact fashion. This mounting
location was used in Coad et al. (2020b) to attach the retraction
device (section 3.2.2), which applies force to the robot tail to
retract the robot body after growth. Similarly, Do et al. (2020)
demonstrated a motorized carriage device moving internal to the
robot to carry an electromagnet. Wired transmission of power
from the base helps reduce device weight. As with wires passed
to tip mounts, these wires must span a changing length as the
device moves along the robot. so the wires should be managed to
keep them taut while reeling them in or out as needed. Mounting
inside the pressurized area does not require an active carriage
device, as friction with the tail can passively keep devices at the tip
during growth. Watson and Morimoto (2020) used this method

to keep a ring magnet at the tip of a millimeter-scale everting vine
robot for tip-localization.

3.4.4. Fixed to the Tail
Due to eversion, the robot tail moves at twice the speed that
the robot tip moves relative to the base. Mounting sensors and
tools to the robot’s tail is therefore a useful way to transport
items between the robot base and the tip, using the growth and
retraction of the robot itself (Figure 5D). Items fixed to the inside
of the tail can contact the environment once that portion of
the tail reaches the robot tip; rather than becoming part of the
wall, the items may be deployed into the environment or reach
the tip at the fully grown robot length. Hawkes et al. (2017)
used this mounting location to demonstrate delivery of items
from the robot base to the robot tip during growth through
difficult environments. A sensor packaged safely inside the tail
was protected from environmental hazards until the very end of
growth when it was deployed out into the environment, and a
wire was tied to the robot tail and pulled through the inside of
the robot body, easily routing the wire through a confined space.
Themain disadvantage of this mounting location is that the robot
length when the payloads will reach the tip is fixed at the time of
manufacture. Either the desired final robot lengthmust be known
before launching the robot or it must be determined through trial
and error.

3.4.5. Inside the Tail
To overcome the disadvantages of fixing payloads to the tail,
sensors and tools can be mounted inside, but not fixed to, the
robot tail (Figure 5E). Using this mounting location, items can
be passed from the base to the tip such that some part of them
stays continually at the tip during growth and retraction. As
mentioned in the previous subsection, the robot tail and the robot
tip move at different speeds relative to the base, so the payload
must slide within the robot tail to remain at a desired location.
If the everting vine robot material is not stored on a reel, this
can be achieved by leaving the end of the tail partially unsealed
so that items can pass from outside the base through the tail.
However, the internal pressure used to grow the robot will cause
the tail to naturally squeeze anything inside it, so some way to
balance the pressure, like sending a steady stream of air through
the tail, is needed to allow sliding of items inside the tail. Hawkes
et al. (2017) used this mounting location to pass a tool through
the robot body from base to tip in a demonstration of a medical
procedure, while, Naclerio et al. (2018) passed a tube through the
tail to the robot tip to send compressed air to fluidize a granular
environment and allow the robot to grow through it with ease.
While mounting inside the tail is good for passing items through
the robot body to the outside of the robot tip, also storing the
robot body material on a reel in the base is impossible, because
of the need for relative movement between the tail material and
the items inside the tail. This provides incentive to find other
methods of storing the robot body material compactly when not
in use. Additionally, maintaining the appropriate relative speed
of movement between the tail material and the items inside such
that part of the items remains at the tip is challenging. The
items inside the tail need to be pulled toward the base during
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growth and pushed away from the base during retraction (not
yet demonstrated in the literature).

4. MODELING

As with many soft robots, everting vine robots present specific
challenges for modeling, and even more so because growth is
such a unique form of movement. As a result, models for growth
and steering of everting vine robots draw inspiration from a
variety of sources, including models of other soft robotic systems
and models of naturally occurring growth and steering. Even
though the method of growth through eversion is unlike many
natural systems, the mathematics of biological growth as seen
in the literature (Goriely, 2017) has a close link to the models
of growth that describe everting vine robots, and the principles
that describe how a plant shapes itself, for example, how a
cucumber tendril forms a helix (Gerbode et al., 2012), closely
relate to the understanding of how differential shortening allows
everting vine robots to form similar shapes (Blumenschein et al.,
2018b). Section 4.1 outlines the quasi-static analyses conducted
to generate models of growth (Figure 6), as well as bending
and buckling due to growth into obstacles and due to retraction
(Figure 7). Section 4.2 describes the kinematic and force-balance

modeling employed to predict robot shape due to both active and
passive steering (Figure 8).

4.1. Modeling of Growth
An important portion of everting vine robot modeling has
focused on understanding everting vine robot growth and
retraction, including the forces at play due to interaction with
the environment. Thus far, these models have all been limited to
quasi-static analyses, i.e., those that neglect dynamics. Many of
the analyzed movements were slow enough that dynamics could
be discounted, but faster growth movements have also shown
negligible inertial effects.

Blumenschein et al. (2017) showed a quasi-static model for
growth via pressure-driven tip eversion based on an equilibrium

force balance (Figure 6). The model equates the driving force,

i.e., the internal pressure multiplied by the tip area, to internal

losses. The losses break down into two categories: losses

associated with transporting material from the base to the tip,

and losses associated with everting new material at the tip.

Material transport is dominated by the frictional interaction of
the everting vine robot material with itself, due to the weight
of the tail material (Figure 6D), and the tension of the inner
material being pulled around curves (i.e., the capstan equation,

F fr  = wL

R

PA = Ce  + Fy

8.7 cm

10.4 cm

14.9 cm

Radius (R):

P =    Fy

1.3 cm

2.4 cm

4.0 cm

Radius (r):

A B

C

D

FIGURE 6 | Quasi-static modeling of everting vine robot growth. Model relates the driving force (internal pressure times tip cross-sectional area) to the losses due to

the robot state, including (A) static yield force (i.e., driving force required to begin growth), (B) viscoplastic loss due to everting material, (C) exponential friction for

moving tail material around curves in path, and (D) linear friction as a function of length/weight of tail material being transported. Modified from Blumenschein et al.

(2017). Reprinted with permission from Springer Nature.
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FIGURE 7 | Quasi-static modeling of everting vine robot bending and buckling during growth into obstacles, as well as retraction. (A) Modeling of bending and

buckling based on environment interaction allows prediction of the pressure required to passively deform through an environment during growth. (B) Modeling of

bending and buckling based on retraction forces allows prediction of when the robot will invert successfully. Modified from Haggerty et al. (2019) © IEEE 2019 and

Coad et al. (2020b) © IEEE 2020.

see Lubarda, 2014) (Figure 6C). At the tip, Hawkes et al. (2017)
show experimentally that eversion losses closely match the
viscoplastic behavior of other pressure-driven growing systems
(Figures 6A,B), like the expansion of plant cells (Green et al.,
1971) or deployment of invertebrate proboscises (Zuckerkandl,
1950), with a yield force (i.e., a minimum driving force to begin
growth) and a viscous damping as a function of growth speed,
with negligible inertial effects. This model allows the user to
predict whether growth will occur, and at what speed, given the
pressure and robot geometry.

Naclerio et al. (2018) and Haggerty et al. (2019) expand on
this model by adding the effects of external forces from the
environment. In Naclerio et al. (2018), the model was specifically

adjusted to account for the resistive forces of the sand on growth
during burrowing. Haggerty et al. (2019) focused more broadly
on the environmental interaction forces that passively steer an
everting vine robot while navigating a cluttered environment
through self-buckling or self-bending (section 3.3.5). Simple
geometric and pressure dependent models predict bending and
buckling for everting vine robots (Figure 7A), largely informed
by existing bending and buckling models for inflated beams
(Comer and Levy, 1963; Fichter, 1966; Le-van and Wielgosz,
2005). Godaba et al. (2019) further considered the buckling and
bending loads to determine payload capabilities, and Putzu et al.
(2018) looked into the relationship between force applied to the
robot tip in compression and the robot’s growth speed.
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Single Curvature

Helical actuation

Compound Curvature

Simultaneous actuation

Growth, then actuation

Steered Growth

Desired PoseObstacles

Passive Growth

A

B

FIGURE 8 | Kinematic and force-balance modeling of everting vine robot shape/steering. (A) Modeling of robot shape in free space has included kinematic models

based on constant curvature and piecewise constant curvature sections, some of which also consider forces, as well as kinematic models based on helical and

piecewise helical actuator routings. (B) Modeling of robot shape during environment interaction has developed heuristics for both passively and actively steered

growth based on kinematics and force-balance models. Modified from Greer et al. (2019). The publisher for this copyrighted material is Mary Ann Liebert, Inc.

publishers. Modified from Wang et al. (2020) © IEEE 2020, Blumenschein et al. (2018b) © IEEE 2018, Greer et al. (2018), Blumenschein et al. (2020) © IEEE 2018,

and Selvaggio et al. (2020) © IEEE 2020.

Frontiers in Robotics and AI | www.frontiersin.org 14 November 2020 | Volume 7 | Article 548266

https://www.frontiersin.org/journals/robotics-and-AI
https://www.frontiersin.org
https://www.frontiersin.org/journals/robotics-and-AI#articles


Blumenschein et al. Review of Everting Vine Robots

These bending and buckling behaviors can also occur due
to forces applied during retraction (section 3.2.2). Coad et al.
(2020b) described the critical points for inversion-based buckling
as a function of curvature, length, and internal pressure
(Figure 7B). The same length-independent yield force that must
be overcome to begin eversion is also required to begin inversion,
while the forces required to bend and buckle the robot body
decrease with increasing length. This means that regardless of
robot curvature and internal pressure, above a certain length, the
robot body will always bend or buckle instead of inverting.

4.2. Modeling of Steering
Kinematic and force-balance models have been employed to
calculate the robot shape both due to actuators and due to
obstacle interaction. These models are highlighted in Figure 8.

Early models for everting vine robot steering were inspired by
constant curvaturemodels used for flexible-backbone continuum
robots (Webster and Jones, 2010). In Greer et al. (2017),
constant curvature kinematics are used to define the 3D shape
of a flexible, thin-walled inflated backbone, without eversion,
steered by distributed strain actuators (Figure 8A). This model
incorporates a force balance, taking into account the backbone
and actuator stiffnesses due to pressure. Greer et al. (2019)
then incorporates the effects of the changing body length
when growing. While these effects are mainly accounted for
using control strategies (section 5.1.2), it is noted that the
change in body length also causes a reduction in the frequency
response of the actuators as they increase in length, due to
the fluidic resistance of sPAMs (section 3.3.1). Greer et al.
(2019) also showed that the mapping between internal actuator
pressures and instantaneous tip displacements is fairly consistent
throughout the robot’s workspace. This allowed Coad et al.
(2020a) to develop a simplified kinematic model assuming
a linear relationship between change in actuator pressure
and instantaneous tip displacement. This model commands
instantaneous tip displacements, instead of absolute tip positions.

Adding shape-locking (section 3.3.6) to a robot with constant
curvature actuation allows for the creation of complex compound
curvatures, but this requires a modification of the constant
curvature models as a result. Wang et al. (2020) developed a
steering model to determine the tip position of a shape-locking
everting vine robot (Figure 8B). This method of shape-locking
causes the more proximal sections to be held in place while
the most distal section, past the end of the locking bodies, can
actuate into a constant curvature shape. The full robot shape
is a compound curve made of constant curvature segments. As
the locking bodies grow or retract along the robot, new static
segments are added or removed from the curve, and the tip
position can be reconstructed by taking the kinematics of each
curved segment in order.

These constant curvature models only apply to actuators
mounted parallel to the backbone, i.e., parallel to the growing
direction of the everting vine robot. Blumenschein et al. (2018b)
expanded these steering models to actuators attached to the
everting vine robot body in a helix (Figure 8A). The developed
closed-form kinematics for helical actuators relate the 3D
actuator shape to the 3D deformed robot shape based only on

geometry. To model the kinematics of general actuator shapes
on everting vine robots, Blumenschein et al. (2020) took this
helical kinematics model and approximated general paths as
piecewise helical. This approximation accurately predicts the
actuated shapes resulting from generally shaped actuators. The
kinematic modeling was also used to design the actuation to
achieve a desired path, like a self-knotting everting vine robot
(Figure 8A).

Steering can also result from obstacle interactions. A model
presented in Greer et al. (2018) developed a simple kinematic
heuristic for a straight (unactuated) everting vine robot as it
grows into an obstacle in 2D: the tip will slide along the
obstacle in a direction determined by the initial contact angle,
and the robot will bend at the previous contact with the
environment (Figure 8B). Given an environment including some
set of obstacles, this model predicts the robot’s path based entirely
on the obstacle locations and initial robot state, keeping track of
obstacle contact points on the everting vine robot. In Greer et al.
(2020), a slight modification of the obstacle interaction model
was used to account for preformed turns as well, and this model
was used to plan 2D paths through environments with known
obstacles (section 5.3).

Active steering and obstacle interaction models can be
combined to model controlled everting vine robots moving
through obstacle-filled environments. Selvaggio et al. (2020)
shows a piecewise formulation to calculate the robot shape during
environment contact in 2D. The free length of the robot body
(i.e., the section not constrained by the environment) takes
on a constant curvature shape determined by the pressures in
the actuators, while the constrained length of the robot body
is shaped based on the obstacle contact locations (Figure 8B).
A point-loaded cantilever inflated beam model determines the
deflection and moment of the constrained section of the body.
This model can similarly be used for planning (section 5.3).

5. CONTROL AND PLANNING

The unique properties and mechanisms of everting vine robot
movement provide new opportunities and challenges for robot
control and planning, both teleoperated and autonomous.
Considerations include what behaviors can be planned and how
to bring a human operator into the control loop. The main
everting vine robot control and planning topics studied thus
far have been (1) robot-level control of growth, retraction,
and steering, (2) interface design to allow human operators to
teleoperate everting vine robots, and (3) planning methods that
consider obstacle interaction models of everting vine robots.

5.1. Robot-Level Control
Robot-level control strategies are concerned with controlling the
fundamental movements of the everting vine robot. Since growth
and steering are generally actuated independently, the control
strategies are handled separately as well. Even when steering is
coupled to growth, the control of steering is separate and reactive
to growth. Control schemes that have been demonstrated in the
literature are diagrammed in Figure 9.
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FIGURE 9 | Control schemes for the growth/retraction and the steering degrees of freedom of robot tip movement. (Top) Control of growth and retraction speed is

achieved by balancing internal pressure with motor inputs to maintain the proper level of tension in the tail. (Bottom) Steering control is achieved by mapping desired

tip displacements to pressures in steering actuators.

5.1.1. Growth and Retraction Control
Due to the variability of length scales of everting vine robots,
growth and retraction have been speed controlled. Accurate
control of the robot’s length relies on being able to apply forces
that both lengthen and shorten the robot. Since internal pressure
can only drive growth, an antagonistic actuator, like a motor
attached to the tail, is needed to have full control. Using the
antagonistic combination of pressure to drive growth and motor
to resist growth, speed control has been achieved for limited
length change (Greer et al., 2019) and arbitrary length change
(Luong et al., 2019; Coad et al., 2020a) robots.

The exact implementation of growth control differs between

these systems. Luong et al. (2019) used a continuously-running

pump with a relief valve to maintain a constant pressure

(20 kPa), while growth and retraction speed were controlled
via commands sent to a stepper motor. Care was needed

to ensure that the stepper motor did not introduce slack if
obstacles or steering slowed the robot. Coad et al. (2020a)
used a backdrivable DC motor with an encoder and a closed-
loop pressure regulator to make growth speed control robust
to these disturbances without sensing the true growth speed.
By setting the motor to only resist growth and allowing the
pressure to backdrive the motor up to the desired speed,

the speed could be controlled without allowing slack in
the tail.

While retraction can be accomplished with the architecture
described above, controlled retraction has been implemented
with the addition of a retraction device (Coad et al., 2020b)
as discussed in section 3.2. With this device, the motor inputs
of the base motor and the retraction device motor(s) must be
synchronized and their combination must balance the internal
pressure. Jeong et al. (2020) presented an implementation of
growth and retraction control using a retraction device without
an encoder. The retraction device motors determined the speed
of growth or retraction, while the base motor applied the forces
necessary to maintain material tension and reel material slack as
it developed.

5.1.2. Steering Control
Unlike growth and retraction control, steering control methods
are dependent on the actuation method used. This section
only discusses steering control when in free space; the steering
behavior of everting vine robots under environmental contact is
treated as a planning problem instead.

Control for tip-localized strain actuation (section 3.3.3) was
demonstrated in Hawkes et al. (2017). Since steering could only
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occur at discrete points when the robot grew, bang-bang control
was used, where the next command–left, right, or straight–was
queued according to the target location relative to the tip. This
method could stably control the everting vine robot heading as
long as the growth speed was sufficiently slow, since actuation
inputs occurred at discrete intervals and resulted in irreversible
shape change of the body.

Control of reversible steering was first demonstrated in Greer
et al. (2017, 2019) with an everting vine robot using distributed
strain actuation. Since steering is completely decoupled from
growth and retraction, instantaneous movement of the robot
tip in any direction is possible. For autonomous control, tip
motion from steering was commanded with a visual servo control
law to keep tracked features centered in the field of view. Even
though an image-space Jacobian could be derived based on
constant curvature models (section 4.2), the control instead used
model-free approaches and calibrated an image-space Jacobian
approximation during startup. The Jacobian translated actuator
pressures to image-space displacements. The camera could spin
relative to the robot, so an IMU attached to the camera was used
to estimate the relative rotation of the tip camera and update
the Jacobian.

Coad et al. (2020a) also demonstrated steering control for

distributed strain actuators, using a simplified kinematic model

of the robot instead of a model-free image-space Jacobian, and

for the purposes of teleoperation. This method controlled the

robot body at relatively long lengths (7.5–10 m) for the first time,

demonstrating that constant curvature assumptions break down
at long length. Only the most distal meter long section of the
robot body achieves a consistent curvature, so past that length,
the kinematics can be considered approximately independent
of length. Since human-in-the-loop teleoperation was used to
provide reference inputs instead of feedback from a tip camera,
the steering control was open-loop and based on the inverse
kinematics. This steering control method was also modified to be
used with concentrated strain actuation in Stroppa et al. (2020)
and was demonstrated with retraction in Jeong et al. (2020), and
model-based control using beam bending models was shown in
Ataka et al. (2020).

5.2. Input Modalities
Input modalities refer to the methods used to provide reference
commands to the robot (Figure 10). Everting vine robots can be
fully or semi-autonomous, relying only on high-level commands
from operators and feedback from sensing within their control
loop, or they can be directly teleoperated, taking low-level
commands from a human operator.

5.2.1. Full and Shared Autonomy
Full and shared autonomy was demonstrated in Greer et al.
(2017, 2019) and Hawkes et al. (2017), using a camera and
video processing to track image features that are selected by the
operator (Figure 10). Full autonomy is possible in cases where
the tracked image feature is constant and always in view, allowing
the everting vine robot to navigate toward a light in Hawkes et al.

FIGURE 10 | Input modalities for everting vine robot control on the spectrum from full autonomy to direct teleoperation. (Left) Full autonomy has been demonstrated

for simple tasks, such as following a continuously visible stimulus in the robot’s field of view. (Middle) Shared autonomy has used a point-and-click interface for the

human operator to direct the robot toward a set of waypoints in its camera view. (Right) Direct teleoperation has used both off-the-shelf and custom-designed

interfaces that are held or worn and used to complete navigation and pick-and-place tasks. Modified from Hawkes et al. (2017). Reprinted with permission from

AAAS. Modified from Greer et al. (2019). The publisher for this copyrighted material is Mary Ann Liebert, Inc. publishers. Modified from Greer et al. (2017) © IEEE

2017, El-Hussieny et al. (2018) © IEEE 2018, and Stroppa et al. (2020) © IEEE 2020.
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(2017) or to follow a person’s hand in Greer et al. (2017). When
different features need to be tracked over time, either due to
changing goals or because the end goal is not in sight, humans can
provide updates to the target object in a shared autonomy setup.
Shared autonomy was shown in Greer et al. (2017) to switch
targets in a sequence, and in Greer et al. (2019) to navigate toward
a target hidden behind an obstacle in the workspace.

5.2.2. Direct Teleoperation
A variety of devices have been used to provide inputs for direct
teleoperation, including off-the-shelf input devices and custom-
designed interfaces. Since growth is a degree of control not
found in many robots, a key early consideration for interface
design was the intuitiveness of the control. El-Hussieny et al.
(2018) conducted a user study of teleoperation using a simulated
everting vine robot with first-person view as though from a
camera at the robot tip (Figure 10). Three off-the-shelf input
devices (keyboard, joystick, and Phantom Omni) were compared
to a novel flexible joystick. Overall, the novel flexible joystick
outperformed the other input devices on all measured metrics
and was found to have the lowest self-rated mental workload.
A similar flexible joystick was used in Coad et al. (2020a)
for teleoperation of an everting vine robot within a previously
unexplored rocky tunnel in an archaeological site. Joystick
displacements were mapped to robot tip displacements and the
growth speed of the robot was input using a sliding potentiometer
embedded in the joystick. The human operator received feedback
of the robot tip position by viewing images from a camera at
the robot tip. A different interface for direct teleoperation of
everting vine robots was demonstrated in Stroppa et al. (2020) for
a pick-and-place task (Figure 10). This interface used a motion
capture system with markers placed on the human operator’s
chest and arm, tracking the operator’s gestures to control the
growth, retraction, and steering of the robot, while the human
operator viewed the entire robot body and its environment via
direct line of sight. In a user study, participants teleoperated
the everting vine robot to successfully transfer a cube from one
platform to another in 95% of trials.

5.3. Planning
Everting vine robots interact with their environment in ways
desirable for navigation, creating opportunities for planning
methods that are unique to these types of robots. Thus far,
the literature has focused on defining and using heuristics for
everting vine robot interaction with a known, rigid environment.
These planning methods demonstrate that designs that use
environmental contact have a higher probability of reaching
a target in the face of actuation uncertainty, and that the
dexterous range of everting vine robots can be increased by
contacting the environment. The planning methods that have
been demonstrated in the literature for everting vine robots are
shown in Figure 11.

Greer et al. (2020) used the obstacle interaction heuristics
for an everting vine robot with preformed steering to develop
a planning method for choosing the initial robot shape, i.e., the
pinch locations and pinch angles (section 3.3.4). The planning
method maximized the probability of reaching a desired target

given noise in the design parameters. This planning method
uses the certainty of the robot tip position when contacting
obstacles to counteract the uncertainty in manufacturing the
preformed everting vine robot, as well as offloading some
of the manipulation of the robot shape to the environment,
reducing the required actuation. To find a plan, a sequence of
waypoints overlaid on the known map and linking the start
and end while requiring the minimal amount of preformed
actuation were identified. Then, from the possible designs, the
one that maximizes the probability of reaching each waypoint
was selected.

Selvaggio et al. (2020) presents a similar planningmethod with
the addition of active steering. A slightly different model (detailed
in section 4.2) is used to describe the obstacle interaction of these
robots. This model can calculate the reachable workspace of the
robot tip as a function of a sequence of obstacle interactions;
the more obstacles that can be used to manipulate the robot’s
path, the greater the possible range of approach angles of a target
location. For a desired approach angle, the planning problem
iterates through all possible permutations of obstacle contact
states to find the sequence of obstacle contacts that minimize the
orientation error at the target.

6. APPLICATIONS

While the work discussed in previous sections has investigated
methods to understand and expand the capabilities of
everting vine robots, here we discuss the previously explored
applications for these systems, including the benefits
and challenges of using everting vine robots for a given
application. Figure 12 shows three main application areas of
everting vine robots: deploying and reconfiguring structures,
navigating constrained environments, and applying forces on
the environment.

6.1. Deploying and Reconfiguring
Structures
Because everting vine robots create structures as they
grow, one area of application has been to create
deployable and reconfigurable structures. As discussed in
section 3.4.2, sensors and tools can be fixed to the wall
of an everting vine robot, allowing controlled deployment
and reconfiguration during the growth and steering of
the body. In these applications, the shape change of
the robot body allows the deployed item to achieve its
desired function.

Agharese et al. (2018) designed an everting vine robot to
create a deployable wearable haptic device. Haptic devices
that modify their surface area are easier to don and doff
and can create variable contact depending on the situation.
This system begins in a wrist form factor and grows to
cover the lower arm, deploying soft pneumatic haptic actuators
(Raitor et al., 2017) that provide direction and intensity cues
to the wearer. Structure “programability” also allowed for
the development of deployable and reconfigurable antennas.
In Blumenschein et al. (2018a), copper strips were attached
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FIGURE 11 | Planning methods for (left) a preformed everting vine robot made of inextensible plastic and (right) an everting vine robot steered with distributed strain

actuators and made of extensible fabric. The planning methods leverage heuristics about robot shape and environment interaction to minimize actuation input or

orientation error while reaching a target position. Modified from Greer et al. (2020) and Selvaggio et al. (2020) © IEEE 2020.

to the robot body wall in an overlapping fashion to form
a monopole antenna. As the robot grew and retracted it
changed the length of the deployed monopole antenna.
Deployment of more complex antenna shapes was shown in
Gan et al. (2020), where a handedness-reconfiguring helical
antenna was deployed. Other applications that rely on creation
of deployable and reconfigurable structures could include
deployment of structures in space and the formation of
structural metamaterials.

6.2. Navigating Constrained Environments
Everting vine robots are well-suited for navigation of constrained
environments, especially in situations where non-destructive
sensing of the environment and/or delivery of items is needed.
The requirements of these applications vary; the goal may be to
reach and inspect a particular target with the robot tip, or the
robot body itself may be used as a conduit to transport items from
its proximal to distal ends, though there is often the additional
goal of minimizing the force applied to the environment.
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FIGURE 12 | Everting vine robot applications organized by the function of the robot in the application, including (top left) deploying and reconfiguring structures,

(bottom left) navigating constrained environments without damaging the environment or the robot, and (top right) applying forces to the environment through

squeezing, pushing, pulling, or expanding. (Bottom right) Some applications, such as burrowing, incorporate multiple functions. Modified from Hawkes et al. (2017).

Reprinted with permission from AAAS. Modified from Blumenschein et al. (2018a) © IEEE 2018, Gan et al. (2020) © IEEE 2020, Agharese et al. (2018) © IEEE 2018,

Blumenschein et al. (2018b) © IEEE 2018, Greer et al. (2017) © IEEE 2017, Jeong et al. (2020), Naclerio et al. (2018) © IEEE 2018, Coad et al. (2020a) © IEEE 2020,

Slade et al. (2017) © IEEE 2017, and Luong et al. (2019) © IEEE 2019.

Coad et al. (2020a) reported on the first field deployment of
an everting vine robot system in an archaeology application. A
portable everting vine robot system was developed that could

deliver a camera to collect video inside spaces in an archaeological

site that are too small for a human to enter. Due to its ability
to navigate tortuous paths, traverse rock blockages, and support
its own body through vertical shafts, the everting vine robot
was able to collect video in areas previously unobserved by the
archaeology team. A similar application area was proposed in
Luong et al. (2019), using a water-filled everting vine robot to
non-destructively monitor underwater ecosystems. In the field of

medicine, preliminary demonstrations have shown the ability of
everting vine robots to navigate tortuous paths similar to those
encountered inside the human body, with minimal force applied
to the environment compared to standard catheters and other
medical tools pushed from the base (Slade et al., 2017). Continued
work on mounting items at the robot tip without encumbering
the robot’s navigation ability will enable new capabilities for these

types of applications.
In addition to navigating constrained environments through

existing paths, everting vine robots can be grown to create a path

where no natural pathway already exists. Naclerio et al. (2018)
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investigated this problem via the development of an everting vine
robot capable of burrowing through sand. To adapt the everting
vine robot for burrowing, an air line internal to the tail was added
to allow for granular fluidization, after which the everting vine
robot grew into the sand, using its internal pressure to apply
outward forces on the sand to keep its body from being crushed.
This combines the navigation and force application abilities of
everting vine robots, and it could allow for soil monitoring,
non-invasive underground installation, and root-like foundation
structures. Another related work (Ozkan-Aydin et al., 2019)
showed the benefits of oscillating the everting vine robot tip
during navigation of an environment containing both free space
and rigid obstacles, similar to how plant roots oscillate their tips
when burrowing through soil. This result has also been seen in
other growing robotmechanisms (Del Dottore et al., 2017). These
designs demonstrate an interesting application of everting vine
robots and plant inspired robots in general: as model systems
for understanding bio-physical behaviors of plants, similar to
how animal inspired robots have been used to better understand
animal biophysics (Libby et al., 2012; Li et al., 2013).

6.3. Applying Forces
Several potential everting vine robot applications center around
applying force on the environment. For example, the natural
compliance of an everting vine robot body makes it potentially
safe for manipulation around humans. Everting vine robots may
be especially useful in environments where a combination of the
ability to navigate confined spaces and the ability to apply forces
to the environment is needed, such as turning a valve in a disaster
scenario (Hawkes et al., 2017).

Moving payloads attached to the robot tip often relies on
having sufficient stiffness to resist bending and buckling loads
on the everting vine robot body, which depends on the internal
pressure and the length of the robot. Because everting vine
robots are hollow and filled with fluid, their critical bending
and buckling loads tend to be lower than those of traditional
robots (section 4.1). Greer et al. (2017) and Stroppa et al.
(2020) demonstrated that forces applied using transverse and
compressive loading on the everting vine robot body are
sufficient to move lightweight objects (200 g) around the robot’s
3D workspace, and there is ongoing work on methods to control
stiffness (section 3.3.6), which will increase the weight-bearing
capacity of everting vine robots to allow the extension to more
manipulation tasks.

The use of inextensible materials in many everting vine robots
means that, while they tend to be much weaker than traditional
robots in compression, they can be strong in tension, and this
strength is not dependent on the robot length. Jeong et al. (2020)
demonstrated that, with the addition of a tip mount to pull on
the environment, everting vine robots can support up to 7 kg
of weight and lift up to 2.5 kg in tension, only limited by the
strength of the tip mount materials and the tip-mount motors.
In a similar application, everting vine robots were used as tensile
linear actuators (Abrar et al., 2019).

Finally, everting vine robots can apply forces through the
everted body more efficiently than through the everting tip.
Pressure has an impressive ability to produce high forces when

multiplied by a large area, so, by directly using the internal
pressure to apply forces, Hawkes et al. (2017) demonstrated
a pneumatic jack capable of growing into a small gap and
then lifting over 75 kg, with increasing force capability as the
robot grew. Nakamura and Tsukagoshi (2018) applied this lifting
capability to design a tool that gently lifts and turns people in
bed. Wrapping around objects to grasp them is another common
continuum robot behavior that everting vine robots can achieve.
Preliminary work on this concept was presented in Blumenschein
et al. (2018b), which demonstrates helical grasping.

7. CONCLUSION

Everting vine robots are characterized by their ability to achieve
growth through pressure-driven eversion. Within this category
are a variety of designs, modeling techniques, control and
planning strategies, and application areas. In this review, we
summarized and organized much of the recent work on everting
vine robots. We highlighted the relative benefits and deficits of
everting vine robot design components, from material choice
to actuation strategy to sensor and tool delivery method. We
also showed the uses for and limitations of existing modeling
and control strategies, and we explained application areas by the
features of everting vine robots that facilitate them.

With the previous work in everting vine robots in mind, there
are a number of open questions in each of the areas discussed.
Everting vine robot functionality could be increased through
design methods. The majority of everting vine robot materials
have been tested at the same scale, so investigation of how
these materials function within everting vine robots at much
smaller and larger scales is needed. Because the materials are
relatively cheap, future exploration of manufacturing methods
for mass production of everting vine robots could support the
development of vine robot swarms andmulti-robot coordination.
Within actuation design, future work should include expanding
methods for creating complex curves and 3D shapes and
investigating actuation strategies to facilitate force control in
addition to position control. However, the most pressing area
of future research in design is the need to develop methods for
attachment of sensors and tools that do not encumber everting
vine robots’ ability to move through constrained environments
and squeeze through gaps smaller than their body cross-section,
since these beneficial behaviors are currently difficult to achieve
with many of the existing tip mounts described in section 3.4.1.

The biggest gap in modeling for everting vine robots
is understanding their dynamic responses and behaviors. A
dynamic model could expand the capabilities of everting
vine robots, allowing for faster movement and greater force
application. Initial work in modeling dynamics for everting vine
robots has been completed in simulation (El-Hussieny et al.,
2019). Part of developing dynamic models that account for
environment interaction involves incorporating more accurate
kinematicmodels for the robots. Continuummodels like Kirchoff
and Cosserat rod models have been applied successfully to many
systems with similar thin flexible form factors in robotics and
in graphics (Bergou et al., 2008; Gazzola et al., 2018; Zhang
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et al., 2019), so adapting these models for everting vine robots
is an interesting area of future research. As we continue to
use everting vine robots in constrained environments, another
area of research in modeling is expanding obstacle interaction
models to include compliant obstacles, especially since compliant
environments are often the type that require delicate interaction.

Future steps within control and planning should focus on
two goals: increasing the ease and functionality of teleoperating
everting vine robots, and investigating shared or full autonomy
for behaviors that are difficult to achieve under teleoperation. For
teleoperation, better robot-level control should be investigated
by integrating accurate model-based control methods. In
autonomous control, everting vine robot behaviors could be
greatly expanded by creating control and planning methods
of the body shape and the applied forces. These autonomous
behaviors could take inspiration from the tropisms and control
strategies seen in natural growth. In all these cases, new sensors
that can be incorporated in everting vine robots are needed
to sense shape, orientation, or interaction force of the robot,
or to measure additional properties of the environment. These
sensors may be located at the tip, distributed along the length,
or actively re-positioned along the robot. For incorporating these
sensors for teleoperation, future studies should look at what
sensing modalities and displays give users the best sense of
situational awareness. New human interfaces will be needed to
allow operators to easily and quickly command more complex,
high-level everting vine robot behaviors in teleoperated or
shared control.

Lastly, there are many exciting application to explore in
the future, many of which can be built based on existing
ones. In navigating constrained environments, animal burrows
are a well-suited environment to explore using everting vine
robots. These burrows are difficult to navigate with existing
technology, and everting vine robots could provide a tool to
conduct minimally-intrusive population surveying of various
species, as well as to gather information on the structures
and climates of these underground environments. Everting vine
robots have also shown promise in creating or augmenting
medical devices (Saxena et al., 2020). Many medical procedures,
like colonoscopy and endoscopy, require moving medical devices
along existing pathways in the human body, and using everting
vine robots could cause reductions in procedure time and
reductions in unintended forces applied to the body. Everting
vine robots also show great potential in creating tools to aid
in search and rescue, due to their ability to move through
constrained environments and carry sensors and other payloads.

Many other potential applications build into new areas. A
growing manipulator, for example, would be able to navigate
cluttered human environments while keeping a minimal form
factor and then apply forces to pick up or move objects
in the environment. Future work for application of everting
vine robots will also look at incorporating more actuation
and control technologies to yield new behaviors. For example,
robot applications that combine navigation of constrained
environments and force application through manipulation may
require on-demand change of everting vine robot properties to
allow low-force application during navigation and high force
application during manipulation.

Everting vine robots are a technology still in their infancy.
Yet, despite the relatively short time, diverse and interesting
applications have been unlocked by their unique abilities.
There remain many more questions to understand about their
governing physics and how their behaviors can be leveraged
and controlled to produce useful technologies, but the work to
date has shown that everting vine robots provide a compelling
framework through which new soft robotic opportunities
can arise.
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