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The lack of community-relevant flood informational resources and tools often

results in inadequate and divergent understandings of flood risk and can impede

communities’ ability to function cohesively in the face of increasing flood

threats. The current study reports on a set of workshops that the authors

conducted with various groups (citizens, city engineers and planners, realtors

and builders, and media representatives) within a flood prone community to

evaluate how novel hydroinformatic tools that include hydrodynamic modeling,

geospatial visualization, and socioeconomic analysis can enhance understanding

of flood risk and engagement in flood risk mitigation among diverse community

members. The workshops were designed to help identify stakeholder preferences

regarding key functionality needed for integrated hydroinformatic technologies

and socioeconomic analyses for flood risk reduction. Workshop participants were

asked to use and comment on examples of prototype flood risk informational

tools, such as: (1) flood damage estimation tool, (2) drivability and emergency

accessibility tool, and (3) community-scale social and economicmetrics tool. Data

gathered from workshops were analyzed using qualitative analysis based on a

grounded-theory approach. Data were coded by hand based on themes identified

by the research team and incorporated deviant case analysis to ensure minority

opinions was represented. The study results are focused on the following main

themes and how flood tools can address them: (1) improving the understanding

of flood risk and engagement in flood risk mitigation, (2) reducing the gap

between individual and community risk, (3) challenges in communicating flood

risk information, (4) enhancing relevance to and engagement of the community,

and (5) enabling actionable information. Our research demonstrates the need for

community-anchored tools and technologies that can illustrate local context,

include local historical and simulated events at multiple levels of community

impact, enable analyses by flood professionals while also providing simplified tools

of use by citizens, and allow individuals to expand their knowledge beyond their

homes, businesses, and places of work.
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FIGURE 3

Illustration of process of calculating building damage due to a 500-year flood in the study area. (a) shows the 500-year flood depth map generated

using the hydrodynamic model, with the red box representing detailed maps shown in (b–d). (b) shows the building layer superimposed over the

500-year flood map to extract flood depth at each building location. (c) shows the resulting damage estimates for individual buildings using Hazard

United States Multi-Hazards (Hazus-MH) depth-damage relationship (FEMA, 2022). (d) shows damage estimates aggregated to the census block

level. The legends displayed in panels a, c and d represent the upper limit of each color class.

raster sample point in the roadway network. Road inundation
depths (water surface elevation minus roadway elevation above
datum) were computed every 4 h of the simulated event out to
36 total hours (nine total timesteps). An arbitrary segment of
the roadway network (i.e., each raster pixel) was considered to
be drivable for each timestep if the computed road inundation
depth was less than eight inches. For the purposes of the
workshops, the minimum inundation depth of 8 inches was used
to represent a minimum drivable/non-drivable binary state for
normal passenger cars (given that emergency managers always
discourage drivers from attempting to drive through flood waters
of any depth). From this binary classification scheme, a raster

describing the drivability throughout the network was obtained
for the nine sampled timesteps. We also used this analysis to
illustrate the possible flood impacts on accessibility to emergency
facilities in the community. Given the drivability raster map
for a given timestep, network accessibility to the following two
example target points were calculated from all other points on
the network: a medical center in southwest Lafayette, and the
United States Interstate Highway 10 (I-10) west interchange (I-
10 being a primary hurricane evacuation route). Accessibility was
calculated using the D8-flood fill algorithm detailed in Miller
(2022). A target point was considered to be accessible from a
source point on the network if there was a continuous path
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FIGURE 4

Illustration of the roadway network accessibility/reachability assessment process. (a) Roadway network identification, and (b) rasterization which

transforms the geospatial polylines representing the roadway to a raster format containing (LiDAR) road elevations. The overlaid polygon represents a

flooded area as simulated by the hydrodynamic flood model. (c) Estimation of flood depths throughout the network, and (d) classification of roadway

segments as drivable or non-drivable (14.3%). (e) Calculation of accessible (reachable) segments based on the drivability results. In this example, the

exit point (target) is not accessible to ∼90% of the network. The hatched areas (e) are classified as inaccessible.

(including diagonal connections) from the source to the target
(Figure 4).

To create web-based tools for assessing drivability and
emergency accessibility scenarios, flood inundation and transit
network drivability/accessibility maps from the above-described
analyses were written into raster maps. These maps were re-
projected to WGS 84/Pseudo-Mercator projection (a.k.a. Web
Mercator projection using by most web-based GIS systems),
uploaded to ArcGIS Online, and shared as Tile Map Services.
These tile maps were used as data sources in HTML/JavaScript-
based applications, one application per workshop scenario, hosted
on Amazon S3. The MapLibre (https://maplibre.org) was used to
display and animate the tile map data. Individual applications
were used for each scenario (rather than combining scenario
data into a single application) to minimize the complexity
of the application code developed, which better supported
rapid prototyping.

To facilitate discussion around these the tools, the participants
were asked to evaluate scenarios such as the drivability of
each network segment (can the road be traversed by a car;
Figure 5) and the accessibility to emergency facilities (e.g.,
southwest medical center and I-10 evacuation route; Figure 6).
After that, participants were asked to comment on the utility

of the tools, discuss whether the road drivability/accessibility
matched their experiences during floods, and suggest other features
they would like to add to the tools to help them understand
flood risk.

3.3. Community-scale social and economic
metrics

While an individual’s own flood risk is a natural focus for
many, coordinated planning that considers a broader range of
risks may improve the effectiveness of a mitigation program. In
addition, some mitigation projects may require a level of funding
that exceeds the values that would be supported solely by individual
risk assessments. Therefore, a set of community-scale social and
economic metrics were developed to facilitate discussion in the
workshops about connecting people with flood risk information
for other groups of in the community as well as economic and
social factors that might extend beyond a traditional assessment of
individual risk.

To provide estimates at a plausible scale for the workshop
setting, damage assessments from the simulated 500-year flood
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FIGURE 5

Screenshot of prototype application used in workshop showing road transportation network drivability (>8 inches inundation over roads). (a)

Drivability at the beginning of the simulation (upper left). (b) Drivability at hour eight of the simulation (upper right). (c) Drivability at hour 16 (lower

left). (d) Drivability at hour 36 (lower right).

for Lafayette Parish were used to scale several community and
economic metrics from previous research that examined a wide
range of damage types in Louisiana (Barnes et al., 2017). In
particular, the number of damaged residential structures based on
the simulated flood described above was multiplied by the ratio
of each community impact metric to the number of damaged
residential structures from the published statewide assessment. For
example, an estimate of flooded schools used in the workshop
was derived by taking the number of damaged residential
structures from the simulated 500-year flood and multiplying
that by the number of schools facing severe flood risk divided
by total residential structures facing severe flood risk in the
prior statewide analysis. Similarly, the number of damaged non-
residential structures based on the simulated flood described above
was multiplied by the ratio of each economic impact metric
to the number of damaged non-residential structures from the
published statewide assessment. The results of these analyses
provided several illustrative metrics that were incorporated
into the sample social and economic community risk profile
(Figure 7).

3.4. Analytical techniques and qualitative
coding methods

Data gathered from workshops were analyzed using the same
qualitative analysis approach used in Skilton et al. (2022). This
approach drew from a grounded-theory approach, used summary
note compilation, and included the recording and transcription
of workshop conversations to improve the accuracy of workshop
dataset reporting (Miles and Huberman, 1984; Strauss and Corbin,
1998). Data were coded by hand based on themes identified by
the research team and incorporated deviant case analysis to ensure
minority opinions were represented (Saldana, 2021). The first
round of coding counted reoccurring themes in the data. The
research team then met to analyze these themes and reorganize
them into meaningful groups. The final round of coding counted
frequencies of the following particular themes: the availability of
Hyper-Local Information for Understanding of Flood Risk (e.g.,
flooding of personally relevant buildings or properties, flooding
of critical roads); the ability of the tools to Reduce the Gap
Between Individual and Community Risk (e.g., metrics, scales,
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FIGURE 6

Screenshot of prototype application used in workshop showing road transportation network accessibility to southwest medical center. (a)

Accessibility at the beginning of the simulation (upper left). (b) Accessibility at hour eight of the simulation (upper right). (c) Accessibility at hour 16

(lower left). (d) Accessibility at hour 36 (lower right). In all images, the location on the network of the southwest medical center is indicated by an

orange circle.

and options that can effectively communicate risk at different
levels); Challenges in Communicating Flood Risk Information
to different stakeholders in the community (e.g., understanding
of technical terminology, tool complexity); and how the tools
can Enhance Relevance to and Engagement of Community (e.g.,
crowd sourcing capabilities) and Enable Actionable Information
(e.g., examining flood mitigation alternatives). These specific
themes address the three main objectives that were defined
earlier for the current study (see Introduction Section); for
example, the first two themes address the first objective, the third
theme addresses the second objective, and the fourth and fifth
themes addresses the third objective. The results of the coding
bridge the gap between theoretical constructs (e.g., hypothesized
perceptions of flood risk and flood impact and/or ideas about
how best to communicate risk) and actual examples used by
participants as evidenced in the excised quotes below. For more
information on the qualitative methods, see Skilton et al. (2022).

The following section describes the results in terms of these
main themes.

4. Results

In the five workshops, participants interacted with the tools
and bounced ideas off of one another. We saw palpable excitement
from every group at being asked to participate in the research and
having the opportunity to contribute. The participants tested the
tools and provided feedback while the research team circulated
to answer questions and demonstrate different facets of the tools.
As they used the tools, participants reflected on flood impacts,
discussed ways these tools would reduce gaps in flood knowledge,
suggested modifications to the tools that would make them more
useful (i.e., consumable, digestible, relevant), and proposed ways
to improve communication and engagement with the tools. The
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FIGURE 7

An illustrative example of social and economic community risk profile.

excitement we saw with these tools directly related to interest
in improving flood risk communication. No participant left the
handouts, which listed the URLs to access the tools, behind at the
end of the workshops.

4.1. Need for hyper-local information for
understanding flood risk

Participants in all workshops connected with the tools on a
personal level and generally interacted with them to assess their
own personal flood risk before examining community-wide flood
risk. At first glance when reviewing the sample tools, participants
immediately zoomed in on locations relevant to themselves (e.g.,
home or work address) or their extended family. They rarely looked
beyond personally relevant locations. In fact, one participant
noted, “If you’re aiming at average people, your first page ought
to say, ‘Put your address here, and [these are] the things that
could happen.’ [. . . ] Ninety percent of the people I know are not
gonna go past page one if they don’t see their name or address”
(5/23 48:00).

After researching their personally relevant addresses,
participants frequently noted how the tools could be used for
community purposes including annual cultural events, thus
broadening their use. One commented that the road network tool
demonstrating flooded roadways could be used to understand other
locally relevant traffic snarls during peak periods of use, asking
“Can I use this for Mardi Gras? Like a Mardi Gras traffic map?”
(5/23 1:05:05) Other participants suggested that the incorporation
of locally relevant terminology to refer to waterways would
make the tools more culturally applicable. For example, many
participants used the French-influenced Louisiana “coulée” to refer
to ditches refer to ditches, perennial streams, drainage systems,

ravines, and small canals. They also used knowledge of their local
watersheds, patterns in water flow, and historic understanding
of flood experience and risk in the area. As described by one
participant, “When you say flooding, I immediately go to 2016.
[But] you [pointing to another participant] went to June [2019
when Lafayette experienced another recent major flood event]”
(5/23 40:30).

The value of hyperlocal flood risk information (e.g., at
individual’s home, street, neighborhood) became apparent as the
participants continued to interact with the tools. For example, while
using the structure damage tool (Figure 3), they liked the ability
to see depths of water at individual structures. As expressed by
one of the participating flood professionals, “From a government
standpoint, being able to consolidate this data [sic] is helpful,
but for an individua’- you’re gonna look at your house, your
neighborhood.” (5/19 47:43) Another flood professional agreed,
stating “They wanna know [. . . ] how high the water gets during
an event and ‘will it impact my house?”’ (5/19 1:01:25) Other
community participants exchanged discussions with each other
while looking at the tools such as, “I thought the inundation map is
for sure useful—like, I think people will look at that and say, “I’m
not at risk,” or “I’m at serious risk.” I think there’s a ton of value
in that. [. . . ] [To be able] to say, “You’ll have two houses on this
street flood, but the six other ones are fine. That’s really interesting.
I think that explains a lot of things—and [gesturing to another
participant] you mentioned there’s people down the road that don’t
flood, and if you look at 2016, like you’d have one house in a row of
ten just didn’t flood. So, I think the individual property is also very
useful.” (5/23 33:00) Another participant went on to say that “It’s
pretty interesting that the inundation shows the streets [flooded],
but you can see that it does not necessarily get the homes.” He
paused to peruse it more and then stated, “Yeah, that’s actually
about right because my backyard would flood [but my home did
not]” (5/23 26:00).
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Participants also asked for personalized user options when
examining the flood tools. For example, participants wished to
see higher temporal resolution (e.g., hourly), dynamic calculation
of point-to-point accessibility on the network, and the ability to
show thresholds for other vehicle types (e.g., SUV, trucks). The
desire for highly localized information also became apparent in
examining some of the tools available in other regions or nationally.
During the workshops, participants were given time to examine the
Flood Factor website (Riskfactor, n.d.), as an example of a national-
scale flood risk tool. In general, the participants liked the attractive
visuals the website provided of a generic flooded home and the
ability to toggle between different flood depths. As stated by one
participant, “I think this little visualization here is brilliant. It’s very
clever.” (5/23 1:42:00) Another commented, “I mean, it is nice how
they’ve illustrated it all and kind of diagramed out what the impacts
are: drywall, appliances, insulation, wood floors, and carpets. Like,
‘insulated appliances,’ that never occurred to me as a specific thing
to pay attention to.” (8/4 1:24:35) While this feedback highlighted
the importance of powerful visuals, many of the participants agreed
that it was not localized enough to be useful [e.g., “You can’t zoom
in.” (5/24 1:39:40)] and asked for more realistic information from
the community, rather than generic examples. As explained during
one discussion, “So you see the thing that’s like ‘Are there past
examples?’ [and it says] ‘Based on a recreated model of the flood,
23 properties were impacted by Hurricane Ike’s storm’ and I’m
sort of like ‘Was there only 23? Was there more?’ I don’t know.
[. . . ] Its not anchored to my community”’ (5/23 1:38:30) Similarly,
another participant noted, “Harvey’s what came up for mine, and it
says 826,000 properties in Lafayette were impacted. We don’t have
826,000 properties in Lafayette.” (5/23 1:40:00) The need for locally
relevant information was also expressed during one the workshops
attended by realtors and developers. As one realtor noted, “I think
it’s important that whatever it is, there’s specific data that says ‘Yeah,
you are likely to flood, but here’s why,’ not just like ‘Hey we looked
at an overall picture, we think you’re gonna flood in two years
because you live on a river.’ [. . . ] They don’t understand, so they
make decisions out of fear or unrealistic data, so having solid data
is important on our end.” (6/24 39:00) Likewise, said another, “It
didn’t take into consideration the elevation of the house [. . . ], just
the fact where it was located” (6/24 1:26:45).

Discussions among the participants highlighted an important
avenue for improving the understanding of flood risk by grounding
the information and the way it is communicated in citizens’
prior experience with flooding. Participants often wanted to see
examples of historical floods (e.g., the historic August 2016 flood)
within the tools and spoke about flooding in terms of floods they
themselves had witnessed in their lifetimes. As one participant
commented, “I’ve seen [the research team] model past storms—
it’s very informative with what’s actually occurring versus what we
speculate is going to occur in certain situations.” (5/24 57:00) The
value of tying the tools to actual storms was expressed by another
participant, “It almost feels like you would get a lot of mileage out
of just calibrating people’s understanding of what they’re reading
here with historical examples. So it’s basically saying, ‘How did
this happen in history?’ [. . . .] and you’re pairing people’s lived
experience with this is a five-year storm or [. . . ] this is five inches of
rain in so many hours” (5/23 1:45:05).

Participants also expressed that this improved understanding
could help the community as they grapple with the notion of
climate change and the increase in the frequency and severity of
extreme storms. A reporter talked about challenges reporting about
climate change describing, “For me, what crystallized it was when
you started having these freak rainstorms that would disrupt the
community for two days [...] but we can’t necessarily plan for
that—or maybe you ask the question, ‘should we be planning for
that? [. . . ]–that wasn’t even supposed to be a big deal, and it was.”
(5/23 1:53:00) Contextualizing flood risk within communities’ past
experiences was also cited as a facilitating factor in understanding
and communicating the potential benefits of a certain mitigation
project. The same reporter explained, “That’s what I’ve been trying
to do just when we report this stuff. Like I did a story about some
detention ponds, right, and one of the ways that I tried to convey
magnitude was to say, ‘Here’s how this sort of thing works in a
10-year storm. A 10-year storm is like this event that everybody
remembers” (5/23 40:45).

Overall, the workshops revealed a level of enthusiasm and
desire for tools that communicate flood risk, especially those that
communicate information using highly local metrics. Many of
the participants requested more time to continue interacting with
the tools, and when asked if the group needed more time, one
participant immediately responded, “Just a little more time.” Others
chimed in, “Can we just do this for the rest of the afternoon?”
Agreeing, another said “We’re all geeking out” (5/19 35:45).

4.2. Reducing the gap between individual
and community risk

As participants continued to interact with the tools, they
reflected on how the tools would help reduce gaps in flood
knowledge between individual and community scales. The road
network drivability and emergency accessibility tools in particular
encouraged participants to look beyond a single site and to consider
a networked community. In using the southwest medical center
accessibility tool, participants were able to start from their home
or place of interest and then examine the flood obstacles impairing
their ability to access the hospital. Similarly, in using the I-10W
evacuation tool, participants could examine how flooded roadways
would impair evacuation. As described by one participant when
looking at the tool, “I can’t go—I already know I can’t go down the
street, but I can go up the street. It’s just that I can’t get to Pinhook
because I pass the coulée [. . . ]. I mean, I’ve done this before where
this [she gestures to a spot on themap] wouldn’t be deep. I’m gonna
find a way out” (8/4 19:28).

In using an individual site to examine complications in
accessing key services from that site, participants had to think
about the ways their personal flood impact was nested within a
community’s flood impact. One participant described the utility of
the tool for educating other citizens, “It should spark their interest
though because this is something that they will have to navigate
through if this should ever happen, and in 2016 they had to figure
out how to get around. If they didn’t have somebody with a high
enough vehicle, they were stuck in their houses. They couldn’t
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get their medicine. Emergency personnel couldn’t get to them,
unless the emergency personnel knew old backways to get around”
(8/4 23:32).

The different scales that tools covered such as damage at
personal homes vs. aggregated statistics, sparked some interesting
dialogues among the participants and exemplified differences in
how the community understands flood risk. As described by one
participant, “If it affected me, yes I would browse and check it,
but if it affects a different neighborhood- nah. But for me, yes.”
(8/4 1:07:00) Another responded, “Well no matter what they do in
Lafayette, it’s gonna affect all of Lafayette. Because, as they have built
further out, it affects further in. So, no matter where they build in
Lafayette Parish, it’s gonna affect all of Lafayette” (Add quote time).

The dialogue during the workshops provided valuable insights
into how such tools have the potential to expand understanding
of flood risk beyond the individual. In some cases, participants
recommended a variety of changes that could allow the average
citizen to visualize themselves within the larger community. For
example, while reflecting on aggregated flood statistics (Figure 7),
the participants provided insights on how the aggregated data can
still be made relevant personally. As suggested by one participant,
“If you’re gonna do the math to make your own stats here, take
the major thoroughfares, take the traffic counts and say, ‘If the
intersection at Ambassador and Johnston is closed for 36 h because
of a flood, how many people can’t pass through there in that
amount of time?”’ (5/23 1:28:30) Another expressed, “I will say,
the business closure thing is really interesting because that is a
permanent impact. You can fix a school, you can fix a hospital,
you can get gas back to people, but [if] a business closes, that’s
that.” (5/23 1:29:12) Others suggested the use of powerful visuals
that the individuals can relate to. For example, one participant
noted, “I would suggest you show it with pictures instead of graphs
and charts. [. . . ] Give me an image of a school underwater.” (5/23
1:30:00) Some participants suggested use of more impactful metrics
like, “Instead of 23% of the workforce impacted, talk about that
in wages lost. Right? I mean that’s a number people pay attention
to.” (5/23 1:32:00) Another participant recommended, “‘Given this
particular area has more of a financial risk, you know—if that was
to be flooded, [its] impacts on the community would be more than
this would”’ and illustrating this explicitly would help community
members make better informed decisions. (5/19 57:16) Similarly,
as explained by another participant, “I was thinking about food or
grocery stores, like the data on that and/or shelters because if a large
shelter in your area would maybe be at risk for flooding, and you
wouldn’t be able to use it, that could be helpful” (5/24 1:27:34).

4.3. Challenges in communicating flood
risk information

Some participants raised concerns about the ability of different
sectors of the community to understand the information presented
and suggested the possibility of two different tool options, a
simplified version and a more comprehensive version. During a
workshop with media representatives, a participant expressed the
following concern: “For us right now, this group of people, this is

really engaging and exciting and fun, but it’s also pretty complex,
and there could be a whole lot of community members where this
would just be toomuch and they wouldn’t want or be able to engage
with it, so I wonder- I don’t know what the solution to that is.
Maybe there’s a simplified version and a complex version.” (5/19
58:22). Another explained, “I see [the tool] as useful for particular
groups in the community, but not the everyday Joe pulling up
something to figure it out.” (5/19 1:01:00) On the other hand, and
in the workshop with flood professionals, some expressed the desire
for a more advanced tool available to themselves or emergency
responders and recommended a more simplified version for the
general public, especially if modifications would be made to present
the data differently.

Specific examples of commonly used technical terms were
cited as a possible source of confusion and lack of clarity
in communicating flood risk information. For example, one
participant noted: “so ‘Hundred Year Flood and inundation—[you
would need] a description of what that means or [. . . ] ‘Percent Loss
Value’ what does that mean? When somebody reads that, they’re
not gonna say, ‘Oh yeah, I know exactly what that means.’ They’re
gonna say, ‘What are all these numbers?”’ (5/19 59:32) The use
of the word “coulée,” or lack thereof, was another example of the
differences in language between the citizens and scientists or flood
professionals interacting with the tools in the workshops. The local
term “coulée” was not included in the tools showcased. This was
pointed out by local residents as they examined the tools as a
missing element to bridging the citizen/scientist communication
gap. Similarly, other metrics used to delineate flood impact zones
confused community members. For example, the term “census
block” was unfamiliar to those outside government, academic, or
media circles. Attendees instead recommended a more physically-
based approach for examining flood risk connectivity within the
community scales. One participant stated, “So, when we look at
finding a useful way to aggregate this for people, rather than a
census block-and this may be like ton of work, I have no idea- when
you look at it, I think people know more about where the nearest
coulée is. Can you divide our town into the coulée watershed, sort of
where each home drains to which coulée? [. . . ] I think if you could
visualize it in that way, rather than census blocks, visualize it more
[as], ‘What is the shape of this watershed and howmuch would this
little watershed between the railroad and this coulée flood in a 500
-year storm.’ [. . . ] You want to show people the way that the water
drains” (5/23 41:30).

A related theme emerged during the workshops when some
attendees expressed that citizens would engage more readily with
the tools if there were some sort of news package or rollout of the
tools, possibly in conjunction with local media organizations and
educational institutions within the community. Participants from
the flood professional and media groups argued that such strategy
would help remedy a degree of technical difficulties for some
segments of the community population: “If you’re trying to [. . . .]
reach people in a more direct fashion, piggybacking on a partner
like the public school system, which is already communicating with
these people in a big way, [. . . ] it’s a different vehicle than the news”
(5/23 1:33:00).

An interesting argument by one of the participants was that,
“People are habit-forming animals, and they know of course that
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come springtime things are going to get dodgy, and there are lots of
signals for that. You get hurricane preparedness week [. . . ] and so
it’s like, could you stimulate that kind of agenda by just like creating
flood preparedness week every year? And what you’re doing is just
reminding people about the basics of flood risk.” Another chimed
in, “Do it on the anniversary of 2016, easy.” (5/23 1:19:00). One
participant indicated that the community will “also get interested
in it when the media sets the agenda for them by saying, ‘We as
a community are doing X or we have just experienced Y and now
we’re trying to understand what happened and how we can [keep]
this scenario from happening again in the future.’ So I could see of
these things being pertinent or useful in a package where you’re
combining storytelling that guides them through the process of
understanding what these maps mean in a real life sort of way”
(5/23 1:17:00).

Similarly, participants gave ample feedback on how the tools
could be modified to better inform and improve knowledge about
flood risk. Chief among their suggestions was creating better ways
to explain currently used terminology, such as 100-year and 500-
year floods, that is confusing to the general public. As highlighted
in multiple workshop discussions, the use of the terms 100-year vs.
500-year flood might not be the most effective in communicating
average and extreme flood risk. A participant asked, “On a five-
hundred year flood, what’s that rate? How many inches over
what time period?” (6/24 28:00). After a researcher responded
explaining the meaning, the participant then asked, “Is that 2016-
ish?” (6/24 28:30). Participants expressed that it might be easier
to include personally comprehensible alternatives such as inches
of rain over a set amount of time. One participant suggested that
people could be given “a slider which [goes up] 1 inch of rain,
2 inches of rain, and you could see it getting worse and worse.”
(5/23 43:00) Another participant described how this could illustrate
a connected watershed, stating, “You may need a phase thing
too, showing people: if Youngsville [south of Lafayette] gets ten
inches and everything starts backing up, maybe the next day your
neighborhood [in Lafayette] is gonna flood” (5/23 44:00).

4.4. Enhancing relevance to and
engagement of the community

Participants requested that community-specific information be
included in the tools to further support their relevance to the
community. For example, participants wanted the ability to plug
in two locations and have the tool calculate a safe route, as well as
offer alternatives. One participant suggested that, “From where you
are [at] point A, pick where you could go to point B. And if you
have a drivable route to point B.” (8/4 1:02:00). Another participant
envisioned that the tools “could give you options of hospitals, like
it could have a drop-down list, ‘These are your hospitals in your
area,’ and you choose your hospital.” (8/4 1:02:30). When viewing
the map of flooded roadways, one participant argued that it should
have different layers depicting commonly known major and minor
roadways, “If this was put out to the public, sometimes this amount
of data can be a little overwhelming. So, to have [major roadways]
as the first layer, and then they can have the local roads as a second
layer that they can turn on.” (5/24 1:19:30) Another participant

suggested for the road network tool that, “It would be nice to be
able to filter your arterial [streets]. Especially if you’re trying to
access emergency facilities [. . . ] Typically those roads have better
capacity, they’re going to have power lines cleaned up faster. So,
from that aspect, those are the primary things you want to get open
and functioning” (5/24 1:17:43).

The benefit of having a simplified and complex tool option as
raised earlier would also allow groups of interested individuals to
delve into specifics of community issues and enhance the relevance
of the tools. On the topic of using census block to aggregate data,
one participant noted that census blocks were useful for reporting
but not for the average individual. The participant stated, “Frommy
standpoint, I think it’s great for a reporting tool, [but] people don’t
knowwhat census block they live in. They don’t knowwhat a census
block is.” (5/23 36:45) Delving into this issue a bit more later in the
workshop, the participant expressed that looking at census block
data allows for the examination of impact on socio-economically
disadvantaged groups and should be kept as an option in the tools
for this reason. Explaining this, they said, “Or, just to consider
your census blocks, exporting that and just looking at ‘Is it poor
communities? Is it Black communities? Who bears the brunt of this
really?”’ (5/23 50:15) Keeping census blocks as a tool feature allows
community members to examine these distinctions at scales that
make sense for their community.

Lastly, workshop participants expressed desire for more
opportunities to engage with these tools by creating a way for
community members to add data to the existing tool platforms
through crowd-sourcing efforts. This could include adding data
available to realtors or from developers as new projects get
underway. On the topic of providing data for homes on the map,
a participant responded, “So if there was an easy link or email
or something like that, and realtors had the information—as I’m
taking a listing and my sellers say, ‘Hey, by the way, my house
flooded four times’–well that data may or may not be really out
there. If that’s something we could, to help the data, just send a
quick email, like ‘Here’s the data I received.’ [. . . ] I know some of
us would be happy to do that because we get that data behind the
scenes” (6/24 1:35:15).

Additional crowd-sourced data might also include citizen-
science data collected during flood events for local areas (e.g.,
rainfall amounts, impassable roads, coulée backups) or individually
contributed historic knowledge about prior events (e.g., pictures
of properties during past floods). Despite the unique value of
citizen-contributed data, they also bring some complications in
terms of need for curation and verification to avoid propagation
of erroneous or inaccurate information.

4.5. Enabling actionable information

The workshops also revealed a desire by the participants for
the tools to provide them with actionable information, besides
informing them about flood risk. One requested functionality was
to examine different proposed mitigation projects or strategies and
predict flooding under such new conditions. It was notable that
these views were expressed by citizens as well as by flood officials
and media representatives. One participant noted, “You don’t have
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to identify the project, but if you could tell people the impact
of lowering the flow to this river on this coulée would pull 200
homes out of a 25-year flood, then I don’t think it matters whether
it’s a detention pond on the coulée. Just the impact scenario,
rather than the exact project, could be very helpful. Because they
keep talking ‘Oh we’re gonna take six inches on the Vermilion
River.’ How many people does that help? No one cares.” (5/23
56:00) During the workshop with flood professionals, one of the
participating planners elaborated on how the tools could already
facilitate their operations and advance collaborations within their
own organizations, “This is actually really helpful for me to think
about where we might propose some green infrastructure. I could
have conversations with our drainage department about what
they’ve seen in the past, but this is really useful for looking at
different scenarios” (8/4 52:20).

Participants from the media identified ways the tools could
assist them in framing communication strategies about flood
mitigation. One participant described potential uses by stating,
“As a reporter, you would want to ask questions about, ‘We’re
putting so many resources into this zone; how many people is
it affecting, equity and disparity issues that come up.” Another
chimed in, adding, “It’s a great accountability tool. Amazing.”
The first responded emphatically, “Yes, [it is a] wonderful policy
tool.” (5/23 37:20) Adding such functionality to the tools would
also enhance the community understanding of ongoing mitigation
efforts in their community. As stated by one participant, “It could
be cool if something showed the last mitigation action taken in your
area.” (5/24 1:55:40) One of the attending elected officials went as
far as suggesting that such tools, when equipped with the ability to
examine mitigation actions, can be powerful ways for addressing
citizens’ concerns about the government actions, or the lack of
thereof. As the elected official explained, “The fact that we have
drainage town halls [. . . ] we need to have those, [. . . ] to get out there
and show them what’s available from flood proofing to the current
measures and mitigation efforts to what they can do to help as a
personal, property landowner [. . . .] I mean, the transparency goes
a long way” 5/24 1:56:50.

The workshops also highlighted the utility of flood information
tools for planning efforts by local government and districts. For
example, participants from the regional planning district indicated
that the road network flooding analysis tool could be integrated into
their transportation models for identification and prioritization of
roadway and transportation projects. This brought up the idea
of scaling up the tools across the different metropolitan planning
organizations (MPO) as part of their transportation modeling,
forecasting, and project scoring efforts. Similarly, participants from
the traffic department asked if the hydrodynamic simulations upon
which tools are based could be augmented or integrated with in-
situ sensors in which the city has started to invest recently, and
whether emerging machine learning technologies can play a role
in maximizing the value of both sources of data for real-time and
planning efforts.

While the tools illustrated during the workshops did not
support real-time decisions, flood warnings, forecasting, and
evacuation, such needs were also expressed by some of the
attendees. Specifically referring to the drivability tool, one of
the participating citizens asked: “So this is updated for like

every storm?” (5/24 1:12:53) Some of the emergency management
attendees identified how the tools can also be used for the
emergency management service: “It’s not only a tool for us. It could
be a tool for emergency personnel, even businesses to be able to
deliver something.” (8/4 1:04:45) Further, they pointed out, “Yeah
because we had some conversations with the drainage department
about flooding, and one of the topics was emergency vehicle access
during flooding and being able to identify, ‘You know what? It’s
going to be a priority for us to make sure that the major roads,
like Louisiana Avenue, are safe to travel on even during storms”
(8/4 1:04:55).

5. Conclusions and recommendations

Through a set of workshops with various stakeholders within
Lafayette Parish, a flood-prone community in Louisiana, USA,
this study evaluated how emerging flood hydroinformatic tools
can enhance understanding of flood risk and engagement in flood
risk mitigation among diverse community members. Our analyses
contributed new insights on the following main themes and how
flood tools can address them: (1) improving the understanding
of flood risk and engagement in flood risk mitigation; (2)
reducing the gap between individual and community risk; (3)
challenges in communicating flood risk information; (4) enhancing
relevance to and engagement of the community; and (5) enabling
actionable information.

During the workshops, participants interacted with a set of
illustrative tools that were developed for the community to quantify
and communicate flood risk at different scales, both spatially and
socially. The illustrative, yet community-specific tools were used as
a vehicle to facilitate the collection of feedback from the community
participants and to engage them in meaningful discussions and
were not presented as recommendations or solutions of flood tools
they should use in their community. The tools included: web-
based applications that quantify flood damage to individual homes,
neighborhoods and businesses under example storm scenarios;
impacts on drivability and accessibility to emergency facilities; as
well as examples of aggregated flood risk impacts at community-
wide scales. The workshops also evaluated an example of an
existing, national-scale tool that is of relevance to the same
community under consideration in this study.

A key finding from our study is that stakeholders look for
innovative tools and resources that are anchored to their local
communities with a strong desire for hyper-localized (e.g., at the
neighborhood or block level) flood information, scaling options,
and historical perspectives in such tools. The need for hyper-
local, community-specific flood risk information, in addition to
aggregated, large-scale information, was apparent across different
sectors of the community, including citizens as well as professionals
who deal with flood mitigation decisions. Further, communities
are eager for flood information tools, especially those that bring
flood risk to their personal scale. There is an apparent need for
tools that enhance community connectivity by communicating
effectively where and how flood water moves, and by using metrics
that connect citizens and decision makers across geographical
boundaries and connect personal risk to community risk. Our
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results show that challenges exist in making the tools relevant to
the individuals, while still communicating from a community-wide
perspective. Use of locally relevant terminology and drawing on
historical knowledge was also identified as essential for connecting
the tools to potential users within the community. In addition
to communicating and allowing citizens to explore flood risk,
advanced hydroinformatic tools should also facilitate possible
mitigation strategies and their attendant costs and benefits. Above
all, these tools must enable both individual and community-level
risk to be communicated and understood. The use cases that
emerged from the workshop research included those of citizens,
such as supporting flood decisions at the personal scale, to those
of flood professionals, such as community-wide planning and
mitigation activities.

A general observation of our workshop research is that
participants readily engaged with the hydroinformatic tools
presented to them. They did not seem to question whether such
tools have a role in addressing flood risk understanding or flood
mitigation participation, in general. However, one possible counter-
indication came from the flood professional workshop, where it was
noted that, “people don’t like being told what to do.” The flood
professionals indicated that tools like these could be effective if
they inform and engage with people where they are, without being
perceived to be draconian.

Another general observation from the workshops is that people
unaware of the cause of floods and may not agree on the specific
sources of flooding in their local areas. Any attempts to bring
hydroinformatic tools to bear on increasing engagement in flood
mitigation will need to communicate and educate about the
etiology of flooding, which is a substantial challenge in low-relief
urbanized coastal environments where pluvial, fluvial, storm surge,
and tidally-influenced flooding are all possible. One possible way
to begin addressing communication of flood etiology is to provide
hyper-local estimates of flood extent and impact that are grounded
in individual and community experience of historical flood events.
Historically plausible and hyper-local, time-varying simulations
that allow citizens to “zoom in” to landscape features with which
they are intimately familiar can help citizens and communities to
better understand how flood conditions evolve during an event.
This may help with the identification of landscape flow paths and
barriers contributing to flood emergence and duration.

Our research indicated a few ways to improve perception
of community-level flood risk. One was to develop community-
specific metrics to communicate flood impacts, for example: the
number of cars that would be unable to travel through a certain
intersection during a flood event; how many businesses are housed
in buildings that would be destroyed or damaged beyond repair by
a flood; how many would be unemployed; how much tax revenue
would be lost; how many children might be forced to repeat a
grade in school due to the disruption; and how certain sectors
in the community might suffer mental health issues. Relatedly,
our research indicates that community-level flood impacts should
be reported at spatial levels that are meaningful to community
members such as the watershed or neighborhood, in addition to
census geographies of interest to flood professionals.

In terms of tool design and intended audience, our research
indicates the need for at least two classes of hydroinformatic

tools for flood risk communication: (1) simplified tools for use
by the general public; and (2) more comprehensive tools that
may present advanced terminology or display sensitive information
of use to emergency responders or flood professionals. This
finding reinforces the typology of flood risk communication tools
as targeting “lay” and “community” decision maker audiences
described by Mostafiz et al. (2022). A prime example of this
can be seen in participant responses to our transportation
network accessibility tools. Participants wanted to be able to
select different water height thresholds for different vehicles.
However, it is generally accepted that for the public, emergency
responders would prefer a binary definition. That is, if there is
any standing water, citizens should consider the road impassable.
However, those operating in a disaster response capacity will
need to know what classes of vehicles can access different parts
of the road network (with different inundation depths) so that
responders can task the appropriate vehicles for search and
rescue operations.

Related to the simplified-complex tools dichotomy, our
research indicates a dichotomy between static planning tools
and dynamic real-time tools. In general, people related more
to real-time tools. This desire was expressed clearly when
workshop participants were evaluating road transportation
network drivability and accessibility tools. Again, this reflects the
tool typology of Mostafiz et al. (2022) where existing tools tend
to be biased toward providing real-time information of use just
before or during flooding events. However, the time and financial
resources required to develop tools that can ingest real-time sensor
data from waterways and from the road network and perform
accessibility or drivability analyses far exceeds that required to
produce planning-oriented analyses using static models. Further,
publishing and maintaining tools that people may use in real-time
during flood emergencies may incur potential legal liability that
needs to be considered carefully. Future research is needed to
explore what is behind the desire for dynamic real-time tools
and to determine to what degree these needs can be provided
using static planning tools. From our workshop research we have
developed a follow-on hypothesis that a significant value can be
gleaned from static planning tools employing models of historical
and potential future flood events, without incurring the significant
expense and liability involved with building dynamic real-time
tools. Through further research, we propose to test whether such
planning tools could be used as part of “war gaming” individual
and community flood response to help people and communities
build better intuition regarding flood risk based on the best
available localized models.

The challenges of communicating complex flood risk
information, as became evident from our workshops, suggest the
need for working with local media outlets and communication
experts. Such collaboration can provide compelling ways for
building community-level awareness about flood implications
through novel hydroinformatic tools and communication
strategies (e.g., journalism series with multimedia) that illustrate
historic impacts at a community scale while communicating
complex flood information, model outputs and risk metrics.
Finally, we point out that, while our study attempted to reach wide
swaths of the community, a broader and more diverse participation
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to include those from lower socioeconomic backgrounds and
underrepresented groups is still needed in future efforts. Also, our
study used a set of preliminary tools that were used primarily to
initiate community interaction and engagement in the research.
Therefore, future work is needed to engage in a participatory
design process and co-create tools and technologies that can
inclusively address the different needs of communities as they face
increasing flood risk and climate extremes.
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